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8
F1AP procedures

8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING


< unchanged text omitted>
8.2.3
F1 Setup 

8.2.3.1
General

The purpose of the F1 Setup procedure is to exchange application level data needed for the gNB-DU and the gNB-CU to correctly interoperate on the F1 interface. This procedure shall be the first F1AP procedure triggered after a TNL association has become operational. The procedure uses non-UE associated signalling.

This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also re-initialises the F1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 

8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: F1 Setup procedure: Successful Operation.

The gNB-DU initiates the procedure by sending a F1 SETUP REQUEST message including the appropriate data to the gNB-CU. The gNB-CU responds with a F1 SETUP RESPONSE message including the appropriate data.

For SA operation, the gNB-DU shall include the gNB-DU System Information IE.
The gNB-CU may include the Cells to be Activated List IE in the F1 SETUP RESPONSE message. The Cells to be Activated List IE includes a list of cells that the gNB-CU requests the gNB-DU to activate. The gNB-DU shall activate the cells included in the Cells to be Activated List IE and reconfigure the physical cell identity for cells for which the PCI IE is included. 

The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the F1 interface is operational and other F1 messages can be exchanged.

8.2.3.3
Unsuccessful Operation
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Figure 8.2.3.3-1: F1 Setup procedure: Unsuccessful Operation.

If the gNB-CU cannot accept the setup, it should respond with a F1 SETUP FAILURE and appropriate cause value.

If the F1 SETUP FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the F1 setup towards the same gNB-CU.
< unchanged text omitted>
8.2.4
gNB-DU Configuration Update 

8.2.4.1
General

The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any.

8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation.

The gNB-DU initiates the procedure by sending a GNB-DU CONFIGURATION UPDATE message to the gNB-CU including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU responds with GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 

The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.

If Served Cells To Add Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall add cell information according to the information in the Served Cell Information IE. For SA operation, the gNB-DU shall include the gNB-DU System Information IE.
If Served Cells To Modify Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall modify information of cell indicated by Old NCGI IE according to the information in the Served Cell Information IE.

If Served Cells To Delete Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall delete information of cell indicated by Old NCGI IE.

If Cells to be Activated Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall activate the cell indicated by NCGI IE and reconfigure the physical cell identity for cells for which the PCI IE is included.

If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.

The gNB-DU may initiate a further gNB-DU Configuration Update procedure only after a previous gNB-DU Configuration Update procedure has been completed.

8.2.4.3
Unsuccessful Operation
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Figure 8.2.4.3-1: gNB-DU Configuration Update procedure: Unsuccessful Operation.

If the gNB-CU cannot accept the update, it shall respond with a GNB-DU CONFIGURATION UPDATE FAILURE message and appropriate cause value. 

If the GNB-DU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the GNB-DU CONFIGURATION UPDATE message towards the same gNB-CU.

8.2.4.4
Abnormal Conditions

If the gNB-DU after initiating gNB-DU Configuration Update procedure receives neither a GNB-DU CONFIGURATION UPDATE ACKOWLEDGE nor a GNB-DU CONFIGURATION UPDATE FAILURE message, the gNB-DU may reinitiate a further gNB-DU Configuration Update procedure towards the same gNB-CU, provided that the content of the new GNB-DU CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged GNB-DU CONFIGURATION UPDATE message.

< unchanged text omitted>
8.2.5
gNB-CU Configuration Update 

8.2.5.1
General

The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any.

8.2.5.2
Successful Operation
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation.

The gNB-CU initiates the procedure by sending a GNB-CU CONFIGURATION UPDATE message including the appropriate updated configuration data to the gNB-DU. The gNB-DU responds with a GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 

The updated configuration data shall be stored in the respective node and used as long as there is an operational TNL association or until any further update is performed.

If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall activate the cell indicated by NCGI IE and reconfigure the physical cell identity for which the PCI IE is included.

If Cells to be Deactivated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall deactivate the cell indicated by NCGI IE.

If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.

If the gNB-CU Transport Layer Address To be Added List IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, use it to establish the TNL association(s) with the gNB-CU. The gNB-DU shall report to the gNB-CU, in the gNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the gNB-CU as follows:

-
A list of TNL address(es) with which the gNB-DU successfully established the TNL association shall be included in the gNB-CU TNL Setup List IE;

-
A list of TNL address(es) with which the gNB-DU failed to establish the TNL association shall be included in the gNB-CU TNL Failed to Setup List IE.
If the gNB-CU Transport Layer Address To be Removed List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-DU shall, if supported, initiate removal of the TNL association(s) indicated by the received gNB-CU Transport Layer Address towards the gNB-CU.

If the gNB-CU Transport Layer Address To be Modified List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-DU shall, if supported, overwrite the previously stored information for the related TNL Association. 
If the TNL usage IE or the TNL Weight Factor IE is included in the gNB-CU Transport Layer Address To Add List IE or the gNB-CU Transport Layer Address To Update List IE, the NG-RAN node shall, if supported, use it as described in TS 38.472 ([x2]).

8.2.5.3
Unsuccessful Operation
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Figure 8.2.5.3-1: gNB-CU Configuration Update: Unsuccessful Operation.

If the gNB-DU cannot accept the update, it shall respond with a GNB-CU CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the GNB-CU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-CU shall wait at least for the indicated time before reinitiating the GNB-CU CONFIGURATION UPDATE message towards the same gNB-DU.

8.2.5.4
Abnormal Conditions

If the gNB-CU neither receives a GNB-CU CONFIGURATION UPDATE ACKOWLEDGE nor a GNB-CU CONFIGURATION UPDATE FAILURE message, the gNB-CU may reinitiate gNB-CU Configuration Update procedure towards the same gNB-DU provided that the content of the new GNB-CU CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged GNB-CU CONFIGURATION UPDATE message.

< unchanged text omitted>
8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the UE Context including among others SRB, and DRB data. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE.
If the PSCell ID IE and the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].

If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall take this into account.

If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].

The gNB-DU shall report to the gNB-CU, in the UE CONTEXT SETUP RESPONSE message, the result for all the requested DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;

-
A list of SRBs which are successfully established shall be included in the SRB Setup List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE.

When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.

For EN-DC operation, the gNB-CU shall include the E-UTRAN QoS IE. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-UTRAN QoS IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [3].

If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], it shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT SETUP REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE as described in TS 36.423 [9] for reception of MeNB Resource Coordination Information at the gNB acting as secondary node.

If the Resource Coordination Transfer Container IE is included in the UE CONTEXT SETUP RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].
If the S-NSSAI IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall use it as specified in TS 38.300 [6].
If the Masked IMEISV IE is contained in the UE CONTEXT SETUP REQUEST message the gNB-DU shall, if supported, use it to determine the characteristics of the UE for subsequent handling.

8.3.1.3
Unsuccessful Operation
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Figure 8.3.1.3-1: UE Context Setup Request procedure: unsuccessful Operation

If the gNB-DU is not able to establish an F1 UE context, or cannot even establish one non-GBR bearer it shall consider the procedure as failed and reply with the UE CONTEXT SETUP FAILURE message.

8.3.1.4
Abnormal Conditions

Not applicable.

< unchanged text omitted>
8.3.4
UE Context Modification (gNB-CU initiated)
8.3.4.1
General
The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources for user data transport. This procedure is also used to command the gNB-DU to stop data transmission for the UE. The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation

The F1AP UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.

If the PSCell ID IE and the SCell To Be Setup List IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].

If the DRX Cycle IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall take this into account.

If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4].

If the DRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4].
If the S-NSSAI IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall use it as specified in TS 38.300 [6].
Upon reception of the UE Context Modification Request message, the gNB-DU shall perform the modifications, and if successful reports the update in the UE CONTEXT MODIFICATION RESPONSE message.

If the UE CONTEXT MODIFICATION REQUEST message contains the Transmission Stop Indicator IE, the gNB-DU shall stop data transmission for the UE. It is up to gNB-DU implementation when to stop the UE scheduling.

If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], after completion of UE Context Setup procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE as described in TS 36.423 [9] for reception of MeNB Resource Coordination Information at the gNB acting as secondary node.

If the Resource Coordination Transfer Container IE is included in the UE CONTEXT MODIFICATION RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].

8.3.4.3
Unsuccessful Operation
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Figure 8.3.4.3-1: UE Context Modification procedure. Unsuccessful operation

In case none of the requested modifications of the UE context can be successfully performed, the gNB-DU shall respond with the UE CONTEXT MODIFICATION FAILURE message with an appropriate cause value. 

8.3.4.4
Abnormal Conditions

Not applicable.

< unchanged text omitted>
8.4.1 
Initial UL RRC Message Transfer

8.4.1.1
General

The purpose of the Initial UL RRC Message Transfer procedure is to transfer the initial RRC message as an UL PDCP-PDU to the gNB-CU.

8.4.1.2
Successful operation
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Figure 8.4.1.2-1: Initial UL RRC Message Transfer procedure.

If the DU to CU RRC Information IE is not included in the INITIAL UL RRC MESSAGE TRANSFER the gNB-CU shall reject the UE under the assumption that the gNB-DU is not able to serve such UE. If the gNB-DU is able to serve the UE, the gNB-DU shall include the DU to CU RRC Information IE.

8.4.1.3
Abnormal Conditions

Not applicable.

< unchanged text omitted>
8.x2
System Information Procedures

8.x2.1
System Information Delivery
8.x2.1.1
General
The purpose of the System Information Delivery procedure is to command the gNB-DU to broadcast the requested Other SI. The procedure uses non-UE associated signalling.

8.x2.1.2
Successful Operation
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Figure 8.x2.1.2-1: System Information Delivery procedure. Successful operation.
The gNB-CU initiates the procedure by sending a SYSTEM INFORMATION DELIVERY COMMAND message to the gNB-DU. 

Upon reception of the SYSTEM INFORMATION DELIVERY COMMAND message, the gNB-DU shall broadcast the Other SI for the time interval indicated in the Broadcast Time Interval IE.

8.x2.1.3
Abnormal Conditions

Not applicable.
< unchanged text omitted>
8.x3
Paging procedures
8.x3.1
Paging 
8.x3.1.1
General
The purpose of the Paging procedure is used to provide the paging information to enable gNB-DU to page a UE. The procedure uses non-UE associated signalling.

8.x3.1.2
Successful Operation
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Figure 8.x3.1.2-1: Paging procedure. Successful operation.
The gNB-CU initiates the procedure by sending a PAGING message.
The Paging DRX IE may be included in the PAGING message, and if present the gNB-DU may use it to determine the final paging cycle for the UE.

The Paging Priority IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 23.501 [x1].

At the reception of the PAGING message, the gNB-DU shall perform paging of the UE in cells which belong to cells as indicated in the Paging Cell List IE.
8.x3.1.3
Abnormal Conditions

Not applicable.

< unchanged text omitted>
9.2.1.5
F1 SETUP RESPONSE

This message is sent by the gNB-CU to transfer information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	
	
	

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	List of cells to be activated
	YES
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-

	>>gNB-CU System Information
	M
	
	9.3.1.x6
	RRC container with system information owned by gNB-CU 
	-
	-

	>>PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	-


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


< unchanged text omitted>
9.2.1.8
GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by a gNB-CU to a gNB-DU to acknowledge update of information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-

	>> gNB-CU System Information
	M
	
	9.3.1.x6
	RRC container with system information owned by gNB-CU
	-
	-

	>>PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


< unchanged text omitted>
9.2.1.10
GNB-CU CONFIGURATION UPDATE

This message is sent by the gNB-CU to transfer updated information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-

	>> gNB-CU System Information
	M
	
	9.3.1.x6
	RRC container with system information owned by gNB-CU
	
	

	
	
	
	
	
	
	

	>>PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	-

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NCGI
	M
	
	9.3.1.12
	
	-
	-

	gNB-CU TNL to be Added List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL to be AddedItem IEs
	
	1..<maxnoofTNLEndPoints>
	
	
	YES
	ignore

	>>gNB-CU Transport Layer Address
	M
	
	
	Transport Layer Address of the gNB-CU.
	YES
	ignore

	>>TNL Usage
	M
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both
	YES
	ignore

	>>TNL Weight Factor
	M
	
	INTEGER (0..255)
	
	YES
	ignore

	gNB-CU TNL to be Removed List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL to be Removed Item IEs
	
	1..<maxnoofTNLEndPoints>
	
	
	YES
	ignore

	>>gNB-CU Transport Layer Address
	M
	
	
	Transport Layer Address of the gNB-CU.
	YES
	ignore

	gNB-CU TNL to be Modified List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL to be Modified Item IEs
	
	1..<maxnoofTNLEndPoints>
	
	
	YES
	ignore

	>>gNB-CU Transport Layer Address
	M
	
	
	Transport Layer Address of the gNB-CU.
	YES
	ignore

	>>TNL Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both
	YES
	ignore

	>>TNL Weight Factor
	O
	
	INTEGER (0..255)
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLEndPoints
	Maximum no. of TNL End Points in the gNB-CU. Value is FFS.


< unchanged text omitted>
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	PSCell ID
	O
	
	NCGI

9.3.1.12
	PSCell Identifier in SgNB
	YES
	Ignore

	Cell Type [FFS]
	M
	
	FFS
	Includes the cell type (PSCell, PCell, normal Cell) [FFS]
	YES
	reject

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.1.X.1 of TS 36.423 [9].
	YES
	reject

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	0 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NCGI

9.3.1.12
	SCell Identifier in SgNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>]
	
	
	
	

	>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DRB QoS profile (FFS)
	
	
	
	
	-
	

	>>Flow-level QoS profile (FFS)
	
	
	
	
	
	

	>>Flow-to-DRB mapping (FFS)
	
	
	
	
	
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>S-NSSAI
	O
	
	9.3.1.x2
	
	
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore

	Masked IMEISV
	O
	
	<ref>
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


< unchanged text omitted>
9.2.2.2
UE CONTEXT SETUP RESPONSE

This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU ( gNB-CU.
Editor’s Note: The IE of C-RNTI may be added (optional) if the gNB-CU does not always need or is unable to read the DU To CU RRC Information container.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DU To CU RRC Information


	M
	
	9.3.1.26
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.1.X.2 of TS 36.423 [9].
	YES
	reject

	SRB Setup List
	
	0..1
	
	The List of SRBs which are successfully established.
	YES
	ignore

	>SRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	DRB Setup List
	
	0..1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofDLTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	SRB Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>SRB Failed to Setup Item 
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	-

	>>Cause
	O
	
	9.3.1.2
	
	YES
	ignore

	DRB Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>DRB Failed to Setup Item 
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	-

	>>Cause
	O
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


< unchanged text omitted>
9.2.2.5
UE CONTEXT RELEASE COMMAND

This message is sent by the gNB-CU to request the gNB-DU to release the UE-associated logical F1 connection.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	Ignore


< unchanged text omitted>
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	PSCell ID
	O
	
	NCGI

9.3.1.12
	PSCell Identifier in SgNB
	YES
	Ignore

	Cell Type [FFS]
	M
	
	FFS
	Includes the cell type (PSCell, PCell, normal Cell) [FFS]
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information


	O


	
	9.3.1.25
	
	YES
	reject

	Transmission Stop Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	<0 .. maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NCGI

9.3.1.12
	SCell Identifier in SgNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	<1..maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>S-NSSAI
	O
	
	9.3.1.x2
	
	
	

	>> Tunnels to be setup List 
	
	1
	
	
	
	

	>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>S-NSSAI
	O
	
	9.3.1.x2
	
	
	

	>> Tunnels to be setup List 
	
	0..1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	SRB TO Be Released List
	
	0..1
	
	
	
	

	>SRB To Be Released Item IEs
	
	<1..maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


< unchanged text omitted>
9.2.2.11
UE CONTEXT MODIFICATION CONFIRM

This message is sent by the gNB-CU to inform the gNB-DU the successful modification.

Direction: gNB-CU ( gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	reject

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	<1 .. maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	
	

	DRB Failed to be Modified List
	
	0..1
	
	The list of DRBs which are failed to be modified.
	YES
	ignore

	>DRB Failed to be Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


< unchanged text omitted>
9.2.3.1
INITIAL UL RRC MESSAGE TRANSFER

This message is sent by the gNB-DU to transfer the initial layer 3 message to the gNB-CU over the F1 interface.

Direction: gNB-DU (gNB-CU
Editor’s Note: It is FFS whether the C-RNTI is included and the presence. If the CU does not always need or is unable to read the DU To CU RRC Information container, this IE shall be present. This IE has to be present if DU to CU RRC Container IE is not included in this message
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	NCGI
	M
	
	9.3.1.12
	NG-RAN Cell Global Identifier (NCGI)
	YES
	reject

	C-RNTI
	FFS
	
	FFS
	C-RNTI allocated at the gNB-DU
	YES
	reject

	RRC-Container
	M
	
	9.3.1.6
	
	YES
	reject

	DU to CU RRC Container
	O
	
	OCTET STRING 
	CellGroupConfig IE as defined in subclause 6.3.2 in TS 38.331. Required at least to carry SRB1 configuration
	YES
	reject


< unchanged text omitted>
9.2.x2
System Information messages

9.2.x2.1
SYSTEM INFORMATION DELIVERY COMMAND

Editor’s Note: The details on all the IEs is FFS.

This message is sent by the gNB-CU and is used to deliver the Other SI to enable the gNB-DU to broadcast for a defined time interval.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	NCGI
	M
	
	9.3.1.12
	NR cell identifier
	-
	

	SI type list
	
	1
	
	
	
	

	>SI type item IEs
	 
	1 .. <maxnoofSITypes>
	
	
	
	

	>>Other SI Type
	M
	
	ENUMERATED (FFS, …)
	Other SI Type
	YES
	reject

	>>Broadcast Time Interval (FFS)
	M
	
	INTEGER (0..FFS)
	Time interval for broadcasting of Other SI
	FFS
	FFS


	Range bound
	Explanation

	maxnoofSITypes
	Maximum no. of SI Types. Value is FFS


9.2.x3
Paging messages

9.2.x3.1
PAGING

This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	UE Identity Index value
	M
	
	9.3.1.x3
	
	YES
	reject

	RAN UE Paging identity
	O
	
	FFS 
	
	YES
	reject

	CN UE paging identity 
	O
	
	FFS 
	
	YES
	reject

	Paging DRX
	O
	
	9.3.1.x4
	
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.x5
	
	YES
	ignore

	Paging Cell List 
	
	1
	
	
	
	

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NCGI
	M
	
	9.3.1.12
	
	-
	


	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is FFS. 


Editor’s note: The detailed definition for the IEs above and the inclusion of additional IEs is FFS.
< unchanged text omitted>
9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NCGI
	M
	
	9.3.1.12
	
	-
	-

	PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	>TAI Slice Support List
	O
	
	Slice Support List

9.3.1.x1
	Supported S-NSSAIs per TA. FFS if temporarily unavailable status of S-NSSAI need to be considered.
	YES
	ignore

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>DL ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>SMTC Configuration FDD [FFS]
	M
	
	OCTET STRING
	SS/PBCH block Measurement Timing Configuration. Contains the [SMTC-Config-FDD] IE defined in TS 38.331 [8]. [FFS]
	
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>UL Bandwidth Part Information [FFS]
	O
	
	NR Bandwidth Part Information

9.3.1.16
	
	–
	–

	>>>DL Bandwidth Part Information [FFS]
	O
	
	NR Bandwidth Part Information

9.3.1.16
	
	–
	–

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>>ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>SMTC Configuration TDD [FFS]
	
	
	OCTET STRING
	SS/PBCH block Measurement Timing Configuration. Contains the [SMTC-Config-TDD] IE defined in TS 38.331 [8]. [FFS]
	
	

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>Bandwidth Part Information [FFS]
	M
	
	NR Bandwidth Part Information

9.3.1.16
	
	–
	–

	>>>Subframe Assignment [FFS]
	M
	
	FFS
	Uplink-downlink subframe configuration information. 
	
	

	>>> Special Subframe Info [FFS]
	M
	
	FFS
	Special subframe configuration. 
	
	

	Number of Antenna Ports (FFS)
	O
	
	FFS
	FFS
	FFS
	FFS

	PRACH Configuration (FFS)
	O
	
	FFS
	FFS
	FFS
	FFS


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


Editor’s note: It is currently under discussion whether to include parameters listed with FFS. It is also FFS whether to include other additional parameters, if any.

< unchanged text omitted>
9.3.1.16
NR Bandwidth Part Information

The NR Bandwidth Part Information IE is used to indicate the UL or DL bandwidth parts. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR Bandwidth Part Information
	M
	
	FFS
	


< unchanged text omitted>
9.3.1.25
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SCG-Config-Info
	O
	
	OCTET STRING
	SCG-Config-Info, as defined in TS 38.331 [8].

	UE Radio capabilities
	M
	
	OCTET STRING
	UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].

	Handover Preparation Information
	O
	
	OCTET STRING
	HandoverPreparationInformation, as defined in TS 38.331 [8].


< unchanged text omitted>
9.3.1.x1
Slice Support List

This IE indicates the list of supported slices.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Slice Support Item IEs
	
	1..<maxnoofSliceItems>
	
	
	-
	-

	>S-NSSAI
	M
	
	9.3.1.x2
	
	-
	


	Range bound
	Explanation

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is FFS.


9.3.1.x2
S-NSSAI

This IE indicates the S-NSSAI.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SST
	M
	
	OCTET STRING (SIZE(1))
	

	SD
	O
	
	OCTET STRING (SIZE(3))
	


9.3.1.x3
UE Identity Index value

This IE is used by the gNB-DU to calculate the Paging Frame.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Identity Index Value
	M
	
	FFS
	Coding is pending to RAN2.


9.3.1.x4
Paging DRX 
This IE indicates the Paging DRX.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging DRX
	M
	
	FFS
	Coding is pending to RAN2.


9.3.1.x5
Paging Priority

This IE indicates the paging priority for paging a UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Priority
	M
	
	FFS
	


9.3.1.x6
gNB-CU System Information

This IE contains the system information encoded by the gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SI message
	M
	
	OCTET STRING
	SI message containing all SIBs other than SIB1, as defined in TS 38.331 [8]. 

Details of the encoding are FFS, pending progress in RAN2.



< unchanged text omitted>
