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	Reason for change:
	To support broadcast of assistance data, the assistance data should be from the E-SMLC to the eNB.

	
	

	Summary of change:
	The assistance data is carried in a list of segments belonging to different positioning methods, besides there are some indications, such as GNSS ID, the last segment indication.

	
	

	Consequences if not approved:
	Cannot support assistance data transmission over LPPa.
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------Start of the First Change------
9.2.yy
Assistance Data
The purpose of Assistance Data IE is used by UE to perform positioning.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Assistance Data 
	M
	
	
	

	>Assistance Data Item
	
	1 .. <maxnoAssistDatatypes>
	
	

	>>Assistance Data Type 
	M
	
	ENUMERATED{ GNSS Reference Time, GNSS Ionospheric Model, ... }[FFS]
	

	>>Assistance Data Information
	
	1 .. <maxnoofSegments >
	
	

	>>>Assistance Data Segment
	M
	
	OCTET STRING
	

	>>>GNSS ID
	O
	
	ENUMERATED{ gps, sbas, qzss, galileo, glonass, bds, ... }
	

	>>>Last Segment
	O
	
	ENUMERATED{ last segment, ... }
	Indicates if this segment is the last segment of the assistance data.

	>>>Cipher Key Data [FFS]
	
	
	
	Note: pending to SA3


	Range bound
	Explanation

	maxnoAssistDatatypes
	Maximum no. of assist data types that can be contained in Assistance Data IE. Value is FFS.

	maxnoofGenericSegments
	Maximum no. of assist data segments that can be contained in one assistance data type. Value is FFS.


------Start of the Next Change------
Asn.1 to be added.
------End of the Changes------
