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1 Introduction
It is agreed to include the S-NSSAI in every PDU session setup procedure and it is FFS whether S-NSSAI should be included in other messages, e.g. modification related message or release related message. This document discusses and proposes to remove the unnecessary S-NSSAI in NG interface and Xn interface.

2 Discussion
The S-NSSAI was marked as FFS in the PATH SWITCH REQUEST and PATH SWITCH RESPONSE. In the last RAN3 meeting, it was agreed to remove the S-NSSAI from the PATH SWITCH REQUEST and PATH SWITCH RESPONSE. 

In the PDU session related messages, the S-NSSAI is also marked as FFS in the PDU session modification and PDU session release messages. From the AFM to NG-RAN direction, there is no need to include the S-NSSAI in the modify/release request message, since the S-NSSAI can not be changed during the PDU session life time. From the NG-RAN to AFM direction, there is no need to include the S-NSSAI in the modify/release response message since the AFM has stored the S-NSSAI. So in the below message, S-NSSAI IE should be removed.

· PDU SESSION RESOURCE RELEASE COMMAND
· PDU SESSION RESOURCE RELEASE RESPONSE
· PDU SESSION RESOURCE MODIFY REQUEST
· PDU SESSION RESOURCE MODIFY CONFIRM
Proposal 1:
It is proposed remove the S-NSSAI from PDU Session Modification related message and from PDU Session Release related message in NG interface.
In Xn interface, same principle is applied. The S-NSSAI IE should be removed from the below messages/IE: 

· S-NODE MODIFICATION REQUEST. 
· PDU Sessions Admitted List IE.
Proposal 2:   It is proposed remove the S-NSSAI from S-NODE MODIFICATION REQUEST and from PDU Sessions Admitted List IE in Xn interface.
3 Proposal

This document discussed the S-NSSAI inclusion in NG and Xn. It is proposed:
Proposal 1:
It is proposed remove the S-NSSAI from PDU Session Modification related message and from PDU Session Release related message in NG interface.

Proposal 2:   It is proposed remove the S-NSSAI from S-NODE MODIFICATION REQUEST and from PDU Sessions Admitted List IE in Xn interface.
The corresponding text proposal is in below and in R3-181855.
4
Text Proposal to TS 38.413 V0.7.0

START OF CHANGES
9.2.1.3
PDU SESSION RESOURCE RELEASE COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
This message is sent by the AMF and is used to request the NG-RAN node to release already established PDU Session Resources for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O 
	
	9.3.3.15
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	PDU Session Resource Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	
	
	
	
	
	
	

	>>PDU Session Resource Release Command Transfer
	M
	
	9.3.4.3
	
	YES
	reject


	Range bound
	Explanation

	
	


9.2.1.4
PDU SESSION RESOURCE RELEASE RESPONSE

Editor’s Note:
Further details FFS.

This message is sent by the NG-RAN node as a response to the request to release already established PDU session resources for a given UE.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	PDU Session Resource Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	
	
	
	
	
	
	

	PDU Session Resource Failed to Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Failed to Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	
	
	
	
	
	
	

	>>PDU Session Resource Release Response Transfer
	M
	
	9.3.4.4
	
	YES
	reject

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Criticality Diagnostics 
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.1.5
PDU SESSION RESOURCE MODIFY REQUEST

Editor’s Note:
Further details FFS.
This message is sent by the AMF and is used to request the NG-RAN node to enable modifications of already established PDU sessions for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O 
	
	9.3.3.15
	
	YES
	reject

	PDU Session Resource Modify Request List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Modify Request Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	>>PDU Session Resource Modify Request Transfer 
	M
	
	9.3.4.5
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is FFS.


UNCHANGE PART OMIT
9.2.1.9
PDU SESSION RESOURCE MODIFY CONFIRM

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
Editor’s Note:
It is FFS whether Cause IE for PDU session failed to be modified by the 5GC is captured in the PDU Session Modify Confirm Transfer.

This message is sent by the AMF and is used to confirm the outcome of the request from the PDU SESSION RESOURCE MODIFY INDICATION message.
Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	PDU Session Resource Modify Confirm List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Modify Confirm Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	>>PDU Session Resource Modify Confirm Transfer
	M
	
	9.3.4.9
	
	-
	

	
	
	
	
	
	
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is FFS.


END OF CHANGES
