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1
Introduction

When the UL is blocked at the assisting node, reset of the RLC is needed. This reset is commanded from the hosting node, but shall be performed at the same time at the assisting node and in the UE. It is therefore necessary to indicate to the assisting node when the commnad of the RLC reset was issues to the UE.

To solve the above issue, a flag indicating the reset is executed is added to the modification procedures.

In addition to the above, in EN-DC, the SN may indicate that modification of existing bearer is required. However, in XnAP only release of some SN-terminated PDU sessions is possible (which is copied from the LTE DC solution). Here, we propose to add the modification option to the procedure.
2
TP for XnAP

It is proposed to include the below TP in the draft TS 38.423.

	*** First change, ommited text not changed ***


8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.

The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.

When the S-NG-RAN node sends the S-NODE MODIFICATION REQUIRED message, it shall start the timer TXnDCoverall. 

The S-NODE MODIFICATION REQUIRED message may contain

-
the S-NG-RAN node to M-NG-RAN node Container IE.
-
PDU sessions to be released within the PDU Sessions To Be Released Item IE;

-
PDU sessions to be modified within the PDU Sessions To Be Modified Item IE;

-
the SCG Change Indication IE.

If the M-NG-RAN node receives a S-NODE MODIFICATION REQUIRED message containing the SCG Change Indication IE, the M-NG-RAN node shall act as specified in TS 37.340 [8].

If the M-NG-RAN node is able to perform the modifications requested by the S-NG-RAN node, the M-NG-RAN node shall send the S-NODE MODIFICATION CONFIRM message to the S-NG-RAN node. The S-NODE MODIFICATION CONFIRM message may contain the M-NG-RAN node to S-NG-RAN node Container IE.

Upon reception of the S-NODE MODIFICATION CONFIRM message the S-NG-RAN node shall stop the timer TXnDCoverall.
	*** Next change, omitted text not changed ***


9.1.2.8
S-NODE MODIFICATION REQUIRED

This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node. 

Editor’s Note: The tabular below is FFS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.2.33
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.2.33
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.2.26
	
	YES
	ignore

	SCG Change Indication
	O
	
	<reference>
	
	YES
	ignore

	PDU Sessions To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Sessions To Be Released Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>PDU session ID
	M
	
	9.2.2.35
	
	–
	–

	>>Cause
	M
	
	9.2.2.26
	
	–
	–

	PDU sessions To Be Modified List
	
	0..1
	
	
	YES
	ignore

	
>PDU sessions To Be Modified Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	

>>PDU session ID
	M
	
	9.2.2.35
	
	–
	–

	

>>Bearer Configurations To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	


>>>CHOICE Bearer Configuration
	M
	
	
	
	
	

	



>>>>SN terminated Bearer
	
	
	
	
	–
	

	




>>>>>PDU Session Modification Response Info – SN terminated
	M
	
	9.2.1.11
	
	–
	–

	



>>>>MN terminated Bearer
	
	
	
	
	–
	

	




>>>>>PDU Session Modification Response Info – MN terminated
	M
	
	9.2.1.13
	
	–
	–

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS yy.xxx [x]
Editor’s Note: to be checked with RAN2
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


	*** Next change, omitted text not changed ***


9.2.1.7
PDU Session Setup Response Info – SN terminated

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-U DL GTP Tunnel Endpoint at NG-RAN
	M
	
	GTP Tunnel Endpoint
<reference>
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	–
	

	>>SN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>UL configuration
	M
	
	9.2.2.A
	Information about UL usage in the M-NG-RAN-node.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	–
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	QoS Flows Not Admitted List
	O
	
	QoS Flow List

9.2.1.5
	
	–
	

	DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of DL PDUs

Editor’s Note: Placeholder only, FFS
	–
	

	UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of UL PDUs

Editor’s Note: Placeholder only, FFS
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is FFS


9.2.1.8
PDU Session Setup Info – MN terminated

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Bearer Type
	M
	
	<reference>
	Editor’s Note: IP, unstructured or Ethernet
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>MN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	
	–
	

	>>RLC Mode
	
	
	9.2.2.12
	
	–
	

	>>UL configuration
	M
	
	9.2.2.A
	Information about UL usage in the S-NG-RAN-node.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	–
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.2.1
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is FFS.


	*** Next change, ommited text not changed ***


9.2.1.11
PDU Session Modification Response Info – SN terminated

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU sessions Level QoS Parameters
	
	
	<reference>
	Includes QoS parameters to be modified
	-
	

	NG-U DL GTP Tunnel Endpoint at NG-RAN
	O
	
	GTP Tunnel Endpoint
<reference>
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	-
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	
	

	>>SN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	
	

	>>UL configuration
	M
	
	9.2.2.A
	Information about UL usage in the M-NG-RAN-node.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	-
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	
	

	DRBs To Be Modified List
	
	0..1
	
	
	-
	

	>DRBS to Be Modified Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	
	

	>>SN UL PDCP GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	
	

	>>UL configuration
	M
	
	9.2.2.A
	Information about UL usage in the M-NG-RAN-node.
	–
	

	>>QoS Flows List
	
	1
	
	Overwriting the existing QoS Flow List
	-
	

	>>>QoS Flows Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	
	

	DRBs To Be Released List
	
	0..1
	
	
	-
	

	>DRBS to Be Released Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	-
	

	>>Cause
	O
	
	<reference>
	
	-
	

	QoS Flows Not Admitted to be Added List
	O
	
	QoS Flow List

9.2.1.5
	
	-
	

	QoS Flows Admitted to be Modified List
	O
	
	QoS Flow List

9.2.1.5
	
	-
	

	QoS Flows Not Admitted to be Modified List
	O
	
	QoS Flow List

9.2.1.5
	
	-
	

	QoS Flows Admitted to be Released List
	O
	
	QoS Flow List

9.2.1.5
	
	-
	

	DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of DL PDUs

Editor’s Note: Placeholder only, FFS
	–
	

	UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of UL PDUs

Editor’s Note: Placeholder only, FFS
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is FFS


9.2.1.12
PDU Session Modification Info – MN terminated

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Bearer Type
	M
	
	<reference>
	Editor’s Note: IP, unstructured or Ethernet
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>MN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	
	–
	

	>>RLC Mode
	
	
	9.2.2.12
	
	–
	

	>>UL configuration
	M
	
	9.2.2.A
	Information about UL usage in the S-NG-RAN-node.
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	–
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.2.1
	
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	–
	

	>>SN UL PDCP GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>UL configuration
	O
	
	9.2.2.A
	Information about UL usage in the S-NG-RAN-node.
	–
	

	>>QoS Flows List
	
	1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Released List
	O
	
	DRB List

<reference>
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is FFS.


	*** Next change, ommited text not changed ***


9.2.2.A
UL Configuration

This IE indicates how the UL PDCP is configured for the assisting node. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL UE Configuration
	M
	
	ENUMERATED (no-data, shared, only, ...)
	Indicates how the UE uses the UL at the assisting node.

	PDCP Data Recovery
	O
	
	ENUMERATED (pdcp data recovery requested, ...)
	Indicates that the PDCP data recovery is being executed.


	*** Remaining text not changed ***
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