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1
Introduction

In MR-DC, in contrary to the LTE DC, the MeNB may not be able to inspect the SCG configuration that is to be provided to the UE. It may therefore happen that the MeNB passes the reconfiguration, but the UE rejects it. This was reflected in the tabular description of the message used in the procedure, but the textual part still says that the only option other than successful application is rejection by the MeNB.

The text indicating that the only other case to the success is rejection by the MeNB is replaced with more general wording.
2
TP for XnAP

It is proposed to include the below TP in the draft TS 38.423.

	*** First change, ommited text not changed ***


8.3.2.2
Successful Operation
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Figure 8.3.2.2-1: S-NG-RAN node Reconfiguration Complete procedure, successful operation.

The M-NG-RAN node initiates the procedure by sending the S-NODE RECONFIGURATION COMPLETE message to the S-NG-RAN node.

The S-NODE RECONFIGURATION COMPLETE message may contain information that

-
either the UE has successfully applied the configuration requested by the S-NG-RAN node. The M-NG-RAN node may also provide configuration information in the M-NG-RAN node to S-NG-RAN node Container IE.

-
or the configuration requested by the S-NG-RAN node has been rejected. The M-NG-RAN node shall provide information with sufficient precision in the included Cause IE to enable the S-NG-RAN node to know the reason for an unsuccessful reconfiguration. The M-NG-RAN node may also provide configuration information in the M-NG-RAN node to S-NG-RAN node Container IE.

Upon reception of the S-NODE RECONFIGURATION COMPLETE message the S-NG-RAN node shall stop the timer TDCoverall.

	*** Remaining text not changed ***
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