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1. Introduction
At RAN3#99, most support elements for multiple SCTP support in NG-c were agreed to be included in the baseline CR, including the possibility of maintaining the NG-c termination during Xn HO.
Although not explicitly stated in SA2 specifications, we believe that the same requirement should apply for RRC-INACTIVE context retrieval, i.e. the new anchor node should be made aware of the previous NG-c termination point at the 5G-CN. The TP below adds this change.
2. Text Proposal for TS 38.423
********* Start of Change **********
************ skip - this section for reference only  **************

9.1.1.9
RETRIEVE UE CONTEXT RESPONSE
This message is sent by the old NG-RAN to transfer the UE context to the new NG-RAN.

Direction: old NG-RAN ( new NG-RAN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.21
	
	YES
	ignore

	New NG-RAN node UE XnAP ID reference
	M
	
	<reference>
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	<reference>
	Allocated at the old NG-RAN node
	YES
	ignore

	AMF Identification
	M
	
	<reference>
	
	YES
	reject

	UE Context Information
	M (FFS)
	
	9.2.1.14
	
	YES
	reject

	Trace Activation
	O
	
	<reference>
	
	YES
	ignore

	Masked IMEISV
	O
	
	<reference>
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore


Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS. 

************ skip  **************

9.2.1.14
UE Context Information
This IE contains the UE context information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-C UE associated Signalling reference
	M
	
	<reference>
	Allocated at the AMF on the source NG-C connection
Editor’s Note: [This IE is FFS]
	–
	

	Signalling TNL association address at source NG-C side
	M
	
	<reference>
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
	–
	

	Security Information
	M
	
	<reference>
	[FFS Pending SA3]
	–
	

	UE Aggregate Maximum Bit Rate
	M
	
	<reference>
	[FFS]
	–
	

	PDU Session Resource To Be Setup List
	M
	
	9.2.1.1
	
	–
	

	RRC Context
	M
	
	OCTET STRING
	Includes reference to TS 38.331[10].
	–
	

	Handover Restriction List
	O
	
	<reference>
	
	–
	


********* End of Change **********
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