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1   Introduction

In this contribution, we further analyses the pMax transfer question and provide the corresponding Text Proposal.
2   Discussion
In Dual Connectivity, there are two independent schedulers which control uplink transmissions on the serving cells belonging to MCG and SCG separately. The two schedulers cannot coordinate with each other timely due to non-ideal backhaul, and the maximum UE transmit power will be exceeded more frequently. For EN-DC/NR-DC, MeNB/MgNB decides the power allocation and signals the maximum UE transmit power for SCG to SgNB contained in SCG-ConfigInfo during SgNB addition procedure. 

Observation 1
For dual connectivity, MeNB/MgNB decides the power allocation, gNB-DU is able to know the maximum UE transmit power for SCG upon receiving SCG-ConfigInfo forwarded by gNB-CU. 

Besides, when the requirements of maximum UE transmit power are modified for SCG, SgNB can trigger the power modification and signals the updated maximum UE transmit power for SCG to MeNB/MgNB during SgNB modification procedure. MeNB should be able to check whether the maximum UE transmit power for MCG is need to update or not according to the received maximum power for SCG. For CU-DU architecture of SgNB, it should be SgNB-DU who triggers the maximum power modification procedure.  
Proposal 1

It is proposed that gNB-DU is allowed to update the maximum UE transmit power for SCG in UE context modification required message over F1. 
Here the further question is, since we already agreed the rule that it should be MeNB or MgNB to decide the power allocation, what if MeNB/MgNB refused the request form gNB-DU, in 37.340, there is a clear description for this case that if MN decides to refuse the request from SN, MN could just initiate another modification procedure, see 37.340 Figure 10.3.1-2.For NR-DC with CU-DU architecture, i.e., one gNB-CU connects with two or more gNB-DUs, since the schedulers are located in gNB-DU, the gNB-DU of MCG needs also to obtain the maximum UE transmit power. It is reasonable to let gNB-CU to be responsible for power allocation in order to avoid complex signalling. That is, MgNB-CU should determine the maximum UE transmit power for MCG and SCG, then provide the maximum UE transmit power for MCG/SCG to MCG/SCG DU respectively.  

Proposal 2

It is proposed that maximum UE transmit power for MCG should be provided by gNB-CU in UE context setup/modification request message over F1. 
3   Conclusion

In this contribution, we further analysed the pMax transfer in the TR38.473, and get the following proposals:
Observation 1
For dual connectivity, MeNB/MgNB decides the power allocation, gNB-DU is able to know the maximum UE transmit power for SCG upon receiving SCG-ConfigInfo forwarded by gNB-CU.
Proposal 1

It is proposed that gNB-DU is allowed to update the maximum UE transmit power for SCG in UE context modification required message over F1.
Proposal 2

It is proposed that maximum UE transmit power for MCG should be provided by gNB-CU in UE context setup/modification request message over F1. 
It is also proposed to capture the text proposal in section 5 into TR38.473.
4   Reference

5   Annex – TP 38.473

Start of the first change
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	PSCell ID
	O
	
	NCGI

9.3.1.12
	PSCell Identifier in SgNB
	YES
	Ignore

	Cell Type [FFS]
	M
	
	FFS
	Includes the cell type (PSCell, PCell, normal Cell) [FFS]
	YES
	reject

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.1.X.1 of TS 36.423 [9].
	YES
	reject

	P-maxMCG
	O
	
	
	Indicates the maximum power for FR1 (see TS 38.104 [12]) the UE can use in NR MCG.
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	0 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NCGI

9.3.1.12
	SCell Identifier in SgNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>]
	
	
	
	

	>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DRB QoS profile (FFS)
	
	
	
	
	-
	

	>>Flow-level QoS profile (FFS)
	
	
	
	
	
	

	>>Flow-to-DRB mapping (FFS)
	
	
	
	
	
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


Start of the next change
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	PSCell ID
	O
	
	NCGI

9.3.1.12
	PSCell Identifier in SgNB
	YES
	Ignore

	Cell Type [FFS]
	M
	
	FFS
	Includes the cell type (PSCell, PCell, normal Cell) [FFS]
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information


	O


	
	9.3.1.25
	
	YES
	reject

	Transmission Stop Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	reject

	P-maxMCG
	O
	
	
	Indicates the maximum power for FR1 (see TS 38.104 [12]) the UE can use in NR MCG.
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	<0 .. maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NCGI

9.3.1.12
	SCell Identifier in SgNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	<1..maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List 
	
	1
	
	
	
	

	>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List 
	
	0..1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	SRB TO Be Released List
	
	0..1
	
	
	
	

	>SRB To Be Released Item IEs
	
	<1..maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


End of the next change
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