
3GPP TSG-RAN WG3 Meeting #99bis
R3-182158
Sanya, P.R. China, 16th – 20th April 2018
Agenda Item:
10.5.1
Source:
Ericsson, Nokia
Title:
Text Proposal for E1AP to introduce the term “PDU Session Resource”
Document for:
Discussions & Approval

1
Introduction

This text proposal introduces the term “PDU Session Resource” in E1AP by refering to TS 38.401.
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< Begin of Changes >>>>>>>>>>>>>>>>>>>>

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Elementary Procedure: E1AP consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between CU-CP and CU-UP. These Elementary Procedures are defined separately and are intended to be used to build up complete sequences in a flexible manner. If the independence between some EPs is restricted, it is described under the relevant EP description. Unless otherwise stated by the restrictions, the EPs may be invoked independently of each other as standalone procedures, which can be active in parallel. The usage of several E1AP EPs together is specified in stage 2 specifications (e.g., TS 38.460 [3]).

An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success and/or failure).

-
Class 2: Elementary Procedures without response.

For Class 1 EPs, the types of responses can be as follows:

Successful:

-
A signalling message explicitly indicates that the elementary procedure successfully completed with the receipt of the response.

Unsuccessful:

-
A signalling message explicitly indicates that the EP failed.

-
On time supervision expiry (i.e., absence of expected response).

Successful and Unsuccessful:

-
One signalling message reports both successful and unsuccessful outcome for the different included requests. The response message used is the one defined for successful outcome.

Class 2 EPs are considered always successful.

CU-CP: as defined in TS 38.401 [3].
CU-UP: as defined in TS 38.401 [3].
gNB: as defined in TS 38.300 [4].
gNB-CU: as defined in TS 38.401 [3].
gNB-DU: as defined in TS 38.401 [3].
PDU Session Resource: As defined in TS 38.401 [2].
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
