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///Next Change ///
9.1.2.2
S-NODE ADDITION REQUEST ACKNOWLEDGE

This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node about the S-NG-RAN node addition preparation.
Direction: S-NG-RAN node ( M-NG-RAN node.
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.21
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU sessions Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>PDU sessions Admitted To Be Added Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	<reference>
	
	–
	

	>>Bearer Configurations Admitted To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>> PDU Session Setup Response Info – SN terminated
	M
	
	9.2.1.7
	
	–
	

	>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Setup Response Info – MN terminated
	M
	
	9.2.1.9
	
	–
	

	PDU sessions Not Admitted List
	O
	
	
	
	YES
	ignore

	>PDU sessions not admitted List – SN terminated
	O
	
	PDU session List

<reference>
	A value for PDU session ID shall only be present once in PDU sessions Admitted List IE and in PDU sessions Not Admitted List IE.
	–
	

	>PDU sessions not admitted List – MN terminated
	O
	
	PDU session List

<reference>
	A value for PDU session ID shall only be present once in PDU sessions Admitted List IE and in PDU sessions Not Admitted List IE.
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS 36.331 [9].

Editor’s Note: To be checked with RAN2 if the same RRC message is applicable for SCG split bearer.
	YES
	reject

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	9.2.2.Y
	Indicating SIPTO L-GW Transport Layer Address.
	YES
	ignore

	Admitted MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is FFS.

Editor’s Note: So far, only MN- and SN-terminated bearer configurations are considered.


9.1.2.3
S-NODE ADDITION REQUEST REJECT

///Next Change ///
9.2.2.28
Transport Layer Information
This element is used to provide the GTP-U termination point associated with NG or Xn user plane transport. In this release it corresponds to an IP adress and a GTP Tunnel Endpoint Identifier.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Transport Layer Information
	M
	
	
	

	>GTP tunnel
	
	
	
	

	>>Transport Layer Address
	M
	
	9.2.2.Y
	

	>>GTP-TEID
	M
	
	9.2.2.X
	


9.2.2.X
GTP-TEID
This element the GTP Tunnel Endpoint Identifier to be used for the user plane transport.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GTP-TEID
	M
	
	OCTET STRING (SIZE(4))
	For details and range, see TS 29.281 [x1].


9.2.2.Y
Transport Layer Address
This element is an IP address.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Layer Address
	M
	
	BIT STRING (SIZE(1..160, …))
	The Radio Network Layer is not supposed to interpret the address information. It should pass it to the Transport Layer for interpretation.

For details, see TS 38.414 [X2].


///End Change ///
