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1
Introduction

This is a response paper to Nokia R3-181972 [3], in addition to the generic response paper to Nokia R3-181971 [1] in R3-182315 [2].
2
Discussion and Proposal
R3-181972 from Nokia propose to just remove the current FFS and keep the choice structure with different sizes for the TAC. 
As proposed in the general approach on TAC in R3-182315 [2], a cell which provides 5G services to UEs broadcasts a 3-octet TAC, a cell which provides 4G services to UEs broadcasts a 2-octet TAC.
Proposal 1 Agree on the Text Proposal below for 38.413.
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Text Proposal for TS 38.413
9.3.1.25
Target ID

This IE identifies the target for the handover.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Target ID
	M
	
	
	

	>NG-RAN
	
	
	
	

	>>Global RAN Node ID
	M
	
	9.3.1.5
	

	>>Selected TAI
	M
	
	9.3.3.11

TAI
	

	>E-UTRAN
	
	
	
	

	>>Global eNB ID
	M
	
	Global ng-eNB ID

9.3.1.8
	

	>>Selected EPS TAI
	M
	
	9.3.3.y2
EPS TAI
	


9.3.3.10
TAC

This IE is used to uniquely identify a Tracking Area Code.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	TAC
	M
	
	OCTET STRING (SIZE(3))
	


9.3.3y2
EPS TAI

This information element is used to uniquely identify a EPS Tracking Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	EPS TAI
	
	
	
	

	>PLMN Identity
	M
	
	9.2.3.8
	

	>EPS TAC
	M
	
	9.3.3.y3
	


9.3.3.y3
EPS TAC

This information element is used to uniquely identify a EPS Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	EPS TAC
	M
	
	OCTET STRING (SIZE (2))
	


End of Text Proposal for TS 38.413
PAGE  
1

