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Introduction
RAN4 have updated the max NR ARFCN value (TS 38.104 v15.1.0), the new value is also reflected in TS 38.331 v15.1.0:

ARFCN-ValueNR ::=



INTEGER (0..3279165)
The TP updates max NR ARFCN value in F1AP.

The correction is non-backwards compatible.
 The TP is based on TS 38.473 v15.1.0. Impacted clauses are: 9.3.1.17, 9.4.7
Annex
- TP for living CR to TS 38.473
<<< start of changes >>>
9.3.1.17
NR ARFCN

The NR Absolute Radio Frequency Channel Number defines the carrier frequency used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD or for an SUL carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)
	


	Range bound
	Explanation

	maxNRARFCN
	Maximum value of NR ARFCNs. Value is 3279165.


<<< next change >>>
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 64

maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULTunnels





INTEGER ::= 2

maxnoofDLTunnels





INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64

<<< end of changes >>>
