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1
Introduction

One additonal aspect on the graceful removal of an AMF from an AMF set was not finally discussed at last meeting. If the logical UE associated signalling connection is moved to another AMF instance, the new AMF instance may wish to allocate a new AMF UE NGAP ID. Different AMFs may have implemented different ways to utilise the AMF UE NGAP ID numbering space. We propose to support this possibility and introduce this possibility into the UE Context Modification procedure.

2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.3.4
UE Context Modification

8.3.4.1
General

The purpose of the UE Context Modification procedure is to partly modify the established UE Context, e.g. [FFS for the example]. The procedure uses UE-associated signalling.
Editor’s Note:
Further details are FFS.
8.3.4.2
Successful Operation
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Figure 8.3.3.2-1: UE context modification: successful operation
Upon receipt of the UE CONTEXT MODIFICATION REQUEST message the NG-RAN node shall
-
store the received Security Key IE, take it into use and associate it with the initial value of NCC as defined in TS xx.xxx [xx]. [FFS pending SA3]
-
store the UE Security Capabilities IE and take them into use together with the received keys according to TS xx.xxx [xx]. 

-
store the Subscriber Profile ID for RAT/Frequency Priority IE and use it as defined in TS yy.yyy [yy]. [FFS pending RAN2]
If the Priority Level IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
If the UE Aggregate Maximum Bit Rate IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall [FFS]
-
replace the previously provided UE Aggregate Maximum Bit Rate by the received UE Aggregate Maximum Bit Rate in the UE context;

-
use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE.

If the RRC Inactive Assistance Information IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context and use it for the RRC-INACTIVE state decision and configuration for the UE and RAN paging if any for a UE in RRC-INACTIVE state, as specified in TS 38.300 [8].
The NG-RAN node shall report, in the UE CONTEXT MODIFICATION RESPONSE message to the AMF, the successful update of the UE context.

If the Emergency Fallback Indicator IE is included in the UE CONTEXT MODIFICATION REQUEST message, it indicates that the concerned UE Context is subject to emergency service fallback as described in TS 23.501 [9] and the NG-RAN node may, if supported, take the appropriate mobility actions.
After sending the UE CONTEXT MODIFICATION RESPONSE message, the procedure is terminated in the NG-RAN node.

If the New AMF UE NGAP ID IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall use the received value for future signalling with the AMF.
Editor’s Note:
Further details are FFS.
8.3.4.3
Unsuccessful Operation
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Figure 8.3.3.2-1: UE context modification: unsuccessful operation
In case the UE context update cannot be performed successfully, the NG-RAN node shall respond with the UE CONTEXT MODIFICATION FAILURE message to the AMF with an appropriate cause value in the Cause IE. 
Editor’s Note:
Further details are FFS.
8.3.4.4
Abnormal Conditions
If the UE CONTEXT MODIFICATION REQUEST message including the New AMF UE NGAP ID IE is received after the NG-RAN node has initiated another class 1 NGAP EP, the NG-RAN node shall be prepared to receive the response message containing an AMF UE NGAP ID with the value received in the New AMF UE NGAP ID IE.
Editor’s Note:
Further details are FFS.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.2.7
UE CONTEXT MODIFICATION REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
This message is sent by the AMF to provide UE Context information changes to the NG-RAN node.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O 
	
	9.3.3.15
	
	YES
	reject

	Security Key
	O
	
	<ref>
	[FFS]
	YES
	reject

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	[FFS]
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	<ref>
	
	YES
	ignore

	UE Security Capabilities
	O
	
	<ref>
	
	YES
	reject

	RRC Inactive Assistance Information
	O
	
	9.3.1.15
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	New AMF UE NGAP ID
	O
	
	9.3.3.1
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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