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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.1.4
Messages for E-UTRAN-NR Dual Connectivity Procedures

9.1.4.1
SGNB ADDITION REQUEST

This message is sent by the MeNB to the en-gNB to request the preparation of resources for EN-DC operation for a specific UE
Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	NR UE Security Capabilities
	M
	
	9.2.107
	
	YES
	reject

	SgNB Security Key
	M
	
	9.2.101
	The S-KgNB which is provided by the MeNB, see TS 33.401 [18].
	YES
	reject

	SgNB UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate 

9.2.12
	The UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SgNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and en-gNB respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	E-RABs To Be Added List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes the E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>MeNB DL GTP TEID at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>MeNB UL GTP TEID at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	MeNB to SgNB Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.70
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	reject

	Requested MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for MCG Split SRB are requested.
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256.


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in  Full E-RAB Level QoS Parameters IE.


9.1.4.2
SGNB ADDITION REQUEST ACKNOWLEDGE

This message is sent by the en-gNB to confirm the MeNB about the SgNB addition preparation.
Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	E-RABs Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP TEID at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP TEID at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP TEID at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	–

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	M
	
	OCTET STRING
	Includes the CG-Config message as defined in TS 38.331[31].
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	Admitted MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.5
SGNB MODIFICATION REQUEST

This message is sent by the MeNB to the en-gNB to request the preparation to modify en-gNB resources for a specific UE, to query for the current SCG configuration, or to provide the S-RLF-related information to the en-gNB.

Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	SCG Configuration Query 
	O
	
	9.2.103
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>NR UE Security Capabilities
	O
	
	9.2.107
	
	–
	

	>SgNB Security Key
	O
	
	9.2.101
	
	–
	

	>SgNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.12
	
	–
	

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	–
	

	>>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>>MeNB DL GTP TEID at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes necessary E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP TEID at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Full E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters to be modified as received on S1-MME
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 

9.2.9
	Includes the E-RAB Level QoS parameters admittable by the MCG
	–
	

	>>>>MeNB GTP TEID at MCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP TEID at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	–

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in  Full E-RAB Level QoS Parameters IE.


9.1.4.6
SGNB MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the en-gNB to confirm the MeNB’s request to modify the en-gNB resources for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	E-RABs Admitted List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added List
	
	1
	
	
	–
	

	>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>S1 DL GTP TEID at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>>SgNB UL GTP TEID at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	–

	>E-RABs Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs Admitted To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>S1 DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP TEID at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters 
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	–

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>E-RABs Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs Admitted To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	Note: no further information contained in the IE container
	
	

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR CG-Config message as defined in TS 38.331 [31].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	ignore

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.8
SGNB MODIFICATION REQUIRED

This message is sent by the en-gNB to the MeNB to request the modification of en-gNB resources for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.109
	
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>Cause
	M
	
	9.2.6
	
	–
	

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR CG-Config message as defined in TS 38.331 [31].
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	E-RABs To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	–

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between the en-gNB and the MeNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.11
SGNB RELEASE REQUEST
This message is sent by the MeNB to the en-gNB to request the release of resources.

Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	YES
	ignore

	> E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of DL PDUs
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	UE Context Kept Indicator
	O
	
	9.2.85
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.17
SGNB CHANGE REQUIRED

This message is sent by the en-gNB to the MeNB to request the change of en-gNB for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Target SgNB ID Information
	M
	
	9.2.102
	
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in TS 38.331[31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	reject


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
