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1   Introduction
This paper is the revision of R3-182031 which contains the Text Proposal for the location report procedure as described in R3-182029.
2   Text Proposals for TS 38.423
<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.2
Basic mobility procedures

8.2.1
Handover Preparation

8.2.1.1
General

This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover.

The procedure uses UE-associated signalling.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TRELOCprep.  
<Skip unchanged part>
If the Location Reporting Information IE is included in the HANDOVER REQUEST message then the target NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
Editor’s Note:
Further details are FFS
<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
9.1.1.1
HANDOVER REQUEST
This message is sent by the source NG-RAN node to the target NG-RAN node to request the preparation of resources for a handover.

Direction: source NG-RAN node ( target NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.21
	
	YES
	reject

	Old NG-RAN node UE XnAP ID reference
	M
	
	<reference>
	Allocated at the source NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.2.26
	
	YES
	reject

	Target Cell ID
	M
	
	<reference>
	Includes either a E-UTRA or NR Cell ID
	YES
	reject

	AMF Identification
	M
	
	<reference>
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>NG-C UE associated Signalling reference
	M
	
	<reference>
	Allocated at the AMF on the source NG-C connection

Editor’s Note: This IE is FFS.
	–
	

	>Signalling TNL association address at source NG-C side
	M
	
	<reference>
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
	–
	

	>Security Related Information
	M
	
	<reference>
	Pending SA3
	–
	

	>UE Aggregate Maximum Bit Rate
	M
	
	FFS 
	
	–
	

	>PDU Session Resources To Be Setup List
	
	1
	9.2.1.1
	Similar to NG-C signalling, containing UL tunnel information per PDU Session Resource;

and in addition the source side QoS flow ( DRB mapping
	–
	

	>RRC Context
	M
	
	OCTET STRING
	Includes reference to either TS 36.331 [14] or TS 38.331 [10], depending on the kind of intra-system HO.
	–
	

	>Location Reporting Information
	O
	
	9.3.1.x
	Includes the necessary parameters for location reporting
	–
	–

	>Handover Restriction List
	O
	
	<reference>
	
	–
	

	Trace Activation
	O
	
	<ref>
	[FFS pending SA5]
	YES
	ignore

	Management Based MDT Allowed
	O
	
	<ref>
	[FFS pending SA5]
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	<ref>
	[FFS pending SA5]
	YES
	ignore

	Masked IMEISV
	O
	
	<ref>
	
	YES
	ignore


Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.  

<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
9.3.1.x

Location Reporting Information

This information element indicates how the location information should be reported.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Event Type
	M
	
	ENUMERATED (Direct, Change of service cell, UE presence in the area of interest, Stop change of service cell, Stop UE presence in the area of interest…)
	Detailed definition is FFS.
	–
	–

	Report Area
	M
	
	ENUMERATED (Cell, …)
	
	–
	–

	Area Of Interest 
	O
	
	9.3.1.y
	FFS
	
	


9.3.1.y
Area of Interest
This IE indicates the area of interest.
Editor note: the need of this IE and the definition is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	List of Area Of Interest
	
	1..

< maxnoofReqAOIs>
	
	

	>Reference ID
	M
	INTEGER

(1..64, …) (FFS)
	
	

	>List of TAI
	
	1..< maxnoofTAIsinAOI >
	
	

	 >>PLMN
	M
	
	9.2.2.25
	

	>>TAC
	M
	
	9.2.2.17
	


	Range bound
	Explanation

	maxnoofReqAOIs
	Maximum no. of request areas of interest. Value is FFS.

	maxnoofTAIsinAOI
	Maximum no. of tracking areas in an area of interest. Value is FFS.


<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
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