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1 Text Proposal for TS 38.413
9.3.1.23
QoS Flow Level QoS Parameters 
Editor’s Note:
Further details FFS.

This IE defines the QoS to be applied to a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	O
	
	INTEGER (0..255)
	5G QoS Indicator defined in TS 23.501 [9].

Logical range and coding specified in TS 23.501 [9].

eNote: Coding is FFS. 
	-
	

	Allocation and Retention Priority
	M
	
	9.3.1.30
	
	-
	

	Non-standardised QoS Flow descriptor
	O
	
	9.3.1.29
	eNote: Presence needs to be checked with latest stage 2 status.
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.10
	This IE applies to GBR bearers only and shall be ignored otherwise.
	-
	

	Notification Control
	O
	
	ENUMERATED (notification requested, ...)
	eNote: Details to be checked with SA2 progress.
	-
	

	RQA
	O
	
	ENUMERATED(subject to, …)
	Reflective QoS Attribute: indicates that certain traffic on this QoS flow may be subject to NAS reflective QoS. This IE applies to non-GBR bearers only and shall be ignored otherwise.
	-
	

	Most probable QoS profile
	O
	
	ENUMERATED (most probable, ...)
	Indicates the QoS flow for which the traffic is the most probable for this PDU session. 
	-
	


2 Conclusion and proposal
Proposal: agree the above Text Proposal for TS 38.413 to signal which QoS profile can be used by gNB as the “most probable” for the PDU session.  
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