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	Clarification to avoid misunderstanding.

	
	

	Summary of change:
	-Clarify that each bit indicates two PRBs in a subframe.

-Clarify that the bitstring firstly goes to frequency domain and apply only corresponding  DL/UL subframes.

-Clarify that all PRBs in all DL subframes are intended to be used for transmission if  DL Coordination Information is not included.
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-----------------------------Unchanged sections are omitted-----------------------------
9.2.116
MeNB Resource Coordination Information

The MeNB Resource Configuration Information IE is used at the en-gNB to coordinate resource utilisation between the MeNB and the en-gNB. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	EUTRA Cell ID
	M
	
	ECGI

9.2.14
	

	UL Coordination Information
	M
	
	BIT STRING (6..4400, …)


	Each position in the bitmap represents two PRBs in a subframe; value “0” indicates "resource not intended to be used for transmission", value “1” indicates "resource intended to be used for transmission ". Each position is applicable only in positions corresponding to UL subframes. The bitmap indicates the resource grid where each position firstly corresponds to the PRB position of frequency domain in a subframe and it
 may secondly span across multiple consecutive  ULsubframes (maximum 40).

The first position of the UL Coordination Information corresponds to subframe 0 in a radio frame where SFN = 0.
The length of the bit string is an integer multiple of 
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 is defined in TS 36.211 [10].

The UL Coordination Information is continuously repeated.



	DL Coordination Information
	O
	
	BIT STRING (6..4400, …)


	Each position in the bitmap represents two PRBs in a subframe; value “0” indicates "resource not intended to be used for transmission", value “1” indicates "resource intended to be used for transmission ". Each position is applicable only in positions corresponding to DL subframes. The bitmap indicates the resource grid where each position firstly corresponds to the PRB position of frequency domain in a subframe and it 
 may secondly span across multiple consecutive DL subframes (maximum 40). The first position of the DL Coordination Information corresponds to the receiving node’s subframe 0 in a receiving node’s radio frame where SFN = 0.
The length of the bit string is an integer multiple of [image: image3.png]
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 is defined in TS 36.211 [10].

The DL Coordination Information is continuously repeated.

If this IE is not included, indicates that the all PRBs in all DL subframes are intended to be used for transmission.


9.2.117
SgNB Resource Coordination Information

The SgNB Resource Configuration Information IE is used at the MeNB to coordinate resource utilisation between the en-gNB and the MeNB. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR CGI
	M
	
	9.2.111
	

	UL Coordination Information
	M
	
	BIT STRING (6..4400, …)


	Each position in the bitmap represents two PRBs in a subframe; value “0” indicates "resource not intended to be used for transmission", value “1” indicates "resource intended to be used for transmission ". Each position is applicable only in positions corresponding to UL subframes. The bitmap indicates the resource grid where each position firstly corresponds to the PRB position of frequency domain in a subframe and it
 may secondly span across multiple consecutive UL subframes (maximum 40). The first position of the UL Coordination Information corresponds to the receiving node’s subframe 0 in a receiving node’s radio frame where SFN = 0.
The length of the bit string is an integer multiple of 
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is defined in TS 36.211 [10].

The UL Coordination Information is continuously repeated.



	DL Coordination Information
	O
	
	BIT STRING (6..4400, …)


	Each position in the bitmap represents two PRBs in a subframe; value “0” indicates "resource not intended to be used for transmission", value “1” indicates "resource intended to be used for transmission ". Each position is applicable only in positions corresponding to DL subframes. The bitmap indicates the resource grid where each position firstly corresponds to the PRB position of frequency domain in a subframe and it
 may secondly span across multiple consecutive  DLsubframes (maximum 40). The first position of the DL Coordination Information corresponds to the receiving node’s subframe 0 in a receiving node’s radio frame where SFN = 0.
The length of the bit string is an integer multiple of [image: image7.png]
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 is defined in TS 36.211 [10].

The DL Coordination Information is continuously repeated.

If this IE is not included, indicates that the all PRBs in all DL subframes are intended to be used for transmission.
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