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9.2.2.10
UE CONTEXT MODIFICATION REQUIRED

This message is sent by the gNB-DU to request the modification of a UE context.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.1.X.2 of TS 36.423 [9].
	YES
	reject

	DU To CU RRC Information


	O
	
	9.3.1.26
	
	YES
	reject

	DRB Required to Be Modified List
	
	0..1
	
	
	EACH
	reject

	>DRB Required to Be Modified Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Tunnels to be setup List 
	
	0..1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofDLTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	-

	SRB Required to be Released List
	
	0..1
	
	
	EACH
	reject

	>SRB Required to be Released List Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	DRB Required to be Released List
	
	0..1
	
	
	EACH
	reject

	>DRB Required to be Released List Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


( unchanged text omitted (

9.4.4
PDU Definitions
-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

( unchanged text omitted (
-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUIRED
--

-- **************************************************************

UEContextModificationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequiredIEs} },


...

}

UEContextModificationRequiredIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID






CRITICALITY reject
TYPE GNB-CU-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID






CRITICALITY reject
TYPE GNB-DU-F1AP-ID








PRESENCE mandatory
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY reject
TYPE ResourceCoordinationTransferContainer

PRESENCE optional
}|


{ ID id-DUtoCURRCInformation





CRITICALITY reject
TYPE DUtoCURRCInformation





PRESENCE optional}|


{ ID id-DRBs-Required-ToBeModified-List


CRITICALITY reject
TYPE DRBs-Required-ToBeModified-List


PRESENCE optional}|


{ ID id-SRBs-Required-ToBeReleased-List


CRITICALITY reject
TYPE SRBs-Required-ToBeReleased-List


PRESENCE optional}|


{ ID id-DRBs-Required-ToBeReleased-List


CRITICALITY reject
TYPE DRBs-Required-ToBeReleased-List


PRESENCE optional}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause











PRESENCE mandatory
},


...

} 

DRBs-Required-ToBeModified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeModified-ItemIEs } }
DRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeReleased-ItemIEs } }
SRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Required-ToBeReleased-ItemIEs } }

DRBs-Required-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBID






CRITICALITY reject
TYPE DRBID





PRESENCE mandatory}|


{ ID id-DLTunnels-ToBeSetup-list

CRITICALITY reject
TYPE DLTunnels-ToBeSetup-list
PRESENCE mandatory},


...

}

DRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBID





CRITICALITY reject
TYPE DRBID





PRESENCE mandatory}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

}

SRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBID





CRITICALITY reject
TYPE SRBID





PRESENCE mandatory}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

}

