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1 Introduction
At SA2 #123&#124 meeting, some agreements on QoS parameters were made. In this contribution, we intend to give QoS parameters update on Xn according to the SA2 agreements base on the modification on NG interface.
2 Discussion
According discussion in R3-17xxxx, the corresponding parameters in Xn need to be modified. The TP for 38.423 is provided
3 References
[1] TS23.501-150, “System Architecture for the 5G System”.
[2] R3-17xxx TP for 38.413 on QoS parameter update CATT
4 TP for stage3 TS 38.413
/////////////////////////////////////////////////////// Start of change /////////////////////////////////////////////////////////////////////////////
9.2.1
QoS Flow Level QoS Parameters
This IE defines the QoS to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	O
	
	INTEGER (0..255)
	5G QoS Indicator defined in TS 23.501 [7].

Logical range and coding specified in TS 23.501 [7].

	–
	

	Priority Level
	O
	
	<ref>
	For details refer to TS 23.501 [7].
	
	

	Averaging Window
	O
	
	<ref>
	For details refer to TS 23.501 [7].
	
	

	Maximum Data Burst Volume
	O
	
	<ref>
	For details refer to TS 23.501 [7].
	
	

	Allocation and Retention Priority
	M 
	
	9.2.6
	Note: presence needs to be checked with latest SA2 status.
	–
	

	Non-standardised QoS Flow descriptor
	O
	
	9.2.7
	
	-
	

	GBR QoS Flow Information
	O
	
	9.2.2
	This IE applies to GBR bearers only and shall be ignored otherwise.
	–
	

	Notification Control
	O
	
	ENUMERATED {notification requested, ...}
	Editor’s Note: Details to be checked with SA2 progress.
	-
	

	RQA
	O
	
	ENUMERATED (subject to, ...)
	Reflective QoS Attribute: indicates that certain traffic on this QoS flow may be subject to NAS reflective QoS. This IE applies to non-GBR bearers only and shall be ignored otherwise.
	-
	


9.2.7
Non-standardised QoS Flow descriptor

This IE defines the non-standardised 5G QoS characteristics for a QoS flow for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Non-standardised QoS Flow descriptor
	
	
	
	

	> Resource Type
	M
	
	ENUMERATED (GBR, Non-GBR)
	

	> Priority level
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	> Packet Delay Budget
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	> Packet Error Rate
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	>Maximum Data Burst Volume
	O
	
	<ref>
	For details refer to TS 23.501 [7].

	> Averaging window
	M
	
	<reference>
	For details refer to TS 23.501 [7].


/////////////////////////////////////////////////////// End of change /////////////////////////////////////////////////////////////////////////////
















