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---------------------------- Start of 1st TP ---------------------------
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

CN
Core Network
GTP
GPRS Tunnelling Protocol

IE
Information Element

RRC
Radio Resource Control

SCTP
Stream Control Transmission Protocol
SUL                     Supplementary Uplink
TEID
Tunnel Endpoint Identifier

UE
User Equipment

UL
Uplink
---------------------------- End of 1st TP ---------------------------
---------------------------- Start of 2nd TP ---------------------------
9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NCGI
	M
	
	9.3.1.12
	
	-
	-

	PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>SUL ARFCN
	C-ifSUL
	
	NR ARFCN

9.3.1.17
	
	-
	-

	>>>DL ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>SUL Transmission Bandwidth
	C-ifSUL
	
	NR Transmission Bandwidth

9.3.1.15
	
	-
	-

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>>ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>SUL ARFCN
	C-ifSUL
	
	NR ARFCN

9.3.1.17
	
	-
	-

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>SUL Transmission Bandwidth
	C-ifSUL
	
	NR Transmission Bandwidth

9.3.1.15
	
	-
	-


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


	Condition
	Explanation

	ifSUL
	This IE shall be present if SUL is supported.


---------------------------- End of 2nd TP ---------------------------
---------------------------- Start of 3rd TP ---------------------------
9.3.1.15
Transmission Bandwidth
The Transmission Bandwidth IE is used to indicate the UL or SUL or DL transmission bandwidth. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Transmission Bandwidth
	M
	
	INTEGER (0..65535)
	This IE may be refined


---------------------------- End of 3rd TP ---------------------------
