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	Tdoc
	Title
	Comments

	1. Opening of the meeting (Monday 9:00)

	2. Reminder 

	2.1. IPR declaration

	I draw your attention to your obligations under the 3GPP Partner Organizations’ IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of which it is a member any IPR owned by the Individual Member or any other organization which is or is likely to become essential to the work of 3GPP.

Delegates are asked to take note that they are thereby invited: 

· to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP.

· to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms (http://www.3gpp.org/Call-for-IPR-Meetings).

Reference: http://www.3gpp.org/3gpp-calendar/89-call-for-ipr-meetings

	2.2. Statement of antitrust compliance

	I also draw your attention to the fact that 3GPP activities are subject to all applicable antitrust and competition laws and that compliance with said laws is therefore required of any participant of this TSG/WG meeting including the Chairman and Vice Chairman. In case of question I recommend that you contact your legal counsel.

The leadership shall conduct the present meeting with impartiality and in the interests of 3GPP.

Furthermore, I would like to remind you that timely submission of work items in advance of TSG/WG meetings is important to allow for full and fair consideration of such matters.

Reference: http://www.3gpp.org/about-3gpp/legal-matters/21-3gpp-calendar/1616-statement-of-antitrust-compliance

	2.3. Responsible IT behavior

	We must all share meeting IT resources with one another. Using bandwidth-hogging applications for personal use during the meeting is essentially an abuse of the system.
Delegates should restrict their IT usage to things which are essential for the meeting.
Delegates must respect the law of the hosting country, and should not visit prohibited Internet sites.
In case of persistent abuse of the internet bandwidth, MCC may restrict an individual’s use of the service.

The PCG has laid down the following network usage conditions:

1. Users shall not use the network to engage in illegal activities. This includes activities such as copyright violation, hacking, espionage or any other activity that may be prohibited by local laws.

2. Users shall not engage in non-work related activities that consume excessive bandwidth or cause significant network performance degradation.

Network is a shared resource: users should exercise some basic etiquette when using the 3GPP network at a meeting. It is understood that high bandwidth applications such as downloading large files or video streaming might be required for business purposes. Delegates are strongly discouraged from engaging in these activities for personal use, since this essentially wastes bandwidth needed by everyone for an effective meeting. E-mail and attachments already take up significant bandwidth (certain e-mail programs are not very bandwidth-efficient).
1. DON’T place your WiFi device in ad-hoc mode;
2. DON’T set up a personal hotspot in the meeting room;
3. DO try 802.11a if your device supports it;
4. DON’T manually allocate an IP address;
5. DON’T be a bandwidth hog by streaming video, playing online games, or downloading huge files;
6. DON’T use packet probing software (e.g., packet sniffers or port scanners) which clogs the local network.
Reference:  http://www.3gpp.org/Delegates-Corner#outil_sommaire_14

	2.4. Additional reminders

	1. All agreed CRs must be provided during the meeting week, that is, BEFORE the end of the meeting. In order to continue with the principle of “agreed unseen” CRs, please ensure that all CRs are uploaded in time.
2. Prefer face-to-face offline discussion to e-mail discussion.
3. Come-Backs (CB), server, reflector and e-mail discussions: 

When a CB is set up, e.g.:  

CB # 1_Name

-  topics of the offline discussion

(Company Owner)

Rev in R3-xxxxxx
a. Create a folder in “Inbox/Drafts/1_Name” with the assigned CB number (1) and name;
b. Upload all drafts, corrections, revisions, etc. in the same folder “Inbox/Drafts/1_Name”;
c. Avoid sending drafts via e-mail or on the reflector!
d. When sending e-mails, do not attach any document, and please minimize e-mail discussion (e.g. it is enough to announce start of discussion, availability of drafts on server, support for a document, discussion conclusion).
4. To discourage the submission of discussion papers together with pCRs, if there are discussion papers and pCRs from the same company on the same topic, only the pCRs will be treated.
5. AIs 10.11, 10.12, and 23.5 are only for Rapporteurs to provide baselines and fixes. Only contributions from the appropriate Rapporteurs will be treated.
6. Papers submitted to the wrong AI will not be treated.
7. When subsections are available, please do not submit papers to the “top level” AI. If you think none of the available subsections fits your contribution, then it should go to the “Others” subsection. Any papers submitted to the “top level” AIs will not be treated.
Some suggestions for better RAN3 meetings can also be found here.

	3. Approval of the Agenda

	4. Approval of the minutes from previous meetings

	5. Documents for immediate consideration

	6. Organizational topics

	7. General, protocol principles and issues
Reminder: Work Plan and Working Procedures - RAN WG3 TR 30.531

	8. Incoming LSs


	8.1. New Incoming LSs

	8.2. LSin received during the meeting

	8.3. Left over LSs / pending actions
Postponed LS from RAN2 on Secondary RAT Data Volume Counting for EN-DC (R3-182555)
Potential reply (if needed) to SA5 LS on L2 measurement specification for NR (R3-183311)?

	9. Corrections to Rel-15 or earlier releases

	9.1. 3G

	9.2. LTE

	10. NR Radio Access Technology (RAN1-led) WI 

WID [NR_newRAT-Core]: RP-180536 (target: RAN #80) [TU: x (x)]

	If a topic has a dedicated Agenda Item (AI), provide Stage 2 and Stage 3 in that AI!

	10.1. Void

	10.2. Void

	10.3. Void

	10.4. Void

	10.5. Radio Access Network connected to 5G-CN 

NR connected to 5G-CN (Option 2)
Functionalities for a Radio Access Network connected to 5G-CN, supporting NR access and E-UTRA (Option 2 and Option 5)

	10.5.1. Void

	10.5.2. Void

	10.5.3. Void

	10.5.4. Void

	10.5.5. Void

	10.5.6. Data Forwarding (both intra- and inter-system)

We can consider 2 types of forwarding data for DL:
WA (for Xn HO):
A) PDCP PDUs (with SN assigned but not acked by UE)
→ per-DRB-level tunneling
B) “fresh data” from NG-U
→ per-PDU-session forwarding
C) PDCP SDUs without SN
→ FFS

Inter-System Mobility:

The source NG-RAN node proposes data forwarding; the target node confirms
Tunnel granularity between gNB and UPF is per-PDU-session-tunnel
Inter-system data forwarding is unlikely to be lossless

Adopt per E-RAB granularity of data forwarding for inter system handover from 5GS to EPS
5GS->EPS:

For inter-system HO 5GS->EPS, the list of QoS flows subject to data forwarding may be needed in HO COMMAND message; to be continued…
EPS->5GS:

Solution 2: Source eNB sends a list of E-RABs proposed to be forwarded in source eNB to target eNB container or source NG-RAN to target NG-RAN container. Target gNB knows the mapping between E-RABs and QoS flows via Handover Request message.

Solution 3: Source eNB is made aware of the E-RAB to QoS flows mapping. Based on that knowledge, the source eNB sends a list of QoS flows proposed to be forwarded in source NG-RAN to target NG-RAN container. 
Direct data forwarding principles: align NG and Xn HO

Indirect data forwarding for NG HO: additional case (exception)?
Continue the comparison between solution 2 and solution 3 – For further discussion and down-selection of a single solution:

I) Both per-DRB proposal and per-QoS-flow proposal (per-DRB for DRB tunnels and per-QoS flow for PDU session tunnel)

Ibis) Both per-DRB proposal and per-PDU-session proposal (per-DRB for DRB tunnels and per-PDU-session for PDU session tunnel)

II) Only indicate per-QoS-flow proposal (for DRB tunnels and for PDU session tunnel) – seems to require signaling of DRB IDs

III) If per-DRB is proposed by source, source expects lossless forwarding to happen; if per-QoS is indicated, then this refers to forwarding of fresh data; if no per-QoS is indicated, doesn’t make sense
To be continued…
For DRB tunnel forwarding, only PDCP SDUs are sent, no QFI in GTP-U extention header

I) Data forwarding tunnels:

For Case 1, i.e. intra-system handove:r

No questions to address (views are aligned)

For Case 2, i.e. inter-system handover (5G => 4G):
Should tunnel from Src-RAN to UPF be per PDU session (i.e. keep status quo) or per E-RAB (i.e. allows E2E E-RAB forwarding tunnel)?

For Case 3, i.e. inter-system handover (4G => 5G):
Should tunnel from UPF to Tgt-RAN be per PDU session (i.e. keep status quo) or per E-RAB (i.e. allows E2E E-RAB forwarding tunnel)?

NOTE: For both solutions, UPF needs to add NG-U header

II) End marker handling (for data forwarding tunnels)

For data forwarding over PDU session tunnels, should end marker packets be sent per tunnel or per QoS flow?

To be continued…

	10.5.6.1. Common Aspects

Data forwarding, End markers: to be continued…

	10.5.6.2. NG-Based Handover Aspects

Both intra- and inter-system

4G->5G: Basis for further discussion:

The inter-System data forwarding from EPS to 5GS follows the following key principles:

- Only indirect data forwarding is supported.

- The target NG-RAN node receives in the Handover Request message the mapping of the QoS flow and E-RAB ID for those PDU sessions and QoS flows to be established.

- The target NG-RAN node assign forwarding TEID/TNL address(es) for the PDU session(s) for which it accepts data forwarding.

- The source eNB receives in the Handover Command message the TEID/TNL address(es) for the E-RAB(s) which the target NG-RAN node has accepted the data forwarding.

- For each E-RAB accepted for data forwarding, the source eNB forwards data to the SGW in the corresponding per E-RAB tunnel and the SGW forwards the received data to the UPF in the per E-RAB tunnel. Then UPF compose the data packet in 5GS system and maps the data received from per E-RAB tunnel to the tunnel corresponding to the mapped PDU session tunnel(s).
Sol2 is selected
i.e. In this case we abandon “source adapts to target” principle in order to have the same solution for 5G->4G as for 4G->5G

	10.5.6.3. Xn-Based Handover Aspects

	10.5.6.4. Dual Connectivity Related Aspects

Options 7/4 are part of “late NR drop” according to RAN #79 decision; however, data forwarding aspects related to DC were mentioned at RAN3 #99bis – further discussion is not precluded

	10.5.6.5. Others

	10.5.7. Void

	10.5.8. Void

	10.5.9. Void

	10.6. Void

	10.7. Void

	10.8. Dual Connectivity Options

	10.8.1. NR-NR Dual Connectivity Issues

Part of “late NR drop” according to RAN #79 decision – No discussion before RAN #80

Any specific issues not covered by Opts. 7 and/or 4?

	10.8.2. E-UTRA-NR DC via 5G-CN where the E-UTRA is the master 

Option 7/7a/7x – part of “late NR drop” according to RAN #79 decision

Harmonize with Option 3/3a/3x…

	10.8.2.1. General

Including harmonization aspects between EN-DC and NGEN-DC

Maintain the use of the DC timers (e.g. TDCprep, TDCoverall) in NR
“BBF optimization” is not supported in NR
We go for “bearer harmonization” in XnAP similarly to what we did for X2AP

	10.8.2.2. Stage 2

	10.8.2.3. Control of Various NGEN-DC DRB Options
Protocol should support both DRB level and Flow level offloading for MR-DC

How to support QoS and slices?
XnAP Rapporteur to continue restructuring text as discussed in NR AH 1801 – to be continued…

	10.8.2.4. Control of NGEN-DC SRB Options

	10.8.2.5. Change between NGEN-DC DRB Options (Bearer Type Change)

	10.8.2.6. Void

	10.8.2.7. UE AMBR
Including session AMBR issues (if any)…

Keep track of the corresponding issues in EN-DC (e.g. UL AMBR) – to be continued…

	10.8.3. Void

	10.8.4. NR-E-UTRA DC via 5G-CN where the NR is the master

Option 4/4A in TR 38.801 section 10.1.3 – part of “late NR drop” according to RAN #79 decision

	10.8.4.1. General

	10.8.4.2. Stage 2

	10.8.4.3. Control of Various DRB Options
Protocol should support both DRB level and Flow level offloading for MR-DC

	10.8.4.4. Control of SRB Options

	10.8.4.5. Change between DRB Options (Bearer Type Change)

	10.8.4.6. Void

	10.8.4.7. UE AMBR
Including session AMBR issues (if any)…

	10.8.5. NR-LTE Resource Coordination Aspects

Outstanding issues on NR coordination allocation over Xn…

Updates to XnAP list of functions…
Corrections to resource coordination…

	10.8.6. Others

	10.9. Void

	10.10. Void

	10.11. Void

	10.12. Void

	10.13. Void

	10.14. Void

	10.15. Void

	12. eNB(s) Architecture Evolution for E-UTRAN and NG-RAN WI
 WID [LTE_NR_arch_evo-Core]: RP-180531 (target: RAN #80) [TU: x (x)]

	12.1. General Principles, Functions, and Procedures for CU-DU Interface
Including Stage 2 issues
Phase 1 – LTE features; Phase 2 – look at NR

No change to E-UTRAN or NG-RAN UP is foreseen

	12.2. Signaling Transport for CU-DU Interface

Defs of CU and DU?
It should be clarified to which logical nodes this interface connects
One or multiple interfaces?
Given the above, all signaling aspects are FFS

	12.3. Application Protocol for CU-DU Interface

Are CU UE AP IDs needed?

	18. Other WI/SIs with impact on RAN3

	18.1. Rapporteur SID summaries

	18.2. Band completion

	18.3. Others

	19. Void

	20. Void

	24. Study on Integrated Access and Backhaul for NR
SID [FS_NR_IAB]: RP-172290 (target: RAN #82) [TU: x (x)]

	24.1. Network Architecture and Scenarios
Including L2/L3 alternatives, protocol stack, support for multi-hop, inter-node interfaces (if any)

CU-DU split impacts (if any)

QoS handling

Traffic forwarding across backhaul links

	24.1.1. General, Scenarios, Architecture Options

	24.1.1.1. Scenarios

	24.1.1.2. Architecture Options

	24.1.1.3. IAB and NSA Operation

	24.1.2. Protocol Stack, Functions, Procedures

	24.1.2.1. Protocol Stack

	24.1.2.1. Setup, Connection Establishment

	24.1.2.2. QoS, Bearer Management

	24.1.3. Network Synchronization

	24.1.4. Others

	24.2. Backhaul Link Discovery and Route Selection
RAN-based mechanisms, potentially without CN involvement

Resource allocation / route coordination across multiple nodes

	31. Essential Corrections to Rel-15 and TEI15

	31.1. 3G

	31.2. LTE

	31.3. NR

	31.3.1. Essential Corrections
Including outstanding issues from Rel-15, marked as “to be continued…” in previous notes

	31.3.1.1. UE History Information

CHOICE tag issue to be further discussed (previous contributions in R3-183499, revised in R3-183542 withdrawn)…

	31.3.1.2. RANAC and E-UTRAN Cell List

Whether to add RANAC to E-UTRAN cell list…

	31.3.1.3. Assistance Information for RAN Paging and RRC_INACTIVE Handling

Inactive -> Idle state transition (previous in R3-183447, noted); early SA3 involvement needed?

Further check corresponding procedure text in NGAP…

	31.3.1.3. RLC Reset Indication at the UE
EN-DC correction; Previous in R3-183547, noted

	31.3.1.4. Secondary RAT Data Volume Counting

	31.3.1.5. AMBR

Proposed WF in R3-183522, noted

To be continued…

	31.3.1.6. Band Information in X2AP

	31.3.1.7. Issues Related to Option 5
Any outstanding issues specifically related to Option 5 not treated in other AIs

	31.3.1.8. F1 Issues
Issues which only impact F1
Handling of gNB-DU UE F1AP ID during RRC connection re-establishment: to be continued…

Load management: to be continued…

Including any leftovers on multiple SCTP associations (if any?)…

	31.3.1.9. X2 Issues
Issues which only impact X2

	31.3.1.10. User Plane Issues
Issues which only impact UP
Some companies acknowledge the usefulness of a signaling mechanism to enable adoption of the same UP protocol version for NG-RAN nodes (OAM is not precluded). To be continued…
“Data Existence” indication for split bearers: seems beneficial for EN-DC; to be continued…

	31.3.1.11. E1 Issues

Issues which only impact E1

	31.3.1.12. NG Issues

Issues which only impact NG

	31.3.1.13. Xn Issues

Issues which only impact Xn

	31.3.2. QCI for EPC-Based ULLC

	31.3.3. TNL Address Discovery for Option 3

	31.3.4. Other Essential Corrections

Any other essential correction (if any) not covered in the other AIs, e.g. QoS, slicing, SON/ANR, PWS, Opt. 2, RRC_INACTIVE issues, positioning, …

	31.3.5. Baseline CRs for NR Corrections
BL CRs for NR Corrections, to be discussed and agreed at the beginning of the meeting. CRs which are not from the relevant Rapporteur will not be treated.

	32. Any other business

	33. Closing of the meeting (Friday 17:00)


Meeting Schedule (tentative)

blue – SI; partially treated; offline discussions led by Vice-Chairs
strikeout red – not treated
purple – chaired by Vice-Chairs

Meeting start 
We resume at
9:00
AI 1
Tdoc count (before reordering and additions – not accurate)
Future meeting dates
	Title
	Dates
	Venue
	Host

	RAN3 #101
	20-24 Aug
	Gothenburg (Sweden)
	EF3

	RAN #81
	10-13 Sep
	Gold Coast (Australia)
	Telstra

	RAN3 #101bis
	8-12 Oct
	Chengdu (China) – TBC
	CF3

	RAN3 #102
	12-16 Nov
	Spokane, WA (USA)
	NAF3

	RAN #82
	10-13 Dec
	Sorrento (Italy)
	EF3


Agenda color coding

	10. Agenda Item

	10.1. Sub Agenda Item

	10.1.1. Sub-sub Agenda Item

	10.1.1.1. Sub-sub-sub Agenda Item

	TOPIC GROUPING (used to group and highlight a topic, but it is not an Agenda Item)


Chairman’s notes color coding

	R3-xxxxxx
	Available but not yet treated document 
	Chairman notes

	R3-xxxxxx
	This document has low priority
	

	R3-xxxxxx
	This document was not available at submission deadline
	Chairman notes

	R3-xxxxxx
	This document was treated at this meeting and a decision has been made
	Chairman notes

	R3-xxxxxx
	Agreed (or approved) proposal: e.g. Working Assumption, tdoc proposal, etc...
	Chairman notes

Approved ( used for Report and Agenda
Agreed ( used for CR to be sent to RAN or LS out
p-Approved (partially approved)( used for BL CR or TR subject to tdoc allocation by MCC for next meeting

Merged ( used for a tdoc agreed to be merge in a BL CR or TR

Endorsed ( used for CR to be agreed by other WG e.g. TS 36.300 or Draft Status Report (DSR) produced in meeting

	R3-xxxxxx
	Request for ComeBack (CB) during the meeting 
	Chairman notes

 a Come Back is required during the meeting
CB: # n_FolderName

-  comments 
(Company Owner)

	R3-xxxxxx
	Open issue which might require further clarification in next meeting
	Chairman notes

Comments (no agreement)

	R3-xxxxxx
	E-mail discussion
	Chairman notes

Email#01
Deadline 

(Company) 

	R3-xxxxxx
	 “To be continued” discussion: there was no agreement at this meeting and the discussion may continue at the next meeting
	Chairman notes

To be continued

	R3-xxxxxx
	Important warning for consideration
	Chairman notes

Important warning for consideration
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