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1
Introduction

The stage3 CR[R3-181572] has been agreed to provide S-RLF related information via SN modification procedure in EN-DC, this shall also be used in MR-DC.

Proposal: In MR-DC, S-RLF information from MN to SN can be provided by following message.

- SN modification request message
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Reference

[1] R3-181572 Support for S-RLF, Nokia, Nokia Shanghai Bell
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Text Proposal (TS 38.423 V100)

----------------------Start of change-------------------------------------------
8.3.3
M-NG-RAN node initiated S-NG-RAN node Modification Preparation

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, all the text of section 8.3.3 is FFS.

8.3.3.1
General

This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.

The procedure uses UE-associated signalling.

----------------------Next change-------------------------------------------
9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation to modify S-NG-RAN node resources for a specific UE, to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.
Direction: M-NG-RAN node ( S-NG-RAN node.
----------------------End of change-------------------------------------------
