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1. Introduction
At RAN3#100, the Mobility Restrictions IE was agreed, but several aspects seem open for further discussion. One of these is the presence of the 5GC restriction, which is further discussed in this paper. This document provides a “mirror text proposal” of that in [1]. Please refer to [1] for the discussion and related proposals.
2. Conclusions

Proposal 1: Depending on the conclusion of the discussion on [1], adopt Annex B for the XnAP BL CR. 
3. References
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Annex: Text Proposal for XnAP

[Note: this TP is based on clarifying the RAT restriction can be used to restrict a PLMN under 5GC]

9.2.3.53
Mobility Restriction List

This IE defines roaming or access restrictions for subsequent mobility actions for which the NR-RAN provides information about the target of the mobility action towards the UE, e.g., handover, or for SCG selection during dual connectivity operation or for assigning proper RNAs. If the NG-RAN receives the Mobility Restriction List IE, it shall overwrite previously received restriction information. NG-RAN behaviour upon receiving this IE is specified in TS 23.501 [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Serving PLMN
	M
	
	PLMN Identity

9.2.2.4
	

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	Allowed PLMNs in addition to Serving PLMN.

This list corresponds to the list of “equivalent PLMNs” as defined in TS 24.501 [30].

This list is part of the roaming restriction information. Roaming restrictions apply to PLMNs other than the Serving PLMN and Equivalent PLMNs.

	>PLMN Identity
	M
	
	9.2.2.4
	

	RAT Restrictions
	
	0..<maxnoofPLMNs>
	
	This IE contains RAT and PLMN restriction related information as specified in TS 23.501 [7].

	>PLMN Identity
	M
	
	9.2.2.4
	

	>RAT Restriction Information
	M
	
	BIT STRING {

e-UTRA (0),

nR (1) }

(SIZE(8, …))
	Each position in the bitmap represents a RAT operating under the 5GC.

If a bit is set to "1", the respective RAT is restricted for the UE.

If a bit is set to "0", the respective RAT is not restricted for the UE.

This version of the specification does not use bits 2-7, the sending node shall set bits 2-7 to "0", the sender shall ignore bits 2-7. 
If bits 0 and 1 are set to “1”, the concerned PLMN is not available for operation under 5GC.

	Forbidden Area Information
	
	0..<maxnoofPLMNs>
	
	This IE contains Forbidden Area information as specified in TS 23.501 [7].

	>PLMN Identity
	M
	
	9.2.2.4
	

	>Forbidden TACs
	
	1..<maxnoofForbiddenTACs>
	
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the forbidden TAI.

	Service Area Information
	
	0..<maxnoofPLMNs>
	
	This IE contains Service Area Restriction information as specified in TS 23.501 [7].

	>PLMN Identity
	M
	
	9.2.2.4
	

	>Allowed TACs
	
	0..<maxnooAllowedAreas>
	
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the allowed TAI.

	>Not Allowed TACs
	
	0..<maxnooAllowedAreas>
	
	

	>>TAC
	M
	
	9.2.2.5
	The TAC of the not-allowed TAI.


3GPP


