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================= Next Change ============
9.2.39
Last Visited Cell Information

The Last Visited Cell Information may contain cell specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Last Visited Cell Information
	M
	
	
	
	-
	-

	>E-UTRAN Cell
	
	
	
	
	-
	-

	>>Last Visited E-UTRAN Cell Information
	M
	
	9.2.40
	
	-
	-

	>UTRAN Cell
	
	
	
	
	-
	-

	>>Last Visited UTRAN Cell Information
	M
	
	OCTET STRING
	Defined in TS 25.413 [24]
	
	

	>GERAN Cell
	
	
	
	
	-
	-

	>>Last Visited GERAN Cell Information
	M
	
	9.2.41
	
	-
	-

	>NG-RAN Cell
	
	
	
	
	-
	-

	>>Last Visited NG-RAN Cell Information
	M
	
	OCTET STRING
	Defined in TS 38.413 [xx]. (see subclause 9.3.1.xx).
	
	


9.2.40
Last Visited E-UTRAN Cell Information

The Last Visited E-UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	ECGI

9.2.14
	
	-
	-

	Cell Type
	M
	
	9.2.42
	
	-
	-

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095.
	-
	-

	Time UE stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950.
	YES
	ignore

	HO Cause Value
	O
	
	Cause

9.2.6
	The cause for the handover from the E-UTRAN cell.
	YES
	ignore


9.2.41
Last Visited GERAN Cell Information

The Last Visited Cell Information for GERAN is currently undefined.

NOTE:
If in later Releases this is defined, the choice type may be extended with the actual GERAN specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Last Visited GERAN Cell Information
	M
	
	
	
	-
	-

	>Undefined
	M
	
	NULL
	
	-
	-


9.2.42
Cell Type

The cell type provides the cell coverage area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Cell Size
	M
	
	ENUMERATED (verysmall, small, medium, large, …)
	
	-
	-


================= Next Change ============
9.3
Message and Information Element Abstract Syntax (with ASN.1)

================= Next Change ============
-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= CHOICE {


e-UTRAN-Cell




LastVisitedEUTRANCellInformation,


uTRAN-Cell





LastVisitedUTRANCellInformation,


gERAN-Cell





LastVisitedGERANCellInformation,


... ,


nG-RAN-Cell





LastVisitedNGRANCellInformation
}

LastVisitedEUTRANCellInformation ::= SEQUENCE {


global-Cell-ID




ECGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell,


iE-Extensions




ProtocolExtensionContainer { { LastVisitedEUTRANCellInformation-ExtIEs} } OPTIONAL,


...

}

LastVisitedEUTRANCellInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

-- Extension for Rel-11 to support enhanced granularity for time UE stayed in cell --


{ ID id-Time-UE-StayedInCell-EnhancedGranularity
CRITICALITY ignore
EXTENSION Time-UE-StayedInCell-EnhancedGranularity
PRESENCE optional}|


{ ID id-HO-cause








CRITICALITY ignore
EXTENSION Cause






PRESENCE optional},


...

}

LastVisitedNGRANCellInformation
::= OCTET STRING
LastVisitedGERANCellInformation ::= CHOICE {


undefined





NULL,


...

}

LastVisitedUTRANCellInformation
::= OCTET STRING

