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1. Introduction
In current NG-AP specification, some IEs for NG HO message need to be refined. In this contribution we further correct the usage of NG HO related IEs.
2. Discussion
For NG-AP Handover Required message, the following IEs are included:
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Target ID
	M
	
	9.3.1.25
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	
	YES
	ignore

	PDU Session Resource List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>Handover Required Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Resource Subject to Handover
	M
	
	OCTET STRING
	This IE may need to be refined
	-
	

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject


For Direct Forwarding Path Availability IE, according to the SA2 agreements, this IE will be sent to the SMF in the N2 SM info which is transparent for the AMF in case of intra-system HO, then the SMF uses the indication to configure the data forwarding path. It will be sent to the AMF when inter-system handover from 5GS to EPS occurs since the source AMF is required to set data forwarding flag within the Forwarding Relocation Request message to “indirect data forwarding”, so that the target MME can instruct the SGW to establish indirect data forwarding tunnel based on the flag. Currently, this information is only sent to the AMF, it is proposed to also include it in the Handover Required Transfer IE sent to the SMF.
Proposal1: It is proposed to send Direct Forwarding Path Availability IE to the SMF.
It seems the usage of PDU Session Resource Subject to Handover IE is not clear and may be overlapping with Handover Required Transfer IE, it is proposed to remove this IE in the Handover Required message.
Proposal 2: It is proposed to remove PDU Session Resource Subject to Handover IE in the Handover Required message.
Proposal 3: It’s proposed to agree the corresponding TP for TS38.413.
3. Text Proposal for TS 38.413 

///////////////////////////////////////////////////////Text Proposal/////////////////////////////////////////////////////////////////////////////
9.2.3.1
HANDOVER REQUIRED

This message is sent by the source NG-RAN node to the AMF to request the preparation of resources at the target.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Target ID
	M
	
	9.3.1.25
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	
	YES
	ignore

	PDU Session Resource List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>Handover Required Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	
	
	
	
	
	
	

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


///////////////////////////////////////////////////////Unchanged omited/////////////////////////////////////////////////////////////////////////////
9.3.4.1
PDU Session Resource Setup Request Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Session Aggregate Maximum Bit Rate
	M
	
	Bit Rate

9.3.1.4
	

	UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.

	Additional UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	UPF endpoint of the additional NG-U transport bearer, for delivery of UL PDUs.

	Data Forwarding Not Possible
	O
	
	9.3.1.63
	

	PDU Session Type
	M
	
	9.3.1.52
	

	Security Indication
	O
	
	9.3.1.27
	

	QoS Flow Setup Request List
	
	1
	
	

	>QoS Flow Setup Request Item IEs
	
	1..<maxnoofQoSFlows>
	
	

	>>QoS Flow Indicator
	M
	
	9.3.1.51
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.12
	

	>>E-RAB ID
	O
	
	9.3.2.3
	

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


///////////////////////////////////////////////////////Unchanged omited/////////////////////////////////////////////////////////////////////////////
**************************************************************

--

-- HANDOVER REQUIRED

--

-- **************************************************************

HandoverRequired ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {HandoverRequiredIEs} },


...

}

HandoverRequiredIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory
}|


{ ID id-TargetID







CRITICALITY reject
TYPE TargetID









PRESENCE mandatory
}|


{ ID id-DirectForwardingPathAvailability

CRITICALITY ignore
TYPE DirectForwardingPathAvailability


PRESENCE optional

}|


{ ID id-PDUSessionResourceListHORqd



CRITICALITY reject
TYPE PDUSessionResourceListHORqd



PRESENCE mandatory
}|


{ ID id-SourceToTarget-TransparentContainer

CRITICALITY reject
TYPE SourceToTarget-TransparentContainer

PRESENCE mandatory
},


...

}

PDUSessionResourceListHORqd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceItemHORqdIEs} }

PDUSessionResourceItemHORqdIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceItemHORqd



CRITICALITY reject 
TYPE PDUSessionResourceItemHORqd



PRESENCE mandatory
},


...

}

PDUSessionResourceItemHORqd ::= SEQUENCE {


pDUSessionID






PDUSessionID,


s-NSSAI








S-NSSAI,


handoverRequiredTransfer



OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),




iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceItemHORqd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceItemHORqd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

///////////////////////////////////////////////////////Unchanged omited/////////////////////////////////////////////////////////////////////////////
PDUSessionResourceSetupRequestTransfer ::= SEQUENCE {


pDUSessionAggregateMaximumBitRate

BitRate,


uL-NGU-UP-TNLInformation



UPTransportLayerInformation,


additionalUL-NGU-UP-TNLInformation

UPTransportLayerInformation









OPTIONAL,


dataForwardingNotPossible



DataForwardingNotPossible









OPTIONAL,


pDUSessionType






PDUSessionType,


securityIndication





SecurityIndication











OPTIONAL,


qosFlowSetupRequestList




QosFlowSetupRequestList,

directForwardingPathAvailability

DirectForwardingPathAvailability,







OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupRequestTransfer-ExtIEs} }
OPTIONAL,


...

}
PDUSessionResourceSetupRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
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