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1 Introduction
In past RAN3 meeting, how to transfer SMTC information of neighbor cell is discussed without agreement. In this paper, clarification on SMTC is given. 
2 Discussion
In TS 38.473, CU to DU RRC information includes MeasConfig without MeasGapConfig.

9.3.1.25
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CG-ConfigInfo
	O
	
	OCTET STRING
	CG-ConfigInfo, as defined in TS 38.331 [8].

	UE-CapabilityRAT-ContainerList
	O
	
	OCTET STRING
	UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].

	MeasConfig 
	O
	
	OCTET STRING
	MeasConfig, as defined in TS 38.331 (without MeasGapConfig). 

For EN-DC operation, includes the list of FR2 frequencies for which the gNB-CU requests the gNB-DU to generate gaps. 

This IE may need to be refined.

	Handover Preparation Information
	O
	
	OCTET STRING
	HandoverPreparationInformation, as defined in TS 38.331 [8].


In TS 38.331 f21, the MeasConfig includes MeasObjectNR, which contains ssbFrequency, ssbSubcarrierSpacing, smtc1 and smtc2. Both ssbFrequency and smtc1(i.e., SSB-MTC) are contained in internode message MeasurementTimeingConfiguration.    
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SEQUENCE {

ARFCN-ValueNR OPTIONAL, ——
Subcarrierspacing OPTIONAL, ——
SSB-MTC OPTIONAL,  ——
SSB-MTC2 OPTIONAL, ——
ARFCN-ValueNR OPTIONAL
ReferencesignalConfig
ThresholdNR OPTIONAL
ThresholdNR OPTIONAL
INTEGER (2..maxNrofSS-BlocksToAverage) OPTIONAL
INTEGER (2..maxNrofCSI-RS-ResourcesToAverage) OPTIONAL
INTEGER (1..maxNrofQuantityConfig),
Q-OffsetRangeList,
ECI-List OPTIONAL
CellsToAddModList OPTIONAL
PCI-RangeIndexList OPTIONAL
SEQUENCE (STZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement OPTIONAL, -
PCI-RangeIndexList OPTIONAL
SEQUENCE (STZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement OPTIONAL, ——
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Observation 1
SMTC of the measured cell is available in MeasConfig IE contained in CU to DU RRC information, which enables gNB-DU to generate measurement gap.

Proposal 1
There is no need to introduce more IEs or messages to inform gNB-DU the SMTC of the measured cell.  

3 Conclusion and Proposals
Observation 1
SMTC of the measured cell is available in MeasConfig IE contained in CU to DU RRC information, which enables gNB-DU to generate measurement gap.

Proposal 1

There is no need to introduce more IEs or messages to inform gNB-DU the SMTC of the measured cell. 
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