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1
Introduction
RAN3 has received LS from RAN2 relative to agreements on ANR [1]. For RAN3, focus is on ANR function towards NR cell for UE configured with EN-DC. The agreements relevant for RAN3 are: (copied from LS annex)

2
 In case of EN-DC UE, ANR function towards NR cell can be configured by SN. 

2i
The UE can only be configured with a single reportCGI configuration, from either MN or SN.

2ii
Configuration of ANR towards NR cell requires coordination between MN and SN.

2
Discussion
A discussion on requirements for CGI reporting are submitted to RAN2 in [2], and associated RRC CR in [3]. The following is observed in [2]:
· In EN-DC scenario, in case a neighbor relation is added to the NRT of SN, it is very likely that it is also relevant for MN (and is currently missing from NRT of MN).
· Forcing SN to always provide reportCGI configuration via SRB1 does not ensure that a UE will not be configured with another reportCGI configuration by MN.

· Regardless of whether SRB3 or SRB1 is used for configuring reportCGI in the UE, additional coordination between MN and SN is required to ensure UE is configured with a single reportCGI at a time.

A consequence of the above is that if e.g. the SgNB triggers reportCGI via SRB1, this should be done in a way that is visible to the MN in order to:

· achieve that only a single reportCGI is configured towards the UE at a time;
· give the MeNB access to the CGI information reported by the UE on SRB1.
The way forward proposed in [2] is to enhance the CG-Config and CG-ConfigInfo inter-node messages for reportCGI configuration and coordination. This approach gives the needed visibility for both nodes. X2AP already supports transport of these inter-node messages using messages that are suitable for the purpose e.g. SGNB MODIFICATION REQUIRED, SGNB MODIFICATION CONFIRM, SGNB MODIFICATION REQUEST and SGNB MODIFICATION REQUEST ACKNOWLEDGE. 
Observation: The required reportCGI coordination can be achieved based on inter-node RRC messages without X2AP impact. 
Proposal: Send reply LS, kindly requesting RAN2 to enhance the CG-Config and CG-ConfigInfo inter-node messages for reportCGI configuration.
3
Conclusion
Observation: The required reportCGI coordination can be achieved based on inter-node RRC messages without X2AP impact. 

Proposal: Send reply LS, kindly requesting RAN2 to enhance the CG-Config and CG-ConfigInfo inter-node messages for reportCGI configuration.
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