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1 Introduction
SA2 agreed to use a 48 bit 5G-S-TMSI and recommended the following field lengths for AMF Region, AMF Set ID, AMF Pointer, 5G-TMSI within 5G-GUTI encoding:

-
8 bits length AMF Region, 

-
10 bits length AMF Set ID, 

-
6 bits length AMF Pointer, 

-
5G-TMSI of 32 bits length. 
Proposal 1 It is proposed to update GUAMI format to align with SA2’s agreement.
2 Text Proposal 
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.2.3.24
GUAMI

This IE contains the Globally Unique AMF Identifier (GUAMI) as defined in TS 23.003 [22].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN ID
	M
	
	9.2.2.4
	

	AMF Identifier
	
	1
	
	

	>AMF Region ID
	M
	
	OCTET STRING (SIZE (1))
	

	>AMF Set ID
	M
	
	BIT STRING (SIZE (10))
	

	>AMF Pointer
	M
	
	BIT STRING (SIZE (6))
	


<Unchange Text Omitted>
GUAMI ::= SEQUENCE {


plmn-ID



PLMN-Identity,


amf-region-if

OCTET STRING (SIZE (1)),


amf-set-id


BIT STRING (SIZE (10)),


amf-pointer


BIT STRING (SIZE (6)),


iE-Extensions

ProtocolExtensionContainer { {GUAMI-ExtIEs} } OPTIONAL,


...

}

GUAMI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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