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Start of the first change
9.2.4.1
PAGING

This message is sent by the AMF and is used to page a UE in one or several tracking areas.
Direction: AMF ( gNB

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Identity Index Value
	M
	
	BIT STRING (SIZE(10))
	Coded as specified in TS 38.304[12].
	YES
	ignore

	UE Paging Identity
	M
	
	9.3.3.18
	
	YES
	ignore

	Paging DRX
	O
	
	INTEGER (0..63)
	This IE may need to be refined
	YES
	ignore

	List of TAIs
	
	1
	
	
	YES
	ignore

	>TAI List Item
	
	1..<maxnoofTAIs>
	
	
	EACH
	ignore

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Paging Priority
	O
	
	9.3.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.3.1.69
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.3.22
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTAIs
	Maximum no. of TAIs. Value is 16.


Start of the next change
9.4.5
Information Element Definitions

<unchanged text omitted>
UEIdentityIndexValue ::= BIT STRING (SIZE(10))
<unchanged text omitted>
End of the next change
