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1. Introduction
The IE handling for Assistance Data for Paging in 38.413 [1] are as below:


[image: image1]
As of now, nothing specified in 38.300 on Assistance Data for Paging, thus some descriptions need to be added for 38.300 to keep consistence between RAN specs.
For the RAN Paging over Xn, the same thing should be done to clarify the usage of Assistance Data for Paging. 

Proposal: Stage 2 texts for Assistance Data for Paging should be added for  for both NG paging and RAN paging.
In this contribution, we will provide the stage 2 TP for 38.300 to reflect above changes aim to finalize the discussion for Paging.
2. Text Proposal for TS 38.300 (v15.2.0)
<<<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>>>>>>>>
x.y
Optimising signalling load and resource usage for paging

x.y.1
Paging optimization for UEs in CM_IDLE

At UE context release, the NG-RAN node may provide the AMF with a list of recommended cells and NG-RAN nodes as assisstance info for subsequent paging.
The AMF may also provide Paging Attempt Information consisting of a Paging Attempt Count and the Intended Number of Paging Attempts and may include the Next Paging Area Scope. If Paging Attempt Information is included in the Paging message, each paged NG-RAN node receives the same information during a paging attempt. The Paging Attempt Count shall be increased by one at each new paging attempt. The Next Paging Area Scope, when present, indicates whether the AMF plans to modify the paging area currently selected at next paging attempt. If the UE has changed its state to CM CONNECTED the Paging Attempt Count is reset.

x.y.2
Paging optimization for UEs in RRC_INACTIVE

At RAN Paging, the serving NG-RAN node provides RAN Paging area information. The serving NG-RAN node may also provide RAN Paging attempt information. Each paged NG-RAN node receives the same RAN Paging attempt information during a paging attempt with the following content: Paging Attempt Count, the intended number of paging attempt and the next paging area scope.. The Paging Attempt Count shall be increased by one at each new paging attempt. The Next Paging Area Scope, when present, indicates whether the serving NG_RAN node plans to modify the RAN Paging Area currently selected at next paging attempt. If the UE leaves RRC_INACTIVE state the Paging Attempt Count is reset.
<<<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>>>>>>>>>
If the Assistance Data for Recommended Cells IE is included in the Assistance Data for Paging IE it may be used, together with the Paging Attempt Information IE if also present according to TS 38.300 [8].


If the Next Paging Area Scope IE is included in the Paging Attempt Information IE it may be used for paging the UE according to TS 38.300 [8].
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