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	Reason for change:
	The value of UE identity index is obtained by IMSI mod 1024 as described in 38.304, since the composition of IMSI of LTE and NR is the same as captured in 23.003, the type of the UE identity index value IE in paging message should be consistent with LTE.   
The pageing DRX is defiend as ENUMERATED(32, 64, 128, 256, …).


	
	

	Summary of change:
	The type of UE identity index value IE is modified from INTEGER(0..63) to BIT STRING (SIZE(10)).
Fix Paging DRX value range as ENUMERATED(32, 64, 128, 256, …).
The change is non backwards compatible.

Impact Analysis:

Impact assessment towards the previous version of the specification (same release): 

This CR has an impact under protocol point of view.

The impact can be considered isolated because the change affects only paging function.
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2
References

<unchanged text omitted>
 [xx] 
3GPP TS 38.304: " NR;  User Equipment (UE) procedures in Idle mode and RRC Inactive state ".
Start of the next change
9.3.1.39
UE Identity Index value

This IE is used by the gNB-DU to calculate the Paging Frame.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE UE Identity Index Value
	M
	
	
	

	>Length-10
	
	
	
	

	>>Index Length 10
	M
	
	BIT STRING (SIZE(10))
	Coded as specified in TS 38.304[xx].



9.3.1.40
Paging DRX 
This IE indicates the Paging DRX as defined in TS 38.304 [xx].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging DRX
	M
	
	ENUMERATED(32, 64, 128, 256, …)
	



Start of the next change
9.4.5
Information Element Definitions

<unchanged text omitted>
PagingDRX ::= ENUMERATED {


v32,


v64,


v128,


v256,


...


}

<unchanged text omitted>
UEIdentityIndexValue ::= CHOICE {



indexLength10




BIT STRING (SIZE (10)),



choice-extension




ProtocolExtensionContainer { {UEIdentityIndexValueChoice-ExtIEs} }




















}

UEIdentityIndexValueChoice-ExtIEs ::= {


...

}


<unchanged text omitted>
End of the next change
