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Introduction
This TP corrected “Assigned Criticality” of below messages:
1.	SGNB RELEASE REQUEST ACKNOWLEDGE
Corrected X2AP UE-ID to “ignore” in both ASN.1 and tabular.
2.	SGNB RELEASE REQUEST REJECT
Corrected X2AP UE-ID to “ignore” in both ASN.1 and tabular.
3.	SGNB COUNTER CHECK REQUEST
Corrected X2AP UE-ID to “reject” in both ASN.1 and tabular.
4.	SGNB ACTIVITY NOTIFICATION
Corrected X2AP UE-ID to “reject” in tabular.
5. SGNB CHANGE REQUIRED
Corrected X2AP UE-ID to “reject” in ASN.1.
Corrected Target-SgNB-ID to “reject” in ASN.1.
Corrected SgNBtoMeNBContainer to “reject” in ASN.1.

Text Proposal to 36.423

	*** First change, omitted text not changed ***



[bookmark: _Toc510738649]9.1.4.12	SGNB RELEASE REQUEST ACKNOWLEDGE
This message is sent by the en-gNB to the MeNB to confirme the request to release en-gNB resources.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	ignorereject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	ignorereject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject




[bookmark: _Toc510738650]9.1.4.13	SGNB RELEASE REQUEST REJECT
This message is sent by the en-gNB to the MeNB to reject the request to release en-gNB resources.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	ignorereject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	ignorereject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject
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[bookmark: _Toc510738653]9.1.4.16	SGNB COUNTER CHECK REQUEST
This message is sent by the en-gNB to request the verification of the value of the PDCP COUNTs associated with the bearers established in the en-gNB.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	rejectignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	rejectignore

	E-RABs Subject to
Counter Check List
	
	1
	
	
	YES
	ignore

	>E-RABs Subject to Counter Check Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	-
	

	>>UL COUNT
	M
	INTEGER(0.. 4294967295)
	
	Indicates the value of uplink COUNT associated to this E-RAB.
	-
	

	>>DL COUNT
	M
	INTEGER(0.. 4294967295)
	
	Indicates the value of downlink COUNT associated to this E-RAB.
	-
	

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	ignore



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256
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9.1.4.26	SGNB ACTIVITY NOTIFICATION
This message is sent by the en-gNB to inform the MeNB that resources for E-RABs controlled by the en-gNB have not been used or are in use again.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	rejectignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	rejectignore

	UE Context level user plane activity report
	O
	
	User plane traffic activity report
9.2.130
	
	YES
	[bookmark: _Hlk517698836]ignore

	E-RAB Activity Notify Item List
	
	0..<maxnoofBearers>
	
	
	EACH
	ignore

	>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>User plane traffic activity report
	M
	
	9.2.130
	
	–
	

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256
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-- **************************************************************
--
-- SGNB RELEASE REQUEST ACKNOWLEDGE
--
-- **************************************************************

SgNBReleaseRequestAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{SgNBReleaseRequestAcknowledge-IEs}},
	...
}

SgNBReleaseRequestAcknowledge-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID							CRITICALITY ignorereject	TYPE UE-X2AP-ID										PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID							CRITICALITY ignorereject	TYPE SgNB-UE-X2AP-ID									PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional}|
	{ ID id-MeNB-UE-X2AP-ID-Extension				CRITICALITY reject	TYPE UE-X2AP-ID-Extension							PRESENCE optional},
	...
}

-- **************************************************************
--
-- SGNB RELEASE REQUEST REJECT
--
-- **************************************************************

SgNBReleaseRequestReject ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{SgNBReleaseRequestReject-IEs}},
	...
}

SgNBReleaseRequestReject-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID							CRITICALITY ignorereject	TYPE UE-X2AP-ID										PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID							CRITICALITY ignorereject	TYPE SgNB-UE-X2AP-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional}|
[bookmark: _Hlk517698896]	{ ID id-MeNB-UE-X2AP-ID-Extension				CRITICALITY reject	TYPE UE-X2AP-ID-Extension							PRESENCE optional},
	...
}
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-- **************************************************************
--
-- SENB COUNTER CHECK REQUEST
--
-- **************************************************************

SeNBCounterCheckRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{SeNBCounterCheckRequest-IEs}},
	...
}

SeNBCounterCheckRequest-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID						CRITICALITY rejectignore	TYPE UE-X2AP-ID									PRESENCE mandatory}|
	{ ID id-SeNB-UE-X2AP-ID						CRITICALITY rejectignore	TYPE UE-X2AP-ID									PRESENCE mandatory}|
	{ ID id-E-RABs-SubjectToCounterCheck-List	CRITICALITY ignore	TYPE E-RABs-SubjectToCounterCheck-List		PRESENCE mandatory}|
	{ ID id-MeNB-UE-X2AP-ID-Extension			CRITICALITY ignore	TYPE UE-X2AP-ID-Extension						PRESENCE optional}|
	{ ID id-SeNB-UE-X2AP-ID-Extension			CRITICALITY ignore	TYPE UE-X2AP-ID-Extension						PRESENCE optional},
	...
}
E-RABs-SubjectToCounterCheck-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-SubjectToCounterCheckItemIEs} }

E-RABs-SubjectToCounterCheckItemIEs X2AP-PROTOCOL-IES ::= {
	{ ID id-E-RABs-SubjectToCounterCheckItem	CRITICALITY ignore	TYPE E-RABs-SubjectToCounterCheckItem		PRESENCE mandatory},
	...
}

E-RABs-SubjectToCounterCheckItem ::= SEQUENCE {
	e-RAB-ID						E-RAB-ID,
	uL-Count						INTEGER (0..4294967295),
	dL-Count						INTEGER (0..4294967295),
	iE-Extensions					ProtocolExtensionContainer { {E-RABs-SubjectToCounterCheckItemExtIEs} } OPTIONAL,
	...
}

E-RABs-SubjectToCounterCheckItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}
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-- **************************************************************
--
-- SGNB CHANGE REQUIRED
--
-- **************************************************************

SgNBChangeRequired ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{SgNBChangeRequired-IEs}},
	...
}

SgNBChangeRequired-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID						CRITICALITY rejectignore	TYPE UE-X2AP-ID					PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID						CRITICALITY rejectignore	TYPE SgNB-UE-X2AP-ID				PRESENCE mandatory}|
	{ ID id-Target-SgNB-ID						CRITICALITY rejectignore	TYPE GNB-ID						PRESENCE mandatory}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-SgNBtoMeNBContainer					CRITICALITY rejectignore	TYPE SgNBtoMeNBContainer			PRESENCE optional}|
[bookmark: _Hlk517699230]	{ ID id-MeNB-UE-X2AP-ID-Extension			CRITICALITY reject	TYPE UE-X2AP-ID-Extension		PRESENCE optional},
	...
}
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