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Introduction

Based on the discussion paper (R3-183678, “Discussion on the remaining issue for SMTC transmission”), we have following observations and proposals.

Observation 1: MeasurementTimingConfiguration is configured per frequency in TS38.331, but it is configured per cell in TS36.423, which is misaligned.
Observation 2: According to RAN2 and RAN3 specification, for a given cell, MeasurementTimingConfiguration can include a list of frequencies and corresponding SMTC configurations.
Proposal 1:  Add semantics description for the Measurement Timing Configuration IE in TS 38.473 to clarify that only the frequency and SMTC configuration of the corresponding cell is included, rather than a list of frequencies and SMTC configurations.

Text Proposal for TS 38.473-f20
==============Start of change====================
9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	-

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	5GS TAC
	M
	
	9.3.1.29
	5GS Tracking Area Code
	YES
	reject

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	–
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	>TAI Slice Support List
	O
	
	Slice Support List

9.3.1.37
	Supported S-NSSAIs per TA. 
	YES
	ignore

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	>>>DL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>> NR FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
Only includes the frequency and SMTC configuration corresponding to this cell.
	–
	–

	RANAC
	O
	
	9.3.1.57
	RAN Area Code
	YES
	ignore


==============End of change====================
