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8
F1AP procedures

8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	gNB-DU UE AMBR Report
	GNB-DU UE AMBR REPORT


>>>>>    NEXT CHANGE   <<<<<<

8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB, and DRB configuration. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE.
If the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].

If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall use the provided value from the gNB-CU.

If the UL Configuration IE in DRB to Be Setup Item IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall take it into account for UL scheduling.
If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].

If two UL GTP Tunnel Endpoint IEs are included in UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU shall include two DL GTP Tunnel Endpoint IEs in UE CONTEXT SETUP RESPONSE message. gNB-CU and gNB-DU use the UL GTP Tunnel Endpoint IEs and DL GTP Tunnel Endpoint IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2].
The gNB-DU shall report to the gNB-CU, in the UE CONTEXT SETUP RESPONSE message, the result for all the requested DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE.

When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.

For EN-DC operation, the gNB-CU shall include the E-UTRAN QoS IE. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-UTRAN QoS IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [15].

For EN-DC operation, the CG-ConfigInfo IE shall be included in the CU to DU RRC Information IE.
If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], it shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT SETUP REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MeNB Resource Coordination Information at the gNB acting as secondary node as described in TS 36.423 [9].

If the Resource Coordination Transfer Container IE is included in the UE CONTEXT SETUP RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].
If the SCell Failed To Setup List IE is contained in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall regard the corresponding SCell(s) failed to be established with an appropriate cause value for each SCell failed to setup.
If the gNB-DU UE Aggregate Maximum Bit Rate Uplink IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall:

-
replace the previously provided gNB-DU UE Aggregate Maximum Bit Rate Uplink by the received gNB-DU UE Aggregate Maximum Bit Rate Uplink in the UE context;

-
use the received gNB-DU UE Aggregate Maximum Bit Rate Uplink for non-GBR Bearers for the concerned UE as defined in TS 37.340 [7].

>>>>>    NEXT CHANGE   <<<<<<

8.3.4
UE Context Modification (gNB-CU initiated)
8.3.4.1
General
The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation

The F1AP UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.

If the SpCell ID IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall replace any previously received value and act as specified in TS 38.401 [4].
If the SCell To Be Setup List IE or SCell To Be Removed List IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4].
If the DRX Cycle IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall use the provided value from the gNB-CU.

If the SRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4].

If the DRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4].
If two UL GTP Tunnel Endpoint IEs are included in UE CONTEXT MODIFICATION REQUEST message for a DRB, gNB-DU shall include two DL GTP Tunnel Endpoint IEs in UE CONTEXT MODIFICATION RESPONSE message. gNB-CU and gNB-DU use the UL GTP Tunnel Endpoint IEs and DL GTP Tunnel Endpoint IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2].
If the UL Configuration IE in DRB to Be Setup Item IE or DRB to Be Modified Item IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall take it into account for UL scheduling.  The gNB-CU may include the RRC Reconfiguration Complete Indicator IE in the UE CONTEXT MODIFICATION REQUEST message to inform the gNB-DU that the ongoing reconfiguration procedure has been successfully performed by the UE. The gNB-DU does not need to wait for this confirmation for using the new UE configuration or taking other actions towards the UE. It is up to gNB-DU implementation when to use the new UE configuration configured.
If the UE CONTEXT MODIFICATION REQUEST message contains the RRC-Container IE, the gNB-DU shall send the corresponding RRC message to the UE.

If the UE CONTEXT MODIFICATION REQUEST message contains the Transmission Stop Indicator IE, the gNB-DU shall stop data transmission for the UE. It is up to gNB-DU implementation when to stop the UE scheduling.

If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], after completion of UE Context Setup procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MeNB Resource Coordination Information at the gNB acting as secondary node as described in TS 36.423 [9].

Upon reception of the UE Context Modification Request message, the gNB-DU shall perform the modifications, and if successful reports the update in the UE CONTEXT MODIFICATION RESPONSE message. 
The gNB-DU shall report to the gNB-CU, in the UE CONTEXT MODIFICATION RESPONSE message, the result for all the requested or modified DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;

-
A list of DRBs which are successfully modified shall be included in the DRB Modified List IE;

-
A list of DRBs which failed to be modified shall be included in the DRB Failed to be Modified List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE.

When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.
If the Resource Coordination Transfer Container IE is included in the UE CONTEXT MODIFICATION RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].
If the UE CONTEXT MODIFICATION RESPONSE message contains the DU To CU RRC Information IE, the gNB-CU shall take this into account.
If the SCell Failed To Setup List IE is contained in the UE CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall regard the corresponding SCell(s) failed to be established with an appropriate cause value for each SCell failed to setup.
If the gNB-DU UE Aggregate Maximum Bit Rate Uplink IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall:

-
replace the previously provided gNB-DU UE Aggregate Maximum Bit Rate Uplink by the received gNB-DU UE Aggregate Maximum Bit Rate Uplink in the UE context;

-
use the received gNB-DU UE Aggregate Maximum Bit Rate Uplink for non-GBR Bearers for the concerned UE as defined in TS 37.340 [7].

>>>>>    NEXT CHANGE   <<<<<<

8.X
AMBR Report messages

8.X.1
GNB-DU UE AMBR Report
8.X.1.1
General

This procedure is initiated by the gNB-DU to report on the relationship between the uplink UE traffic for non-GBR bearers at the gNB-DU and the UE-AMBR limit provided to the gNB-DU.
The procedure uses UE-associated signalling.

8.X.1.2
Successful Operation
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Figure 8.X.1.2-1: gNB-DU UE AMBR Report procedure, successful operation.

The gNB-DU initiates the procedure by sending the GNB-DU UE AMBR REPORT message to the gNB-CU.
8.X.1.3
Unsuccessful Operation

Not applicable.

8.X.1.4
Abnormal Conditions

Not applicable.

>>>>>    NEXT CHANGE   <<<<<<

9.2.2
UE Context Management messages

9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	YES
	reject

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	
	

	>>Candidate SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	
	

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	>>SCellIndex
	M
	
	INTEGER (0..63)
	
	
	

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	
	

	>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>UL Tunnels to be setup List
	
	1
	
	
	
	

	>>> UL Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>> UL Configuration
	O
	
	UL Configuraiton  

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	gNB-DU UL Aggregate Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore


>>>>>    NEXT CHANGE   <<<<<<

9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	YES
	Ignore

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information


	O


	
	9.3.1.25
	
	YES
	reject

	Transmission Stop Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.30
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the RRCConnectionReconfiguration message as defined in TS 38.331 [8].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	>>SCellIndex
	M
	
	INTEGER (0..15)
	
	
	

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> UL Tunnels to be setup List 
	
	1
	
	
	
	

	>>>UL Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> UL Tunnels to be setup List 
	
	0..1
	
	
	
	

	>>> UL Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	SRB TO Be Released List
	
	0..1
	
	
	
	

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	gNB-DU UL Aggregate Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore


>>>>>    NEXT CHANGE   <<<<<<
9.2.Y
AMBR Report messages
9.2.Y.Z
GNB-DU UE AMBR REPORT
This message is sent by the gNB-DU to report on whether the UE has breached the Uplink UE-AMBR limit provided to the gNB-DU.
Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	UL UE AMBR Status
	M
	
	ENUMERATED (overflow, normal, ...)
	
	YES
	ignore


>>>>>    NEXT CHANGE   <<<<<<

9.4.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

F1AP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM F1AP-CommonDataTypes


Reset,


ResetAcknowledge,


F1SetupRequest,


F1SetupResponse,


F1SetupFailure, 

GNBDUConfigurationUpdate,


GNBDUConfigurationUpdateAcknowledge,


GNBDUConfigurationUpdateFailure,


GNBCUConfigurationUpdate,


GNBCUConfigurationUpdateAcknowledge,


GNBCUConfigurationUpdateFailure,


UEContextSetupRequest,


UEContextSetupResponse,


UEContextSetupFailure,


UEContextReleaseCommand,


UEContextReleaseComplete,


UEContextModificationRequest,


UEContextModificationResponse,


UEContextModificationFailure,


UEContextModificationRequired,


UEContextModificationConfirm,


ErrorIndication,


UEContextReleaseRequest,


DLRRCMessageTransfer,


ULRRCMessageTransfer,

GNBDUResourceCoordinationRequest,


GNBDUResourceCoordinationResponse,

PrivateMessage,

UEInactivityNotification,


InitialULRRCMessageTransfer,


SystemInformationDeliveryCommand,


Paging,


Notify,


WriteReplaceWarningRequest,


WriteReplaceWarningResponse,


PWSCancelRequest,


PWSCancelResponse,


PWSRestartIndication,


PWSFailureIndication,

GNBDUUEAMBRReport
FROM F1AP-PDU-Contents


id-Reset,


id-F1Setup,


id-gNBDUConfigurationUpdate,


id-gNBCUConfigurationUpdate,


id-UEContextSetup,


id-UEContextRelease,


id-UEContextModification,


id-UEContextModificationRequired,


id-ErrorIndication, 

id-UEContextReleaseRequest,


id-DLRRCMessageTransfer,


id-ULRRCMessageTransfer,

id-GNBDUResourceCoordination,

id-privateMessage,


id-UEInactivityNotification,


id-InitialULRRCMessageTransfer,


id-SystemInformationDeliveryCommand,


id-Paging,


id-Notify,


id-WriteReplaceWarning,


id-PWSCancel,


id-PWSRestartIndication,


id-PWSFailureIndication,

id-GNBDUUEAMBRReport
FROM F1AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

F1AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome






OPTIONAL,


&UnsuccessfulOutcome





OPTIONAL,


&procedureCode



ProcedureCode 
UNIQUE,


&criticality



Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE


&InitiatingMessage


[SUCCESSFUL OUTCOME


&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY



&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

F1AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
F1AP-ELEMENTARY-PROCEDURE.&procedureCode

({F1AP-ELEMENTARY-PROCEDURES}),


criticality

F1AP-ELEMENTARY-PROCEDURE.&criticality


({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


F1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
F1AP-ELEMENTARY-PROCEDURE.&procedureCode

({F1AP-ELEMENTARY-PROCEDURES}),


criticality

F1AP-ELEMENTARY-PROCEDURE.&criticality


({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


F1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
F1AP-ELEMENTARY-PROCEDURE.&procedureCode

({F1AP-ELEMENTARY-PROCEDURES}),


criticality

F1AP-ELEMENTARY-PROCEDURE.&criticality


({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


F1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

F1AP-ELEMENTARY-PROCEDURES F1AP-ELEMENTARY-PROCEDURE ::= {


F1AP-ELEMENTARY-PROCEDURES-CLASS-1


|


F1AP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

F1AP-ELEMENTARY-PROCEDURES-CLASS-1 F1AP-ELEMENTARY-PROCEDURE ::= {


reset






|


f1Setup






|


gNBDUConfigurationUpdate

|


gNBCUConfigurationUpdate

|


uEContextSetup




|


uEContextRelease



|


uEContextModification


|


uEContextModificationRequired
|


writeReplaceWarning


|


pWSCancel




|


gNBDUResourceCoordination

,


...}

 F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {



errorIndication




|


uEContextReleaseRequest


|


dLRRCMessageTransfer


|


uLRRCMessageTransfer


|

uEInactivityNotification

|

privateMessage




|


initialULRRCMessageTransfer

|


systemInformationDelivery

|


paging






|


notify






|


pWSRestartIndication



|


pWSFailureIndication


|


gNBDUUEAMBRReport,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

reset F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

Reset


SUCCESSFUL OUTCOME

ResetAcknowledge


PROCEDURE CODE


id-Reset


CRITICALITY



reject

}

>>>>>    NEXT CHANGE   <<<<<<

}

pWSRestartIndication F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSRestartIndication


PROCEDURE CODE


id-PWSRestartIndication


CRITICALITY



ignore

}

pWSFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSFailureIndication


PROCEDURE CODE


id-PWSFailureIndication


CRITICALITY



ignore

}

gNBDUUEAMBRReport F1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNBDUUEAMBRReport

PROCEDURE CODE


id-GNBDUUEAMBRReport

CRITICALITY



ignore

}

END

9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Cells-Item,

BitRate,

Candidate-SpCell-Item,

Cause,


Cells-Failed-to-be-Activated-List-Item,


>>>>>    NEXT CHANGE   <<<<<<


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Active-Cells-Item,


id-Active-Cells-List,

id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,

id-Cause,

id-Cancel-all-Warning-Messages-Indicator,

id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,

id-ConfirmedUEID,

id-CriticalityDiagnostics,

id-C-RNTI,

id-CUtoDURRCInformation,

id-DRB-Activity-Item,


id-DRB-Activity-List,

id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,

id-DRB-Notify-Item,


id-DRB-Notify-List,

id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,

id-ExecuteDuplication,

id-FullConfiguration,

id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,

id-gNB-DU-Name,

id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,

id-oldgNB-DU-UE-F1AP-ID,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,

id-RAT-FrequencyPriorityInformation,

id-ResetType,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,

id-RRCRconfigurationCompleteIndicator,

id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,

id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,

id-ServCellndex,

id-SpCell-ID,

id-SpCellULConfigured,

id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionStopIndicator,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,

id-DUtoCURRCContainer,


id-NRCGI,

id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,

id-SIBtype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-ConcurrentWarningMessageIndicator,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,

id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-SpectrumSharingGroupID,


id-ListofEUTRACellsinGNBDUCoordination,


id-Protected-EUTRA-Resources-List,


id-RequestType,

id-UL-UE-AMBR-Status,

id-GNB-DU-UL-AMBR,

maxCellingNBDU,

maxnoofCandidateSpCells,

maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,

maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB
>>>>>    NEXT CHANGE   <<<<<<

-- **************************************************************

--

-- UE Context Setup ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT SETUP REQUEST

--

-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupRequestIEs} },


...

}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID







PRESENCE optional 
}|


{ ID id-SpCell-ID







CRITICALITY reject
TYPE NRCGI










PRESENCE mandatory
}|

{ ID id-ServCellndex






CRITICALITY reject
TYPE ServCellIndex








PRESENCE mandatory
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured







PRESENCE optional
}|

{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation






PRESENCE mandatory}|

{ ID id-Candidate-SpCell-List




CRITICALITY ignore
TYPE Candidate-SpCell-List





PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle









PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-SCell-ToBeSetup-List




CRITICALITY ignore
TYPE SCell-ToBeSetup-List






PRESENCE optional
}|


{ ID id-SRBs-ToBeSetup-List





CRITICALITY reject
TYPE SRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeSetup-List





CRITICALITY reject
TYPE DRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation


PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY ignore
TYPE RRCContainer








PRESENCE optional
}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV








PRESENCE optional
}|

{ ID id-GNB-DU-UL-AMBR






CRITICALITY ignore
TYPE BitRate









PRESENCE optional
},


...

} 

Candidate-SpCell-List::= SEQUENCE (SIZE(1..maxnoofCandidateSpCells)) OF ProtocolIE-SingleContainer { { Candidate-SpCell-ItemIEs} }
SCell-ToBeSetup-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeSetup-ItemIEs} }
SRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetup-ItemIEs} }

DRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetup-ItemIEs} }

>>>>>    NEXT CHANGE   <<<<<<

-- **************************************************************

--

-- UE Context Modification ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-SpCell-ID







CRITICALITY ignore
TYPE NRCGI










PRESENCE optional
}|

{ ID id-ServCellndex






CRITICALITY reject
TYPE ServCellIndex








PRESENCE mandatory
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured







PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle









PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation






PRESENCE optional
}|


{ ID id-TransmissionStopIndicator



CRITICALITY ignore
TYPE TransmissionStopIndicator




PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-RRCRconfigurationCompleteIndicator

CRITICALITY ignore
TYPE RRCRconfigurationCompleteIndicator

PRESENCE optional
}|

{ ID id-RRCContainer






CRITICALITY reject
TYPE RRCContainer








PRESENCE optional
}|


{ ID id-SCell-ToBeSetupMod-List




CRITICALITY ignore
TYPE SCell-ToBeSetupMod-List





PRESENCE optional
}|

{ ID id-SCell-ToBeRemoved-List




CRITICALITY ignore
TYPE SCell-ToBeRemoved-List 





PRESENCE optional }|

{ ID id-SRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE SRBs-ToBeSetupMod-List





PRESENCE optional
}|


{ ID id-DRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE DRBs-ToBeSetupMod-List





PRESENCE optional
}|


{ ID id-DRBs-ToBeModified-List




CRITICALITY reject
TYPE DRBs-ToBeModified-List





PRESENCE optional
}|


{ ID id-SRBs-ToBeReleased-List




CRITICALITY reject
TYPE SRBs-ToBeReleased-List





PRESENCE optional
}|


{ ID id-DRBs-ToBeReleased-List




CRITICALITY reject
TYPE DRBs-ToBeReleased-List





PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest



PRESENCE optional
}|



{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
}|

{ ID id-GNB-DU-UL-AMBR






CRITICALITY ignore
TYPE BitRate










PRESENCE optional
},


...

} 

>>>>>    NEXT CHANGE   <<<<<<

-- ************************************************************** 

-- 

-- PWS FAILURE INDICATION ELEMENTARY PROCEDURE 

-- 

-- ************************************************************** 

-- ************************************************************** 

-- 

-- PWS Failure Indication 

-- 

-- ************************************************************** 

PWSFailureIndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { PWSFailureIndicationIEs} }, 

... 

} 

PWSFailureIndicationIEs F1AP-PROTOCOL-IES ::= { 

{ ID id-PWS-Failed-NR-CGI-List
CRITICALITY reject
TYPE
 PWS-Failed-NR-CGI-List
PRESENCE optional
},

... 

}

PWS-Failed-NR-CGI-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { PWS-Failed-NR-CGI-List-ItemIEs } }

PWS-Failed-NR-CGI-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-PWS-Failed-NR-CGI-Item

CRITICALITY reject
TYPE
PWS-Failed-NR-CGI-Item

PRESENCE mandatory
},


...

}

END
-- **************************************************************

--

-- GNB-DU UE AMBR REPORT
--

-- **************************************************************

GNB-DUUEAMBRReport ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ GNB-DUUEAMBRReport-IEs}},


...

}

GNB-DUUEAMBRReport-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID



PRESENCE mandatory}|


{ ID id-gNB-DU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID



PRESENCE mandatory}|


{ ID id-UL-UE-AMBR-Status



CRITICALITY ignore
TYPE UL-UE-AMBR-Status



PRESENCE mandatory},


...

}

UL-UE-AMBR-Status ::= ENUMERATED {


overflow,


normal,

...

}

>>>>>    NEXT CHANGE   <<<<<<

9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2

id-gNBDUConfigurationUpdate




ProcedureCode ::= 3

id-gNBCUConfigurationUpdate




ProcedureCode ::= 4

id-UEContextSetup






ProcedureCode ::= 5

id-UEContextRelease






ProcedureCode ::= 6

id-UEContextModification




ProcedureCode ::= 7

id-UEContextModificationRequired


ProcedureCode ::= 8

id-UEMobilityCommand





ProcedureCode ::= 9

id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11

id-DLRRCMessageTransfer





ProcedureCode ::= 12

id-ULRRCMessageTransfer





ProcedureCode ::= 13

id-privateMessage






ProcedureCode ::= 14
id-UEInactivityNotification




ProcedureCode ::= 15
id-GNBDUResourceCoordination



ProcedureCode ::= 16
id-SystemInformationDeliveryCommand


ProcedureCode ::= 17

id-Paging








ProcedureCode ::= 18

id-Notify








ProcedureCode ::= 19

id-WriteReplaceWarning





ProcedureCode ::= 20

id-PWSCancel








ProcedureCode ::= 21

id-PWSRestartIndication





ProcedureCode ::= 22

id-PWSFailureIndication





ProcedureCode ::= 23
id-GNBDUUEAMBRReport





ProcedureCode ::= XX
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 32
maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64
maxnoofNrCellBands





INTEGER ::= 32
maxnoofSIBTypes






INTEGER ::= 16

maxnoofPagingCells





INTEGER ::= 512

maxnoofTNLAssociations




INTEGER ::= 32

maxnoofQoSFlows






INTEGER ::= 64

maxnoofSliceItems





INTEGER ::= 1024
maxCellineNB







INTEGER ::= 256
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 3

>>>>>    NEXT CHANGE   <<<<<<

id-Broadcast-To-Be-Cancelled-Item 



ProtocolIE-ID ::= 149

id-Cells-Broadcast-Cancelled-List 



ProtocolIE-ID ::= 150

id-Cells-Broadcast-Cancelled-Item 



ProtocolIE-ID ::= 151

id-NR-CGI-List-For-Restart-List 




ProtocolIE-ID ::= 152

id-NR-CGI-List-For-Restart-Item 




ProtocolIE-ID ::= 153

id-PWS-Failed-NR-CGI-List 





ProtocolIE-ID ::= 154

id-PWS-Failed-NR-CGI-Item 





ProtocolIE-ID ::= 155

id-ConfirmedUEID







ProtocolIE-ID ::= 156

id-Cancel-all-Warning-Messages-Indicator

ProtocolIE-ID ::= 157
id-UL-UE-AMBR-Status







ProtocolIE-ID ::= XXX
id-GNB-DU-UL-AMBR







ProtocolIE-ID ::= YYY
END
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