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1. Introduction
In current NG-AP specification, the GUAMI IE is included in Initial UE Message and Initial UE Context Setup Request message. In this contribution we further clarify and correct the usage of GUAMI over NG interface.
2. Discussion
For NG-AP Initial UE Message, the GUAMI IE is included as an optional IE sent to the AMF. In LTE system, the GUMMEI information may be included in the S1-AP Initial UE Message in case the eNB does not support NNSF and the eNB has received from the radio interface the GUMMEI IE, i.e. those cases include HeNB and RN case.  However, for Rel-15 NR system, the HeNB and RN scenarios are precluded. It seems the GUAMI IE is not needed to be included in the Initial UE Message
Proposal 1: It is proposed to remove the GUAMI IE in the Initial UE Message.
For NG Initial UE Context Setup Request message, the GUAMI IE is included as a mandatory IE sent to the RAN node since one AMF may have many GUAMIs and the RAN node needs to know the GUAMI information which needs to be sent to the target RAN node in case of Xn Handover.
For NG HO case, the NG Handover Request message is the first NG-AP message between the target AMF and the target RAN node, the GUAMI is also needs to be sent to the RAN node in this message.
Proposal 2: GUAMI IE needs to be included in the Handover Request message.
Proposal 3: It’s proposed to agree the corresponding TP for TS 38.413.
3. Text Proposal for TS 38.413 
///////////////////////////////////////////////////////Text Proposal/////////////////////////////////////////////////////////////////////////////
9.2.5
NAS Transport Messages

9.2.5.1
INITIAL UE MESSAGE

This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	O
	
	OCTET STRING
	This IE may need to be refined, including its presence
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	
	
	
	
	
	
	

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	Indicates that a UE context including security information needs to be setup at the NG-RAN.
	YES
	ignore


///////////////////////////////////////////////////////Unchanged omited////////////////////////////////////////////////////////////////////////////
9.2.3.4
HANDOVER REQUEST

This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	RRC Inactive Assistance Information
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	KAMF Change Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU

9.3.3.4
	NAS Container (NASC) as specified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


///////////////////////////////////////////////////////Unchanged omited////////////////////////////////////////////////////////////////////////////
-- **************************************************************

--

-- NAS TRANSPORT ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- INITIAL UE MESSAGE

--

-- **************************************************************

InitialUEMessage ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialUEMessage-IEs} },


...

}

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-RAN-UE-NGAP-ID



CRITICALITY reject
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-NAS-PDU





CRITICALITY reject
TYPE NAS-PDU




PRESENCE mandatory
}|


{ ID id-UserLocationInformation

CRITICALITY reject
TYPE UserLocationInformation
PRESENCE mandatory
}|


{ ID id-RRCEstablishmentCause

CRITICALITY ignore
TYPE RRCEstablishmentCause

PRESENCE optional

}|


{ ID id-FiveG-S-TMSI



CRITICALITY reject
TYPE FiveG-S-TMSI



PRESENCE optional

}|




{ ID id-AMFSetID




CRITICALITY ignore
TYPE AMFSetID




PRESENCE optional

}|

{ ID id-UEContextRequest


CRITICALITY ignore
TYPE UEContextRequest


PRESENCE optional

},


...

}
///////////////////////////////////////////////////////Unchanged omited////////////////////////////////////////////////////////////////////////////
HandoverRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory
}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY reject
TYPE UEAggregateMaximumBitRate




PRESENCE mandatory
}|


{ ID id-RRCInactiveAssistanceInformation

CRITICALITY ignore
TYPE RRCInactiveAssistanceInformation


PRESENCE optional

}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities





PRESENCE mandatory
}|


{ ID id-SecurityContext






CRITICALITY reject
TYPE SecurityContext







PRESENCE mandatory
}|


{ ID id-KamfChangeInd






CRITICALITY reject
TYPE KamfChangeInd








PRESENCE optional

}|

{ ID id-NASC








CRITICALITY reject
TYPE NAS-PDU









PRESENCE optional

}|


{ ID id-PDUSessionResourceSetupListHOReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListHOReq


PRESENCE mandatory
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation







PRESENCE optional

}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV








PRESENCE optional

}|


{ ID id-SourceToTarget-TransparentContainer

CRITICALITY reject
TYPE SourceToTarget-TransparentContainer

PRESENCE mandatory
}|


{ ID id-MobilityRestrictionList




CRITICALITY ignore
TYPE MobilityRestrictionList





PRESENCE optional

}|

{ ID id-LocationReportingRequestType


CRITICALITY ignore
TYPE LocationReportingRequestType



PRESENCE optional

}|


{ ID id-GUAMI








CRITICALITY reject
TYPE GUAMI









PRESENCE mandatory},


...

}

PDUSessionResourceSetupListHOReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSetupItemHOReqIEs} }

PDUSessionResourceSetupItemHOReqIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSetupItemHOReq
 
CRITICALITY reject 
TYPE PDUSessionResourceSetupItemHOReq


PRESENCE mandatory
},


...

}

PDUSessionResourceSetupItemHOReq ::= SEQUENCE {


pDUSessionID



PDUSessionID,


s-NSSAI





S-NSSAI,


handoverRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemHOReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemHOReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

1

