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1
Introduction
This paper discusses and proposes to increase the current value of maxnoofNGConnectionsToReset in NGAP TS 38.413. TP is also provided in the Annex.

2
Discussion

Currently, the value of maxnoofIndividualF1ConnectionsToReset and maxnoofIndividualE1ConnectionsToReset are specified as 65536. This is because of the potential large coverage for NR. However, the value of maxnoofNGConnectionsToReset is specified as 8192. Since this value is based on UE associated logical connection, it should be at least increased until the same value as F1 and E1, i.e. 65536. Otherwise, gNB-CU cannot reset over the NG interface properly.
Proposal 1: Agree to increase the value of maxnoofNGConnectionsToReset up to 65536.

Proposal 2: It is proposed to agree on the TP provided in the Annex for TS 38.413.

3
Conclusions
Proposal 1: Agree to increase the value of maxnoofNGConnectionsToReset up to 65536.

Proposal 2: It is proposed to agree on the TP provided in the Annex for TS 38.413.

Text Proposal to TS 38.413
Beginning of Text Proposal to TS 38.413
9.2.6.11
NG RESET

This message is sent by both the NG-RAN node and the AMF to request that the NG interface, or parts of the NG interface, be reset.

Direction: NG-RAN node ( AMF and AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	CHOICE Reset Type
	M
	
	
	
	YES
	reject

	>NG interface
	
	
	
	
	
	

	>>Reset All
	M
	
	ENUMERATED (Reset all, …)
	
	-
	

	>Part of NG interface
	
	
	
	
	
	

	>>UE-associated Logical NG-Connection List
	
	1
	
	
	-
	

	>>>UE-associated Logical NG-Connection Item
	
	1..<maxnoofNGConnectionsToReset>
	
	
	EACH
	reject

	>>>>AMF UE NGAP ID
	O
	
	9.3.3.1
	
	-
	

	>>>>RAN UE NGAP ID
	O
	
	9.3.3.2
	
	-
	


	Range bound
	Explanation

	maxnoofNGConnectionsToReset
	Maximum no. of UE-associated logical NG-connections allowed to reset in one message. Value is 65536.


9.2.6.12
NG RESET ACKNOWLEDGE

This message is sent by both the NG-RAN node and the AMF as a response to an NG RESET message.

Direction: NG-RAN node ( AMF and AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	UE-associated Logical NG-Connection List
	
	0..1
	
	
	YES
	ignore

	>UE-associated Logical NG-Connection Item
	
	1..<maxnoofNGConnectionsToReset>
	
	
	EACH
	ignore

	>>AMF UE NGAP ID
	O
	
	9.3.3.1
	
	-
	

	>>RAN UE NGAP ID
	O
	
	9.3.3.2
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofNGConnectionsToReset
	Maximum no. of UE-associated logical NG-connections allowed to reset in one message. Value is 65536.


Next Text Proposal to TS 38.413
9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0
id-AMFStatusIndication





ProcedureCode ::= 1
id-CellTrafficTrace






ProcedureCode ::= 2
id-DeactivateTrace






ProcedureCode ::= 3
id-DownlinkNASTransport





ProcedureCode ::= 4
id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5
id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6
id-DownlinkRANStatusTransfer



ProcedureCode ::= 7
id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8
id-ErrorIndication






ProcedureCode ::= 9
id-HandoverCancel






ProcedureCode ::= 10
id-HandoverNotification





ProcedureCode ::= 11
id-HandoverPreparation





ProcedureCode ::= 12
id-HandoverResourceAllocation



ProcedureCode ::= 13
id-InitialContextSetup





ProcedureCode ::= 14
id-InitialUEMessage






ProcedureCode ::= 15
id-LocationReportingControl




ProcedureCode ::= 16
id-LocationReportingFailureIndication

ProcedureCode ::= 17
id-LocationReport






ProcedureCode ::= 18
id-NASNonDeliveryIndication




ProcedureCode ::= 19
id-NGReset








ProcedureCode ::= 20
id-NGSetup








ProcedureCode ::= 21
id-Paging








ProcedureCode ::= 22
id-PathSwitchRequest





ProcedureCode ::= 23
id-PDUSessionResourceModify




ProcedureCode ::= 24
id-PDUSessionResourceModifyIndication

ProcedureCode ::= 25
id-PDUSessionResourceRelease



ProcedureCode ::= 26
id-PDUSessionResourceSetup




ProcedureCode ::= 27
id-PDUSessionResourceNotify




ProcedureCode ::= 28
id-PrivateMessage






ProcedureCode ::= 29
id-PWSCancel







ProcedureCode ::= 30
id-PWSFailureIndication





ProcedureCode ::= 31
id-PWSRestartIndication





ProcedureCode ::= 32
id-RANConfigurationUpdate




ProcedureCode ::= 33
id-RerouteNASRequest





ProcedureCode ::= 34
id-TraceFailureIndication




ProcedureCode ::= 35
id-TraceStart







ProcedureCode ::= 36

id-UECapabilityInfoIndication



ProcedureCode ::= 37
id-UEContextModification




ProcedureCode ::= 38
id-UEContextRelease






ProcedureCode ::= 39
id-UEContextReleaseRequest




ProcedureCode ::= 40

id-UERadioCapabilityCheck




ProcedureCode ::= 41
id-UETNLABindingRelease





ProcedureCode ::= 42
id-UplinkNASTransport





ProcedureCode ::= 43
id-UplinkNonUEAssociatedNRPPaTransport

ProcedureCode ::= 44
id-UplinkRANConfigurationTransfer


ProcedureCode ::= 45
id-UplinkRANStatusTransfer




ProcedureCode ::= 46
id-UplinkUEAssociatedNRPPaTransport


ProcedureCode ::= 47
id-WriteReplaceWarning





ProcedureCode ::= 48
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16

maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12

maxnoofCellIDforWarning



INTEGER ::= 65535

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256

maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16

maxnoofE-RABs





INTEGER ::= 256

maxnoofErrors





INTEGER ::= 256

maxnoofForbTACs





INTEGER ::= 4096

maxnoofMultiConnectivities


INTEGER ::= 8

maxnoofNGConnectionsToReset


INTEGER ::= 65536

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64

maxnoofServedGUAMIs




INTEGER ::= 256

maxnoofSliceItems




INTEGER ::= 1024

maxnoofTACs






INTEGER ::= 256

maxnoofTAIs






INTEGER ::= 16

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535

maxnoofTNLAssociations



INTEGER ::= 32

maxnoofXnExtTLAs




INTEGER ::= 2

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 16
End of Text Proposal to TS 38.413

