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1   Introduction
Following the discussion of Session-AMBR for NGAP signalling in [1], the DL session-AMBR and UL session should be signalled respectively over the XnAP. Thus we have the following proposal.     
Proposal 1: The downlink PDU Session AMBR and uplink PDU Session AMBR are separately provided by the AMF.  

  The corresponding TP to 38.423 v0.9.0 is given in the Annex. 

[1] R3-183861. (TP for NR BL CR for TS 38.413): Separation of DL and UL PDU Session AMBR. Huawei.

2   Annex – TP to 38.423
--------------------------------------------------Change Start---------------------------------------------
9.2.1.1
PDU Session Resources To Be Setup List

This IE contains PDU session resource related information used at UE context transfer between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Setup Item IEs
	
	1 ..  <maxnoof PDU sessions >
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>DL PDU Session Aggregate Maximum Bit Rate
	M
	
	Bit Rate
9.2.3.4
	DL aggregated maximum bit rate across non-GBR QoS Flows of the PDU session.
	–
	

	>>UL PDU Session Aggregate Maximum Bit Rate
	M
	
	Bit Rate

9.2.3.4
	UL aggregated maximum bit rate across non-GBR QoS Flows of the PDU session.
	–
	

	>>UL NG-U UP TNL Information at UPF 
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	>>Security Indication
	O
	
	9.2.3.52
	 
	–
	

	>>PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>DL data Forwarding
	O
	
	9.2.3.34
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	–
	

	>>Source DRB to QoS Flow Mapping List
	O
	
	DRB to QoS Flow Mapping List 

9.2.1.15
	
	–
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


--------------------------------------------------Next Change---------------------------------------------
PDUSessionResourcesToBeSetup-Item ::= SEQUENCE {


pduSessionId




PDUSession-ID,


s-NSSAI






S-NSSAI,

dLpduSessionAMBR




BitRate, 

uLpduSessionAMBR




BitRate, 

uL-NG-U-TNLatUPF



UPTransportLayerInformation,

securityIndication



SecurityIndication
















OPTIONAL,


pduSessionType




PDUSessionType,


qosFlowsToBeSetup-List


QoSFlowsToBeSetup-List,


sourceDRBtoQoSFlowMapping

DRBToQoSFlowMapping-List














OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {PDUSessionResourcesToBeSetup-Item-ExtIEs} } 
OPTIONAL,


...

}

PDUSessionResourcesToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
--------------------------------------------------Change End---------------------------------------------
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