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1 Introduction

In this paper, the SRB modification is discussed for the UE context modification procedure.  

2 Discussion 
In last meeting, the Duplication Indication IE is defined as optional IE when setting up SRB. However, in some cases, the SRB is set up without configuring duplication. After that, the SRB may be reconfigured to enable duplication. In this sense, it should be allowed to modify the configured SRB to support duplication. To solve this problem, we can have two options:

· Option 1: to clarify that when receiving SRB to Be Setup List, the gNB-DU shall replace any previously received value.

· Option 2: add SRB to be Modified List in the UE Context Modification request message
Proposal: RAN3 decides which option is used to allow modifying SRBs during the UE context modification procedure.  

3 Conclusions
In this contribution, we discussed SRB modification, and propose that

Proposal: RAN3 decides which option is used to allow modifying SRBs during the UE context modification procedure.  

The corresponding stage 3 TPs for both options are given below.  
References

[1] 
TP for 38.473 v15.2.0 (TP based on option 1)

---- 1st change ----

8.3.4
UE Context Modification (gNB-CU initiated)
8.3.4.1
General
The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation

The F1AP UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.

If the SpCell ID IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall replace any previously received value and regard it as a reconfiguration with sync as defined in TS 38.331[8]. If the SpCell UL Configured IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure UL for the indicated SpCell accordingly.
If the SCell To Be Setup List IE or SCell To Be Removed List IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If the SCell To Be Setup List IE is included in the UE CONTEXT MODIFICATION REQUEST message and the indicated SCell(s) are already setup, the gNB-DU shall replace any previously received value. If the SCell UL Configured IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure UL for the indicated SCell accordingly.
If the DRX Cycle IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall use the provided value from the gNB-CU.

If the SRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4], and replace any previously received value. If Duplication Indication IE is contained in the SRB To Be Setup List IE, the gNB-DU shall setup two RLC entities for the indicated SRB and feedback the LCID for the primary path in the UE CONTEXT SETUP RESPONSE message.
If the DRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4].
If two UL UP TNL Information IEs are included in UE CONTEXT MODIFICATION REQUEST message for a DRB, gNB-DU shall include two DL UP TNL Information IEs in UE CONTEXT MODIFICATION RESPONSE message. gNB-CU and gNB-DU use the UL UP TNL Information IEs and DL UP TNL Information IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2].
If Duplication Activation IE is included in the UE CONTEXT MODIFICATION REQUEST message for a DRB, gNB-DU should take it into account when activing/deactiving PDCP duplication for the DRB.

If the UL Configuration IE in DRB to Be Setup Item IE or DRB to Be Modified Item IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall take it into account for UL scheduling.  The gNB-CU may include the RRC Reconfiguration Complete Indicator IE in the UE CONTEXT MODIFICATION REQUEST message to inform the gNB-DU that the ongoing reconfiguration procedure has been successfully performed by the UE. The gNB-DU does not need to wait for this confirmation for using the new UE configuration or taking other actions towards the UE. It is up to gNB-DU implementation when to use the new UE configuration configured.
If the UE CONTEXT MODIFICATION REQUEST message contains the RRC-Container IE, the gNB-DU shall send the corresponding RRC message to the UE via SRB1.

If the UE CONTEXT MODIFICATION REQUEST message contains the Transmission Stop Indicator IE, the gNB-DU shall stop data transmission for the UE. It is up to gNB-DU implementation when to stop the UE scheduling.

For EN-DC operation, if the DRB to Be Setup List IE is present in the UE CONTEXT MODIFICATION REQUEST message the gNB-CU shall include the E-UTRAN QoS IE. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-UTRAN QoS IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [3]. For NG-RAN operation, the gNB-CU shall include the DRB Information IE in the UE CONTEXT MODIFICATION REQUEST message.
If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], after completion of UE Context Setup procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MeNB Resource Coordination Information at the gNB acting as secondary node as described in TS 36.423 [9].

For EN-DC operation, and if the Subscriber Profile ID for RAT/Frequency priority IE is received from an MeNB, the UE CONTEXT MODIFICTION REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE. The gNB-DU shall store the received Subscriber Profile ID for RAT/Frequency priority in the UE context and use it as defined in TS 36.300 [20].

If the Index to RAT/Frequency Selection Priority IE is modified at the gNB-CU, the Index to RAT/Frequency Selection Priority IE shall be included in the UE CONTEXT MODIFICATION REQUEST. The gNB-DU may use it for RRM purposes.
Upon reception of the UE Context Modification Request message, the gNB-DU shall perform the modifications, and if successful reports the update in the UE CONTEXT MODIFICATION RESPONSE message. 
The gNB-DU shall report to the gNB-CU, in the UE CONTEXT MODIFICATION RESPONSE message, the result for all the requested or modified DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;

-
A list of DRBs which are successfully modified shall be included in the DRB Modified List IE;

-
A list of DRBs which failed to be modified shall be included in the DRB Failed to be Modified List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE.
When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.
If the Resource Coordination Transfer Container IE is included in the UE CONTEXT MODIFICATION RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].
If the UE CONTEXT MODIFICATION RESPONSE message contains the DU To CU RRC Information IE, the gNB-CU shall take this into account.
If the SCell Failed To Setup List IE is contained in the UE CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall regard the corresponding SCell(s) failed to be established with an appropriate cause value for each SCell failed to setup.
If the Inactivity Monitoring Request IE is contained in the UE CONTEXT MODIFICATION REQUEST message, gNB-DU may consider that the gNB-CU has requested the gNB-DU to perform UE inactivity monitoring. If the Inactivity Monitoring Response IE is contained in the UE CONTEXT MODIFICATION RESPONSE message and set to “Not-supported”, the gNB-CU shall consider that the gNB-DU does not support UE inactivity monitoring for the UE. 
The UE Context Setup Procedure is not used to configure SRB0.
If the Notification Control IE is included in the DRB to Be Setup List IE or the DRB to Be Modified List IE and it is set to active, the gNB-DU shall, if supported, monitor the QoS of the DRB and notify the gNB-CU if the QoS cannot be fulfilled any longer or if the QoS can be fulfilled again. The Notification Control IE can only be applied to GBR bearers.
---  end of 1st change -----

TP for 38.473 v15.2.0 (TP based on option 2)
---- 1st change ----

8.3.4
UE Context Modification (gNB-CU initiated)
8.3.4.1
General
The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation

The F1AP UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.

If the SpCell ID IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall replace any previously received value and regard it as a reconfiguration with sync as defined in TS 38.331[8]. If the SpCell UL Configured IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure UL for the indicated SpCell accordingly.
If the SCell To Be Setup List IE or SCell To Be Removed List IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If the SCell To Be Setup List IE is included in the UE CONTEXT MODIFICATION REQUEST message and the indicated SCell(s) are already setup, the gNB-DU shall replace any previously received value. If the SCell UL Configured IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure UL for the indicated SCell accordingly.
If the DRX Cycle IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall use the provided value from the gNB-CU.

If the SRB To Be Setup List IE or the SRB To Be Modified List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4]. If Duplication Indication IE is contained in the SRB To Be Setup List IE or the SRB To Be Modified List IE, the gNB-DU shall setup two RLC entities for the indicated SRB and feedback the LCID for the primary path in the UE CONTEXT SETUP RESPONSE message.
If the DRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4].
If two UL UP TNL Information IEs are included in UE CONTEXT MODIFICATION REQUEST message for a DRB, gNB-DU shall include two DL UP TNL Information IEs in UE CONTEXT MODIFICATION RESPONSE message. gNB-CU and gNB-DU use the UL UP TNL Information IEs and DL UP TNL Information IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2].
If Duplication Activation IE is included in the UE CONTEXT MODIFICATION REQUEST message for a DRB, gNB-DU should take it into account when activing/deactiving PDCP duplication for the DRB.

If the UL Configuration IE in DRB to Be Setup Item IE or DRB to Be Modified Item IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall take it into account for UL scheduling.  The gNB-CU may include the RRC Reconfiguration Complete Indicator IE in the UE CONTEXT MODIFICATION REQUEST message to inform the gNB-DU that the ongoing reconfiguration procedure has been successfully performed by the UE. The gNB-DU does not need to wait for this confirmation for using the new UE configuration or taking other actions towards the UE. It is up to gNB-DU implementation when to use the new UE configuration configured.
If the UE CONTEXT MODIFICATION REQUEST message contains the RRC-Container IE, the gNB-DU shall send the corresponding RRC message to the UE via SRB1.

If the UE CONTEXT MODIFICATION REQUEST message contains the Transmission Stop Indicator IE, the gNB-DU shall stop data transmission for the UE. It is up to gNB-DU implementation when to stop the UE scheduling.

For EN-DC operation, if the DRB to Be Setup List IE is present in the UE CONTEXT MODIFICATION REQUEST message the gNB-CU shall include the E-UTRAN QoS IE. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-UTRAN QoS IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [3]. For NG-RAN operation, the gNB-CU shall include the DRB Information IE in the UE CONTEXT MODIFICATION REQUEST message.
If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], after completion of UE Context Setup procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION REQUEST message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MeNB Resource Coordination Information at the gNB acting as secondary node as described in TS 36.423 [9].

For EN-DC operation, and if the Subscriber Profile ID for RAT/Frequency priority IE is received from an MeNB, the UE CONTEXT MODIFICTION REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE. The gNB-DU shall store the received Subscriber Profile ID for RAT/Frequency priority in the UE context and use it as defined in TS 36.300 [20].

If the Index to RAT/Frequency Selection Priority IE is modified at the gNB-CU, the Index to RAT/Frequency Selection Priority IE shall be included in the UE CONTEXT MODIFICATION REQUEST. The gNB-DU may use it for RRM purposes.
Upon reception of the UE Context Modification Request message, the gNB-DU shall perform the modifications, and if successful reports the update in the UE CONTEXT MODIFICATION RESPONSE message. 
The gNB-DU shall report to the gNB-CU, in the UE CONTEXT MODIFICATION RESPONSE message, the result for all the requested or modified DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;

-
A list of DRBs which are successfully modified shall be included in the DRB Modified List IE;

-
A list of DRBs which failed to be modified shall be included in the DRB Failed to be Modified List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE.
-
A list of SRBs which failed to be modified shall be included in the SRB Failed to Modified List IE.
When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.
If the Resource Coordination Transfer Container IE is included in the UE CONTEXT MODIFICATION RESPONSE, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9].
If the UE CONTEXT MODIFICATION RESPONSE message contains the DU To CU RRC Information IE, the gNB-CU shall take this into account.
If the SCell Failed To Setup List IE is contained in the UE CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall regard the corresponding SCell(s) failed to be established with an appropriate cause value for each SCell failed to setup.
If the Inactivity Monitoring Request IE is contained in the UE CONTEXT MODIFICATION REQUEST message, gNB-DU may consider that the gNB-CU has requested the gNB-DU to perform UE inactivity monitoring. If the Inactivity Monitoring Response IE is contained in the UE CONTEXT MODIFICATION RESPONSE message and set to “Not-supported”, the gNB-CU shall consider that the gNB-DU does not support UE inactivity monitoring for the UE. 
The UE Context Setup Procedure is not used to configure SRB0.
If the Notification Control IE is included in the DRB to Be Setup List IE or the DRB to Be Modified List IE and it is set to active, the gNB-DU shall, if supported, monitor the QoS of the DRB and notify the gNB-CU if the QoS cannot be fulfilled any longer or if the QoS can be fulfilled again. The Notification Control IE can only be applied to GBR bearers.
---  end of 1st change -----

---- 2nd  change ----
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	YES
	Ignore

	ServCellIndex
	M
	
	INTEGER (0..31)
	
	
	

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information


	O


	
	9.3.1.25
	
	YES
	reject

	Transmission Stop Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.30
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the RRCConnectionReconfiguration message as defined in TS 38.331 [8].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	
	

	>>SCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	
	

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	SRB to Be Modified List
	
	0..1
	
	
	
	

	    >SRB to be Modified Item IEs
	
	1..<maxnoofSRBs>
	
	
	
	

	        >>SRB ID
	M
	
	9.3.1.7
	
	
	

	        >> Duplication Indication
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	YES
	reject

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	
	

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	-

	>>>>Flows Mapped to DRB Item
	
	1 ..  <maxnoofQoSFlows>
	
	
	
	

	>>>>>QoS Flow Indicator
	M
	
	9.3.1.63
	
	
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	
	

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of  UL PDCP duplication
	
	

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	YES
	reject

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	
	

	>>>>DRB QoS
	M
	
	9.3.1.45
	
	
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	
	

	>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	-

	>>>>Flows Mapped to DRB Item
	
	1 ..  <maxnoofQoSFlows>
	
	
	
	

	>>>>>QoS Flow Indicator
	M
	
	9.3.1.63
	
	
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	
	

	>> UL UP TNL Information to be setup List 
	
	0..1
	
	
	
	

	>>> UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>>UL Configuration
	O
	
	UL Configuration 

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	SRB TO Be Released List
	
	0..1
	
	
	
	

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Inactivity Monitoring Request
	O
	
	ENUMERATED (true, …)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.


9.2.2.8
UE CONTEXT MODIFICATION RESPONSE

This message is sent by the gNB-DU to confirm the modification of a UE context.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9].
	YES
	ignore

	DU To CU RRC Information


	O
	
	9.3.1.26
	
	YES
	reject

	DRB Setup List
	
	0..1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>LCID
	O
	
	9.3.1.35
	LCID for primary path if PDCP duplication is applied
	
	

	>>DL UP TNL Information to be setup List
	
	1
	
	
	
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>LCID
	O
	
	9.3.1.35
	LCID for primary path if PDCP duplication is applied
	
	

	>>DL UP TNL Information to be setup List
	
	1
	
	
	
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	SRB Failed to be Setup List
	
	0..1
	
	The List of SRBs which are failed to be established.
	YES
	ignore

	>SRB Failed to be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	SRB Failed to be Modified List
	
	0..1
	
	The List of SRBs which are failed to be modified.
	YES
	ignore

	>SRB Failed to be Modified Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	DRB Failed to be Setup List
	
	0..1
	
	The List of DRBs which are failed to be setup.
	YES
	ignore

	>DRB Failed to be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	DRB Failed to be Modified List
	
	0..1
	
	The List of DRBs which are failed to be modified.
	YES
	ignore

	>DRB Failed to be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	SCell Failed To Setup List
	
	0..1
	
	
	
	

	>SCell Failed to Setup Item
	
	1 .. <maxnoofSCells>
	
	
	
	

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	
	

	>>Cause
	O
	
	9.3.1.2
	
	
	

	Inactivity Monitoring Response
	O
	
	ENUMERATED (Not-supported, …)
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLUPTNLInformation
	Maximum no. of DL UP TNL Information allowed towards one DRB, the maximum value is 2.


---  end of 2nd change -----

---  3rd change -----
-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Cells-Item,

Candidate-SpCell-Item,

Cause,


Cells-Failed-to-be-Activated-List-Item,


Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,

CriticalityDiagnostics, 

C-RNTI,

CUtoDURRCInformation, 

DRB-Activity-Item,

DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,

DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DUtoCURRCInformation,


EUTRANQoS,

ExecuteDuplication,


FullConfiguration,

GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 

GNB-CU-Name,

GNB-DU-Name,


InactivityMonitoringRequest,


InactivityMonitoringResponse,

NotificationControl,

NRCGI,


NRPCI,

Potential-SpCell-Item,

RAT-FrequencyPriorityInformation,

ResourceCoordinationTransferContainer,


RRCContainer,

RRCRconfigurationCompleteIndicator,

SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,

SCell-FailedtoSetup-Item,

SCell-FailedtoSetupMod-Item, 

ServCellIndex,

Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,


SRBID,


SRBs-FailedToBeModified-Item,
SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeModified-Item,

SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


TimeToWait,


TransactionID,


TransmissionStopIndicator,


UE-associatedLogicalF1-ConnectionItem,


DUtoCURRCContainer,


PagingCell-Item, 


SIBtype-List,


UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


ConcurrentWarningMessageIndicator,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

ListofEUTRACellsinGNBDUCoordination,


SpectrumSharingGroupID,


RequestType
FROM F1AP-IEs

PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Active-Cells-Item,


id-Active-Cells-List,

id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,

id-Cause,

id-Cancel-all-Warning-Messages-Indicator,

id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,

id-ConfirmedUEID,

id-CriticalityDiagnostics,

id-C-RNTI,

id-CUtoDURRCInformation,

id-DRB-Activity-Item,


id-DRB-Activity-List,

id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,

id-DRB-Notify-Item,


id-DRB-Notify-List,

id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,

id-ExecuteDuplication,

id-FullConfiguration,

id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,

id-gNB-DU-Name,

id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,

id-oldgNB-DU-UE-F1AP-ID,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,

id-RAT-FrequencyPriorityInformation,

id-ResetType,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,

id-RRCRconfigurationCompleteIndicator,

id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,

id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,

id-ServCellndex,

id-SpCell-ID,

id-SpCellULConfigured,

id-SRBID,
id-SRBs-FailedToBeModified-Item,

id-SRBs-FailedToBeModified-List,

id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,
id-SRBs-ToBeModified-Item,


id-SRBs-ToBeModified-List,

id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionStopIndicator,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,

id-DUtoCURRCContainer,


id-NRCGI,

id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,

id-SIBtype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-ConcurrentWarningMessageIndicator,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,

id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-SpectrumSharingGroupID,


id-ListofEUTRACellsinGNBDUCoordination,


id-Protected-EUTRA-Resources-List,


id-RequestType,

maxCellingNBDU,

maxnoofCandidateSpCells,

maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,

maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB
---  end of 3rd change -----

---  4th change -----
-- **************************************************************

--

-- UE Context Modification ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-SpCell-ID







CRITICALITY ignore
TYPE NRCGI










PRESENCE optional
}|

{ ID id-ServCellndex






CRITICALITY reject
TYPE ServCellIndex








PRESENCE mandatory
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured







PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle









PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation






PRESENCE optional
}|


{ ID id-TransmissionStopIndicator



CRITICALITY ignore
TYPE TransmissionStopIndicator




PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-RRCRconfigurationCompleteIndicator

CRITICALITY ignore
TYPE RRCRconfigurationCompleteIndicator

PRESENCE optional
}|

{ ID id-RRCContainer






CRITICALITY reject
TYPE RRCContainer








PRESENCE optional
}|


{ ID id-SCell-ToBeSetupMod-List




CRITICALITY ignore
TYPE SCell-ToBeSetupMod-List





PRESENCE optional
}|

{ ID id-SCell-ToBeRemoved-List




CRITICALITY ignore
TYPE SCell-ToBeRemoved-List 





PRESENCE optional }|

{ ID id-SRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE SRBs-ToBeSetupMod-List





PRESENCE optional
}|


{ ID id-DRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE DRBs-ToBeSetupMod-List





PRESENCE optional
}|
{ ID id-DRBs-ToBeModified-List




CRITICALITY reject
TYPE DRBs-ToBeModified-List





PRESENCE optional
}|

{ ID id-DRBs-ToBeModified-List




CRITICALITY reject
TYPE DRBs-ToBeModified-List





PRESENCE optional
}|


{ ID id-SRBs-ToBeReleased-List




CRITICALITY reject
TYPE SRBs-ToBeReleased-List





PRESENCE optional
}|


{ ID id-DRBs-ToBeReleased-List




CRITICALITY reject
TYPE DRBs-ToBeReleased-List





PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest



PRESENCE optional
}|



{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
},


...

} 

SCell-ToBeSetupMod-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeSetupMod-ItemIEs} }

SCell-ToBeRemoved-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeRemoved-ItemIEs} }
SRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetupMod-ItemIEs} }
SRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeModified-ItemIEs} }
DRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetupMod-ItemIEs} }

DRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeModified-ItemIEs} }

SRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeReleased-ItemIEs} }

DRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeReleased-ItemIEs} }

SCell-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SCell-ToBeSetupMod-Item


CRITICALITY ignore
TYPE SCell-ToBeSetupMod-Item


PRESENCE mandatory
},


...

}

SCell-ToBeRemoved-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SCell-ToBeRemoved-Item


CRITICALITY ignore
TYPE SCell-ToBeRemoved-Item


PRESENCE mandatory
},


...

}

SRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-ToBeSetupMod-Item

CRITICALITY reject
TYPE SRBs-ToBeSetupMod-Item

PRESENCE mandatory},


...

}
SRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-ToBeModified-Item

CRITICALITY reject
TYPE SRBs-ToBeModified-Item

PRESENCE mandatory},


...

}

DRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-ToBeSetupMod-Item

CRITICALITY reject
TYPE DRBs-ToBeSetupMod-Item

PRESENCE mandatory},


...

}

DRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-ToBeModified-Item

CRITICALITY reject
TYPE DRBs-ToBeModified-Item


PRESENCE mandatory},


...

}
SRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-ToBeReleased-Item
CRITICALITY reject
TYPE SRBs-ToBeReleased-Item

PRESENCE mandatory},


...

}

DRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-ToBeReleased-Item

CRITICALITY reject
TYPE DRBs-ToBeReleased-Item

PRESENCE mandatory},


...

}

-- **************************************************************

--

-- UE CONTEXT MODIFICATION RESPONSE

--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-DUtoCURRCInformation




CRITICALITY reject
TYPE DUtoCURRCInformation






PRESENCE optional}|


{ ID id-DRBs-SetupMod-List





CRITICALITY ignore
TYPE DRBs-SetupMod-List







PRESENCE optional}|


{ ID id-DRBs-Modified-List





CRITICALITY ignore
TYPE DRBs-Modified-List







PRESENCE optional}|


{ ID id-SRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE SRBs-FailedToBeSetupMod-List



PRESENCE optional
}|
{ ID id-SRBs-FailedToBeModified-List


CRITICALITY ignore
TYPE SRBs-FailedToBeModified-List



PRESENCE optional
}|

{ ID id-DRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE DRBs-FailedToBeSetupMod-List



PRESENCE optional
}|


{ ID id-SCell-FailedtoSetupMod-List



CRITICALITY ignore
TYPE SCell-FailedtoSetupMod-List



PRESENCE optional
}|

{ ID id-DRBs-FailedToBeModified-List


CRITICALITY ignore
TYPE DRBs-FailedToBeModified-List



PRESENCE optional
}|

{ ID id-InactivityMonitoringResponse


CRITICALITY reject
TYPE InactivityMonitoringResponse



PRESENCE optional
}|

{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
},


...

}

DRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-SetupMod-ItemIEs} }
DRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Modified-ItemIEs } }

DRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeModified-ItemIEs} }

SRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-FailedToBeSetupMod-ItemIEs} }
SRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-FailedToBeModified-ItemIEs} }
DRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeSetupMod-ItemIEs} }
SCell-FailedtoSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-FailedtoSetupMod-ItemIEs} }
DRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-SetupMod-Item

CRITICALITY ignore

TYPE DRBs-SetupMod-Item

PRESENCE mandatory},


...

}

DRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-Modified-Item


CRITICALITY ignore
TYPE DRBs-Modified-Item

PRESENCE mandatory},


...

}

SRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-FailedToBeSetupMod-Item

CRITICALITY ignore
TYPE SRBs-FailedToBeSetupMod-Item

PRESENCE mandatory},


...

}

SRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-FailedToBeModifiefd-Item

CRITICALITY ignore
TYPE SRBs-FailedToBeModified-Item

PRESENCE mandatory},


...

}

DRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-FailedToBeSetupMod-Item

CRITICALITY ignore
TYPE DRBs-FailedToBeSetupMod-Item

PRESENCE mandatory},


...

}

DRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-FailedToBeModified-Item

CRITICALITY ignore
TYPE DRBs-FailedToBeModified-Item

PRESENCE mandatory},


...

}

SCell-FailedtoSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SCell-FailedtoSetupMod-Item


CRITICALITY ignore
TYPE SCell-FailedtoSetupMod-Item


PRESENCE mandatory},


...

}
---  end of 4th change -----

---  5th change -----
-- S

SCell-FailedtoSetup-Item
::= SEQUENCE {


sCell-ID


NRCGI
, 


cause

Cause


OPTIONAL ,


iE-Extensions
ProtocolExtensionContainer { { SCell-FailedtoSetup-ItemExtIEs } }
OPTIONAL,


...

}

SCell-FailedtoSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SCell-FailedtoSetupMod-Item
::= SEQUENCE {


sCell-ID


NRCGI
, 

    cause

Cause


OPTIONAL ,


iE-Extensions
ProtocolExtensionContainer { { SCell-FailedtoSetupMod-ItemExtIEs } }
OPTIONAL,


...

}

SCell-FailedtoSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SCell-ToBeRemoved-Item
::= SEQUENCE {


sCell-ID


NRCGI
, 


iE-Extensions
ProtocolExtensionContainer { { SCell-ToBeRemoved-ItemExtIEs } }
OPTIONAL,


...

}

SCell-ToBeRemoved-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
SCell-ToBeSetup-Item ::= SEQUENCE {


sCell-ID


NRCGI
,

sCellIndex


SCellIndex, 


sCellULConfigured

CellULConfigured 
OPTIONAL,

iE-Extensions
ProtocolExtensionContainer { { SCell-ToBeSetup-ItemExtIEs } }
OPTIONAL,


...

}

SCell-ToBeSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SCell-ToBeSetupMod-Item
::= SEQUENCE {


sCell-ID


NRCGI
, 

sCellIndex


SCellIndex,

sCellULConfigured

CellULConfigured 
OPTIONAL,

iE-Extensions
ProtocolExtensionContainer { { SCell-ToBeSetupMod-ItemExtIEs } }
OPTIONAL,


...

}

SCell-ToBeSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SCellIndex ::=INTEGER (1..31, ...)
CG-ConfigInfo ::= OCTET STRING

ServCellIndex ::= INTEGER (0..31, ...)
Served-Cell-Information ::= SEQUENCE {


nRCGI






NRCGI,


nRPCI






NRPCI,


fiveGS-TAC






FiveGS-TAC,

configured-EPS-TAC



Configured-EPS-TAC 

OPTIONAL,

servedPLMNs




BroadcastPLMNs-List,


nR-Mode-Info




NR-Mode-Info, 

measurementTimingConfiguration
OCTET STRING,

iE-Extensions

ProtocolExtensionContainer { {Served-Cell-Information-ExtIEs} } OPTIONAL,


...

}

Served-Cell-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {

{
ID id-RANAC

CRITICALITY ignore EXTENSION RANAC

PRESENCE optional},

...

}

Served-Cells-To-Add-Item ::= SEQUENCE {


served-Cell-Information

Served-Cell-Information,


gNB-DU-System-Information
GNB-DU-System-Information
 OPTIONAL, 


iE-Extensions



ProtocolExtensionContainer { { Served-Cells-To-Add-ItemExtIEs} }
OPTIONAL,


...

}

Served-Cells-To-Add-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

Served-Cells-To-Delete-Item ::= SEQUENCE {


oldNRCGI




NRCGI
,


iE-Extensions



ProtocolExtensionContainer { { Served-Cells-To-Delete-ItemExtIEs } }
OPTIONAL,


...

}

Served-Cells-To-Delete-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

Served-Cells-To-Modify-Item ::= SEQUENCE {


oldNRCGI




NRCGI






,


served-Cell-Information

Served-Cell-Information

,


gNB-DU-System-Information
GNB-DU-System-Information 
OPTIONAL
,


iE-Extensions



ProtocolExtensionContainer { { Served-Cells-To-Modify-ItemExtIEs } }
OPTIONAL,


...

}

Served-Cells-To-Modify-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

Served-EUTRA-Cells-Information::= SEQUENCE {


eUTRA-Mode-Info





EUTRA-Mode-Info,


protectedEUTRAResourceIndication

ProtectedEUTRAResourceIndication,


iE-Extensions





ProtocolExtensionContainer { {Served-EUTRA-Cell-Information-ExtIEs} } OPTIONAL,


...

}

Served-EUTRA-Cell-Information-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
ShortDRXCycleLength ::=  ENUMERATED {ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32, ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ...}

ShortDRXCycleTimer ::= INTEGER (1..16)

SIB1-message ::= OCTET STRING

SIBtype ::= ENUMERATED {


sibtype2,sibtype3, sibtype4, sibtype5, sibtype6, sibtype7, sibtype8, sibtype9,


...

}

SIBtype-List ::= SEQUENCE (SIZE(1.. maxnoofSIBTypes)) OF SIBtype-Item

SIBtype-Item ::= SEQUENCE {


sIBtype

SIBtype
,


iE-Extensions
ProtocolExtensionContainer { { SIBtype-ItemExtIEs } }
OPTIONAL

}

SIBtype-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SliceSupportList ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SliceSupportItem

SliceSupportItem ::= SEQUENCE {


sNSSAI
SNSSAI,


iE-Extensions



ProtocolExtensionContainer { { SliceSupportItem-ExtIEs } }
OPTIONAL

}

SliceSupportItem-ExtIEs
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SNSSAI ::= SEQUENCE {


sST


OCTET STRING (SIZE(1)),


sD


OCTET STRING (SIZE(3)) 
OPTIONAL
,


iE-Extensions



ProtocolExtensionContainer { { SNSSAI-ExtIEs } }
OPTIONAL

}

SNSSAI-ExtIEs
F1AP-PROTOCOL-EXTENSION ::= {


...

}
SpectrumSharingGroupID ::= INTEGER (1..maxCellineNB)
SRBID ::= INTEGER (0..3, ...)
SRBs-FailedToBeModified-Item
::= SEQUENCE {


sRBID

SRBID
,


cause

Cause
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { SRBs-FailedToBeModified-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-FailedToBeModified-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SRBs-FailedToBeSetup-Item
::= SEQUENCE {


sRBID

SRBID
,


cause

Cause
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { SRBs-FailedToBeSetup-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-FailedToBeSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SRBs-FailedToBeSetupMod-Item
::= SEQUENCE {


sRBID

SRBID

,


cause

Cause

OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { SRBs-FailedToBeSetupMod-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-FailedToBeSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SRBs-Required-ToBeReleased-Item
::= SEQUENCE {


sRBID
SRBID,


iE-Extensions
ProtocolExtensionContainer { { SRBs-Required-ToBeReleased-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-Required-ToBeReleased-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
SRBs-ToBeModified-Item ::= SEQUENCE {


sRBID
 SRBID
,

duplicationIndication
DuplicationIndication
OPTIONAL,

iE-Extensions
ProtocolExtensionContainer { { SRBs-ToBeModified-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-ToBeModified-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SRBs-ToBeReleased-Item
::= SEQUENCE {


sRBID

SRBID,


iE-Extensions
ProtocolExtensionContainer { { SRBs-ToBeReleased-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-ToBeReleased-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SRBs-ToBeSetup-Item ::= SEQUENCE {


sRBID
 SRBID
,

duplicationIndication
DuplicationIndication
OPTIONAL,

iE-Extensions
ProtocolExtensionContainer { { SRBs-ToBeSetup-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-ToBeSetup-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SRBs-ToBeSetupMod-Item
::= SEQUENCE {


sRBID
SRBID,

duplicationIndication
DuplicationIndication
OPTIONAL,

iE-Extensions
ProtocolExtensionContainer { { SRBs-ToBeSetupMod-ItemExtIEs } }
OPTIONAL,


...

}

SRBs-ToBeSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
---  end of 5th change -----

