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	Reason for change:
	1.Unnecessary description

In interaction with the MeNB initiated SgNB Modification Preparation procedure, there is following descritpion “be prepared to receive the SGNB MODIFICATION REFUSE message from the MeNB and;”.
However, considering “regard the SgNB initiated SgNB Modification Procedure as being failed” ,SGNB MODIFICATION REFUSE is not required to be transferred as it is already considered as failed.

(Furthermore, SgNB may wait forever if SGNB MODIFICATION REFUSE message is not transferred or lost as  SgNB already stops the timer; “stop the TDCoverall, which was started to supervise the SgNB initiated SgNB Modification procedure”)

2. Wrong reference.

MeNB initiated SgNB Modification Preparation procedure is in section 8.7.6 not (8.7.4).

	
	

	Summary of change:
	-For 1, remove “be prepared to receive the SGNB MODIFICATION REFUSE message from the MeNB and;”
-For2, correct reference to 8.7.6.

	
	

	Consequences if not approved:
	For 1:

-Unnecessary signalling will be performed.
-SgNB may wait forever if SGNB MODIFICATION REFUSE message is not transferred or lost
For 2:

-Wrong Reference will be kept.

	
	

	Clauses affected:
	8.7.7.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	


---------------------------------------Unchanged sections are omitted---------------------------------------

8.7.7.4
Abnormal Conditions

If the timer TDCoverall expires before the en-gNB has received the SGNB MODIFICATION CONFIRM or the SGNB MODIFICATION REFUSE message, the en-gNB shall regard the requested modification as failed and may take further actions like triggering the SgNB initiated SgNB Release procedure to release all en-gNB resources allocated for the UE.

If the value received in the E-RAB ID IE of any of the E-RABs To Be Released Items IE is not known at the MeNB, the MeNB shall regard the procedure as failed and may take appropriate actions like triggering the MeNB initiated SgNB Release procedure.
If the en-gNB does not receives for an E-RAB for which the PDCP entiy is allocated at the MeNB the Secondary MeNB UL GTP TEID at PDCP IE to the en-gNB in the SGNB MODIFICATION CONFIRM message although the Secondary SgNB DL GTP TEID at SCG IE was provided to the MeNB in the SGNB MODIFICATION REQUIRED message, it shall assume the setup of the secondary X2-U bearer as being failed.
Interaction with the MeNB initiated SgNB Modification Preparation procedure:

If the en-gNB, after having initiated the SgNB initiated SgNB Modification procedure, receives the SGNB MODIFICATION REQUEST message including other IEs than an applicable SgNB Security Key IE and/or applicable forwarding addresses, the en-gNB shall 

-
regard the SgNB initiated SgNB Modification Procedure as being failed;

-
stop the TDCoverall, which was started to supervise the SgNB initiated SgNB Modification procedure;


-
continue with the MeNB initiated SgNB Modification Preparation procedure as specified in section 8.7.6.

Interaction with the MeNB initiated handover procedure:

If the MeNB, after having initiated the handover procedure, receives the SGNB MODIFICATION REQUIRED message, the MeNB shall refuse the SgNB modification procedure with an appropriate cause value in the Cause IE.
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