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1   Introduction
In TR 38.463 [1], bearer context setup/modification procedure and the IE for E1AP is described for CP-UP architecture. However, it does not describe the DL UP Transport Parameters for SCG/SCG split bearer. In this paper, the DL UP Transport Parameters is further discussed based on the identified problem.
2   Discussion
For secondary node addition/modification, there’re three types of bearers related with SgNB, i.e., MCG split bearer, SCG bearer and SCG split bearer. Based on CP-UP architecture, MCG split bearer has no impact on E1 interface between CP-UP of the SN, here, we give the detailed UP tunnels setup procedure for SCG split bearer and SCG split bearer as follows:
SCG bearer

Regarding SCG bearer, MN will send SCG bearer related info (i.e., DRB ID, QoS info, S1/NG UL GTP Tunnel Endpoint etc.), which will be forwarded to CU-UP by CU-CP of the SN over E1 interface. Besides, CU-CP will also provide F1 DL GTP Tunnel Endpoint of DU to the CU-UP after interacted with DU. CU-UP will respond with S1/NG DL GTP Tunnel Endpoint and F1 UL GTP Tunnel Endpoint. Then CU-UP is able to setup UP tunnels towards the core network and DU and the gNB-CP-UP and gNB-DU. 

SCG split bearer

Regarding SCG split bearer, MN will provide both S1/NG UL GTP Tunnel Endpoint and X2/Xn DL GTP Tunnel Endpoint to the SN, which will be forwarded to CU-UP by CU-CP of the SN over E1 interface. Besides, CU-CP will also provide F1 DL GTP Tunnel Endpoint of DU to the CU-UP after interacted with DU. CU-UP will respond with S1/NG DL GTP Tunnel Endpoint, X2/Xn UL GTP Tunnel Endpoint and F1 UL GTP Tunnel Endpoint. Then CU-UP is able to setup UP Tunnels towards the core network and DU, the gNB-CP-UP and gNB-DU and the gNB-CP-UP and MN.

As captured in TR 38.463 [1], gNB-CU-CP has provided S1 UL UP transport layer information via BEARER CONTEXT SETUP/MODIFICATION REQUEST message, therefore, based on the discussed above, the DL UP transport parameters should also be provided by gNB-CU-CP to gNB-CU-UP for SCG split bearer and SCG bearer respectively, e.g. the X2/Xn DL GTP TEID or F1-DL GTP TEID.
Proposal1 

For dual connectivity (EN-DC/NG-RAN), it is proposed that the X2-U/Xn-U or F1-U DL UP transport parameters should be provided by CU-CP via BEARER CONTEXT SETUP/MODIFICATION REQUEST message.

For SA in CP-UP architecture, during bearer context setup/modification procedure, gNB-CU-CP will provide F1 DL GTP Tunnel Endpoint of gNB-DU to the gNB-CU-UP after perform setup bearers with gNB-DU as described in 38.401[2], then CU-UP is able to setup UP Tunnels towards the gNB-CP-UP and gNB-DU. Therefore, the F1-U DL UP transport parameters should be provided by gNB-CU-CP to gNB-CU-UP via BEARER CONTEXT MODIFICATION REQUEST message. 
Proposal2 

For SA, it is proposed that the F1-U DL UP transport parameters should be provided by CU-CP via BEARER CONTEXT MODIFICATION REQUEST message.

3   Conclusion
Based on the discussion, we have the following proposal:
Proposal1 

For dual connectivity (EN-DC/NG-RAN), it is proposed that the DL UP transport parameters should be provided by CU-CP via BEARER CONTEXT SETUP/MODIFICATION REQUEST message.

Proposal2 

For NG-RAN, it is proposed that the F1-U DL UP transport parameters should be provided by CU-CP via BEARER CONTEXT MODIFICATION REQUEST message.

It is also proposed to capture the text proposal in section 5.
4   Reference
[1] 38.463 v0.3.0
[2] 38.401 v15.2.0
5   Text Proposal to TS 38.463
Start of the first change
9.2.2.1
BEARER CONTEXT SETUP REQUEST

This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP ( gNB-CU-UP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	Security Information
	M
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	M
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Transport Layer Information 
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>> DL UP Transport Parameters
	M
	
	UP Parameters 

9.3.1.13
	
	-
	-

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	M
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	M
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	M
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource Aggregate Maximum Bit Rate
	O
	
	9.3.1.20
	
	-
	-

	>>>>NG UP UL Transport Layer Information
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.6
	
	-
	-

	
	
	
	
	
	
	

	>>>>DRB To Setup List
	
	1
	
	
	YES
	reject

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>>>Flow Mapping Information 
	M
	
	QoS Flow QoS Parameters List

9.3.1.25
	
	-
	-

	>>>>>> DL UP Transport Parameters
	O
	
	UP Parameters 

9.3.1.13
	
	
	

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.


9.2.2.4
BEARER CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 

Direction: gNB-CU-CP ( gNB-CU-UP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Security Information
	O
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates to Suspend or Resume the Bearer Context
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	M
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Trasnport Layer Information
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>> DL UP Transport Parameters
	M
	
	UP Parameters 

9.3.1.13
	
	
	

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry
	-
	-

	>>DRB To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	O
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	O
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Parameters
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>> DL UP Transport Parameters
	O
	
	UP Parameters 

9.3.1.13
	
	
	

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	
	-
	-

	>>>>PDCP Count Request
	O
	
	ENUMERATED (requested, …)
	The gNB-CU-CP requests the gNB-CU-UP to provide the PDCP Count in the response message.
	-
	-

	>>>>PDCP UL Count
	O
	
	PDCP Count

9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>PDCP DL Count
	O
	
	PDCP Count 

9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>DL UP Parameters 
	O
	
	9.3.1.13
	
	-
	-

	>>>>Cell Group To Add
	O
	
	9.3.1.11
	
	-
	-

	>>>>Cell Group To Modify 
	O
	
	9.3.1.11
	
	-
	-

	>>>>Cell Group To Remove 
	O
	
	9.3.1.11
	
	-
	-

	>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	M
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	M
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	M
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource Aggregate Maximum Bit Rate
	M
	
	9.3.1.20
	
	-
	-

	>>>>NG UP UL Transport Layer Information
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	
	-
	-

	
	
	
	
	
	
	

	>>>>DRB To Setup List
	
	1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	9.3.1.39
	 9.3.1.xx24
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>>>Flow Mapping Information 
	M
	
	QoS Flow QoS Parameters List

9.3.1.25
	
	-
	-

	>>>>>> DL UP Transport Parameters
	O
	
	UP Parameters 

9.3.1.13
	
	
	

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	
	-
	-

	>>PDU Session Resource To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	O
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	O
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	O
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource Aggregate Maximum Bit Rate
	O
	
	9.3.1.20
	
	-
	-

	>>>>NG UP UL Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	
	-
	-

	>>>>DRB To Setup List
	
	0..1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	9.3.xx1
	
	-
	-

	>>>>>>SDAP Configuration
	M
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	M
	
	QoS Flow QoS Parameters List

9.3.1.25
	
	-
	-

	>>>>>> DL UP Transport Parameters
	O
	
	UP Parameters 

9.3.1.13
	
	
	

	>>>>>>DRB Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	
	-
	-

	>>>>DRB To Modify List
	
	0.. 1
	
	
	
	

	>>>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>>>SDAP Configuration
	O
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration 
	O
	
	9.3.1.38
	
	-
	-

	>>>>>> DL UP Transport Parameters
	O
	
	UP Parameters 

9.3.1.13
	
	
	

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	Overrides previous information.
	-
	-

	>>>>>>PDCP Count Request
	O
	
	ENUMERATED (requested, …)
	The gNB-CU-CP requests the gNB-CU-UP to provide the PDCP Count in the response message.
	-
	-

	>>>>>>PDCP UL Count
	O
	
	PDCP Count

9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>>>PDCP DL Count
	O
	
	PDCP Count 

9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>>>DL UP Parameters
	O
	
	9.3.1.13
	
	-
	-

	>>>>>>Cell Group To Add
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Modify 
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Remove 
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	O
	
	QoS Flow QoS Parameters List

9.3.1.25
	Overrides previous mapping information. 
	-
	-

	>>>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	
	
	-
	-

	>>PDU Session Resource To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Remove Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	
	
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.


Start of the next change
9.4.5
Information Element Definitions
<unchanged text omitted>
DRB-To-Setup-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Setup-Item-EUTRAN

DRB-To-Setup-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


pDCP-Configuration





PDCP-Configuration,


eUTRAN-QoS







EUTRAN-QoS,


s1-UL-UP-TNL-Information



    UP-TNL-Information,
    dL-UP-Transport-Parameters



UP-Parameters,

data-Forwarding-Information-Request

Data-Forwarding-Information-Request

OPTIONAL,


cell-Group-Information




Cell-Group-Information,


iE-Extensions






ProtocolExtensionContainer { { DRB-To-Setup-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

<unchanged text omitted>
<unchanged text omitted>
DRB-To-Modify-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-To-Modify-Item-EUTRAN

DRB-To-Modify-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID,


pDCP-Configuration





PDCP-Configuration





OPTIONAL,



eUTRAN-QoS







EUTRAN-QoS







OPTIONAL,


s1-UL-UP-TNL-Information



UP-TNL-Information





OPTIONAL,

dL-UP-Transport-Parameters



UP-Parameters





OPTIONAL,

data-Forwarding-Information-Request

Data-Forwarding-Information-Request

OPTIONAL,


pDCP-Count-Request





PDCP-Count-Request





OPTIONAL,


pDCP-UL-Count






PDCP-Count







OPTIONAL,


pDCP-DL-Count






PDCP-Count







OPTIONAL,


dL-UP-Parameters





UP-Parameters






OPTIONAL,


cell-Group-To-Add





Cell-Group-Information




OPTIONAL,


cell-Group-To-Modify




Cell-Group-Information




OPTIONAL,


cell-Group-To-Remove




Cell-Group-Information




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-To-Modify-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

<unchanged text omitted>
End of the next change
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