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8.7.13
Secondary RAT Data Usage Report

8.7.13.1
General

This procedure is initiated by the en-gNB to report secondary RAT data volume for SN terminated bearer.

The procedure uses UE-associated signalling.

8.7.13.2
Successful Operation


[image: image1.emf]MeNB en-gNB

SECONDARY RAT DATA USAGE REPORT


Figure 8.7.13.2-1: Secondary RAT Data Usage Report procedure, successful operation.

The en-gNB initiates the procedure by sending the SECONDARY RAT DATA USAGE REPORT message to the MeNB.
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9.2.120
Secondary RAT Usage Report List

This IE provides information on the NR resources used with EN-DC. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Secondary RAT usage report Item
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	ignore

	>E-RAB ID
	M
	
	9.2.23
	
	-
	-

	>Secondary RAT Type
	M
	
	ENUMERATED (nR, …)
	
	-
	-

	>E-RAB Usage Report List
	
	1
	
	
	-
	-

	>>E-RAB Usage Report Item
	
	1.. <maxnoof time periods>
	
	
	EACH
	ignore

	>>>Start timestamp
	M
	
	OCTET STRING (SIZE(4))
	encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [35]. It indicates the UTC time when the recording of the Secondary RAT Data Volume was started.
	-
	-

	>>>End timestamp
	M
	
	OCTET STRING (SIZE(4))
	encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [35]. It indicates the UTC time when the recording of the Secondary RAT Data Volume was ended.
	-
	-

	>>>Usage count UL
	M
	
	INTEGER (0..264-1)
	The unit is: octets.
This IE indicates the data volume counted by the en-gNB in bytes of UL PDCP SDUs.
	-
	-

	>>>Usage count DL
	M
	
	INTEGER (0..264-1)
	The unit is: octets.
This IE indicates the data volume counted by the en-gNB in bytes of PDCP SDUs successfully delivered to the UE for the bearer using RLC AM or transmitted to the UE for the bearer using RLC UM.
	-
	-


	Range bound
	Explanation

	maxnoofbearers
	Maximum no. of E-RABs. Value is 256.

	maxnoof time periods
	Maximum no. of time reporting periods. Value is 2.
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