3GPP TSG-RAN3 Meeting #AH-1807
R3-184301
Montreal, Canada, 2 - 6 July 2018
Title: 
(TP for NR BL CR for TS 38.463): on correction of duplication on E1 interface 
Source: 
Huawei
Agenda item:
31.3.1.11
Document for:
Other
1   Introduction
This TP tries to reflect the following agreements:
Proposal 1: For each DRB that is configured with CA based PDCP duplication, the CU-UP provides two F1 UL TEIDs for one Cell Group.
2   Annex – TP
<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.3.2
Bearer Context Modification (gNB-CU-CP initiated) 

8.3.2.1
General

The purpose of the Bearer Context Modification procedure is to allow the gNB-CU-CP to modify a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.
8.3.2.2
Successful Operation
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Figure 8.3.2.2-1: Bearer Context Modification procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT MODIFICATION REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to modify the bearer context, it replies to the gNB-CU-CP with the BEARER CONTEXT MODIFICATION RESPONSE message.
For each request DRB, if the PDCP Duplication IE is included in the PDCP Configuration IE contained in the BEARER CONTEXT MODIFICATION REQUEST message, and one cell group is included in Cell Group Information IE, then the gNB-CU-UP shall include two UP Transport Layer Information IEs in the BEARER CONTEXT MODIFICATION RESPONSE message to support packet duplication for intra-gNB-DU CA.
<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
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