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1.1.1 Uplink SignallingTransfer

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




UC-ID
M




SAI
M




C-RNTI
M




S-RNTI
M




D-RNTI
O




L3 Information
M




CN PS Domain Identifier
O




CN CS Domain Identifier
O




URA ID
M




Multiple URAs Indicator
M




RNCs with Cells in the Accessed URA

0 .. <MaxRNCinURA> -1



   RNC-Id
M




Range bound
Explanation

MaxRNCinURA
Maximum number of RNC in one URA 

1.2 Information element definitions

1.2.1.1 C-RNTI

C-RNTI (Cell RNTI) is the UE identifier in the CRNC to be used over the radio interface. It is unique in the cell.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

C-RNTI


INTEGER(0..65535)


1.2.1.2 L3 Information

This parameter contains the Layer 3 Information from a Uu message as received from the UE over the Uu interface or the Layer 3 Information for a Uu message to be sent to a UE by the CRNC, as defined in Ref: [25.331].

IE/Group Name
Presence
Range
IE type and reference
Semantics description

L3 Information


Bit String
Contents defined in UMTS 25.331

1.2.1.3 RANAP Relocation Information

This parameter is transparent to the RNSAP. The parameter contains information for the Relocation procedure as defined in [Error! Reference source not found.].

IE/Group Name
Presence
Range
IE type and reference
Semantics description

RANAP Relocation Information


Bit String
Contents defined in UMTS 25.413

1.2.1.4 Multiple URAs Indicator

The Multiple URAs Indicator indicates whether the accessed cell has multiple URAs. 

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Multiple URAs Indicator


Enumerated (Multiple URA s exist, Single URA Exists)


1.2.1.5 URA ID

IE/Group Name
Presence
Range
IE type and reference
Semantics description

URA ID


INTEGER (0..65 535)


1.2.1.6 RNC-Id

This is the identifier of one RNC in UTRAN. 

IE/Group Name
Presence
Range
IE type and reference
Semantics description

     RNC id


INTEGER (0..4095)


