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1. Introduction

This contribution gives the NABP ASN.1 description for the PDU definition. It is based on the 25.433 NBAP version 1.4.2.

Note that the format is base on the templete from Siemens sent in the RAN-WG3 e-mail refelctor.

2. Proposal

It is proposal to handle this contribution as a base for the discussion when producing the NBAP ASN.1 description.

-- **************************************************************

--

-- PDU descriptions for NBAP.

--

-- **************************************************************

.$NBAP-PDU-descriptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 
BEGIN

IMPORTS


FDDCommonTransportChannelSetupRequestPDUType,


TDDCommonTransportChannelSetupRequestPDUType,


CommonTransportChannelSetupResponsePDUType,


CommonTransportChannelSetupFailurePDUType,


-- etc.
FROM NBAP-PDU-Contents

CriticalityType

FROM NBAP-CommonDataTypes;
-- **************************************************************

--

-- Table column structure.

--

-- NBAP-PDU-DESCR associates a NBAP PDU structure with a message

-- identifier (messageType, ddMode indicator).

--

-- **************************************************************

NBAP-PDU-DESCR ::= CLASS {


&PDUType,


&criticality


CriticalityType,


&messageDiscriminator
MessageDiscriminator,


&messageId 


MessageId
UNIQUE
}

WITH SYNTAX {


PDU TYPE


&PDUType


CRITICALITY 


&criticality


MESSAGE DISCRIMINATOR
&messageDiscriminator


MESSAGE ID


&messageId

}

MessageId ::= SEQUENCE {

   messageType     
MessageType,

   ddMode       
     
DDMode

   }

MessageDiscriminator ::= ENUMERATED {dedicated, common} 
MessageType  ::=  INTEGER {

commonTransportChannelSetupRequest,


commonTransportChannelSetupResponse,


commonTransportChannelSetupFailure,

commonTransportChannelReconfigurationRequest,

-- etc.



}
DDMode ::= INTEGER {fdd, tdd, tddfdd} 
-- **************************************************************

--

-- Table row definitions.

--

-- NBAP PDU descriptions. 

--

-- **************************************************************

NBAP-PDUs NBAP-PDU-DESCR ::= {

fddCommonTransportChannelSetupRequestMessage |


tddCommonTransportChannelSetupRequestMessage |


commonTransportChannelSetupRequestMessage |


commonTransportChannelSetupFailureMessage |


-- etc.

}

-- *** CommonTransportChannelSetupRequest (FDD) ***

fddCommonTransportChannelSetupRequestMessage NBAP-PDU-DESCR ::= {


PDU TYPE


FDDCommonTransportChannelSetupRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonTransportChannelSetupRequest, 

                              ddMode fdd} 

-- *** CommonTransportChannelSetupRequest (TDD) ***

tddCommonTransportChannelSetupRequestMessage NBAP-PDU-DESCR ::= {


PDU TYPE


TDDCommonTransportChannelSetupRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonTransportChannelSetupRequest, 

                              ddMode tdd} 

-- *** CommonTransportChannelSetupResponse ***

commonTransportChannelSetupResponseMessage NBAP-PDU-DESCR ::= {


PDU TYPE


CommonTransportChannelSetupResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonTransportChannelSetupResponse, 

                              ddMode tddfdd}
-- *** CommonTransportChannelSetupFailure ***

commonTransportChannelSetupFailureMessage NBAP-PDU-DESCR ::= {


PDU TYPE


CommonTransportChannelSetupFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonTransportChannelSetupFailure, 

                              ddMode tddfdd}
-- *** CommonTransportChannelReconfigurationRequest (FDD) ***

fddCommonTransportChannelReconfigurationRequestMessage NBAP-PDU-DESCR ::= {


PDU TYPE
FDDCommonTransportChannelReconfigurationRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType 







commonTransportChannelReconfigurationRequest, 

                              ddMode fdd} 

-- *** CommonTransportChannelReconfigurationRequest (TDD) ***

tddCommonTransportChannelReconfigurationRequestMessage NBAP-PDU-DESCR ::= {


PDU TYPE


TDDCommonTransportChannelReconfigurationRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType






commonTransportChannelReconfigurationRequest,
                              ddMode tdd} 
-- *** CommonTransportChannelReconfigurationResponse ***

commonTransportChannelReconfigurationResponseMessage NBAP-PDU-DESCR ::= {


PDU TYPE


CommonTransportChannelReconfigurationResponse






PDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType 







commonTransportChannelReconfigurationResponse,
                              ddMode tddfdd} 

-- *** CommonTransportChannelReconfigurationFailure ***

commonTransportChannelReconfigurationFailureMessage NBAP-PDU-DESCR ::= {


PDU TYPE


CommonTransportChannelReconfigurationFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType 







commonTransportChannelReconfigurationFailure, 

                              ddMode tddfdd} 

-- *** CommonTransportChannelDeletionRequest ***

commonTransportChannelDeletionRequestMessage NBAP-PDU-DESCR ::= {


PDU TYPE


CommonTransportChannelDeletionRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonTransportChannelDeletionRequest, 

                              ddMode tddfdd} 

-- *** CommonTransportChannelDeletionResponse ***

commonTransportChannelDeletionResponseMessage NBAP-PDU-DESCR ::= {


PDU TYPE


CommonTransportChannelDeletionResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonTransportChannelDeletionResponse, 

                              ddMode tddfdd} 

-- *******************************************************************

-- *** BlockResourceRequest ***

blockResourceRequestMessage NBAP-PDU-DESCR ::= {


PDU TYPE


BlockResourceRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType blockResourceRequest, 

                              ddMode tddfdd} 

-- *** BlockResourceResponse ***

blockResourceResponseMessage NBAP-PDU-DESCR ::= {


PDU TYPE


BlockResourceResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType blockResourceResponse, 

                              ddMode tddfdd} 

-- *** BlockResourceFailure ***

blockResourceFailureMessage NBAP-PDU-DESCR ::= {


PDU TYPE


BlockResourceFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType blockResourceFailure, 

                              ddMode tddfdd} 

-- *** UnBlockResourceIndication ***

unBlockResourceIndicationMessage NBAP-PDU-DESCR ::= {


PDU TYPE


UnBlockResourceIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType unBlockResourceIndication, 

                              ddMode tddfdd} 

-- ************************************************************************

-- *** AuditRequiredIndication ***

auditRequiredIndicationMessage NBAP-PDU-DESCR ::= {


PDU TYPE


AuditRequiredIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType auditRequiredIndication, 

                              ddMode tddfdd} 

-- *** AuditRequest ***

auditRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


AuditRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType auditRequest, 

                              ddMode tddfdd} 

-- *** AuditResponse ***

auditResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


AuditResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType auditResponse, 

                              ddMode tddfdd} 

-- ************************************************************************

-- *** CommonMeasurementInitiationRequset ***

commonMeasurementInitiationRequsetMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CommonMeasurementInitiationRequsetPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonMeasurementInitiationRequset,
                              ddMode tddfdd} 

-- *** CommonMeasurementInitiationResponse ***

commonMeasurementInitiationResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CommonMeasurementInitiationResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonMeasurementInitiationResponse,
                              ddMode tddfdd} 

-- *** CommonMeasurementInitiationFailure ***

commonMeasurementInitiationFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CommonMeasurementInitiationFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType commonMeasurementInitiationFailure,
                              ddMode tddfdd} 

-- *** CommonMeasurementTerminationRequest ***

commonMeasurementTerminationRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CommonMeasurementTerminationRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonMeasurementTerminationRequest,
                              ddMode tddfdd} 

-- *** CommonMeasurementFailureIndication ***

commonMeasurementFailureIndicationMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CommonMeasurementFailureIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 

{messageType commonMeasurementFailureIndication,
                              ddMode tddfdd} 

-- *** CommonMeasurementReport ***

commonMeasurementReportMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CommonMeasurementReportPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType commonMeasurementReport,
                              ddMode tddfdd} 

-- ***********************************************************************

-- *** CellSetupRequest (FDD) ***

fddCellSetupRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDCellSetupRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellSetupRequest,
                              ddMode fdd} 

-- *** CellSetupRequest (TDD) ***

tddCellSetupRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDCellSetupRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellSetupRequest,
                              ddMode tdd} 

-- *** CellSetupResponse ***

cellSetupResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CellSetupResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellSetupResponse,
                              ddMode tddfdd} 

-- *** CellSetupFailure ***

cellSetupFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CellSetupFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellSetupFailure,
                              ddMode tddfdd} 

-- *** CellReconfigurationRequest(FDD) ***

fddCellReconfigurationRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDCellReconfigurationRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellReconfigurationRequest,
                              ddMode fdd} 

-- *** CellReconfigurationRequest(TDD) ***

tddCellReconfigurationRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CellReconfigurationRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellReconfigurationRequest,
                              ddMode tdd} 

-- *** CellReconfigurationResponse ***

cellReconfigurationResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CellReconfigurationResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellReconfigurationResponse,
                              ddMode tddfdd} 

-- *** CellReconfigurationFailure ***

cellReconfigurationFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CellReconfigurationFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellReconfigurationFailure,
                              ddMode tddfdd} 

-- *** CellDeletionRequest ***

cellDeletionRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CellDeletionRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellDeletionRequest,
                              ddMode tddfdd} 

-- *** CellDeletionResponse ***

cellDeletionResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CellDeletionResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType cellDeletionResponse,
                              ddMode tddfdd} 

-- ************************************************************************

-- *** ResoureStatusIndication ***

resoureStatusIndicationMessageNBAP-PDU-DESCR ::= {


PDU TYPE


ResoureStatusIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType resoureStatusIndication,
                              ddMode tddfdd} 

-- ************************************************************************

-- *** SystemInformationUpdateRequest ***

systemInformationUpdateRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


SystemInformationUpdateRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType systemInformationUpdateRequest,
                              ddMode tddfdd} 

-- *** SystemInformationUpdateResponse ***

systemInformationUpdateResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


SystemInformationUpdateResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType systemInformationUpdateResponse,
                              ddMode tddfdd} 

-- *** SystemInformationUpdateFailure ***

systemInformationUpdateFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


SystemInformationUpdateFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType systemInformationUpdateFailure,
                              ddMode tddfdd} 

-- ************************************************************************

-- *** RadioLinkSetupRequest (FDD) ***

fddRadioLinkSetupRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkSetupRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType rdadioLinkSetupRequest,
                              ddMode fdd} 

-- *** RadioLinkSetupRequest (TDD) ***

tddRadioLinkSetupRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkSetupRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType rdadioLinkSetupRequest,
                              ddMode tdd} 

-- *** RadioLinkSetupResponse (FDD) ***

fddRadioLinkSetupResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkSetupResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType rdadioLinkSetupResponse,
                              ddMode fdd} 

-- *** RadioLinkSetupResponse (TDD) ***

tddRadioLinkSetupResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkSetupResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType rdadioLinkSetupResponse,
                              ddMode tdd} 

-- *** RadioLinkSetupFailure (FDD) ***

fddRadioLinkSetupFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkSetupFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType radioLinkSetupFailure,
                              ddMode fdd} 

-- *** RadioLinkSetupFailure (TDD) ***

tddRadioLinkSetupFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkSetupFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType radioLinkSetupFailure,
                              ddMode tdd} 

-- ************************************************************************

-- *** NeighbourCellMeasurementRequest (TDD only) ***

neighbourCellMeasurementRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


NeighbourCellMeasurementRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType neighbourCellMeasurementRequest,
                              ddMode tdd} 

-- *** NeighbourCellMeasurementResponse (TDD only) ***

neighbourCellMeasurementResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


NeighbourCellMeasurementResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType neighbourCellMeasurementResponse,
                              ddMode tdd} 

-- *** NeighbourCellMeasurementFailure (TDD only) ***

neighbourCellMeasurementFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


NeighbourCellMeasurementFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType neighbourCellMeasurementFailure,
                              ddMode tdd} 

-- **********************************************************************

-- *** SynchronisationAdjustmentRequest (TDD only) ***

synchronisationAdjustmentRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


SynchronisationAdjustmentRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType synchronisationAdjustmentRequest,
                              ddMode tdd} 

-- *** SynchronisationAdjustmentResponse (TDD only) ***

synchronisationAdjustmentResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


SynchronisationAdjustmentResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 
{messageType synchronisationAdjustmentResponse,
                              ddMode tdd} 

-- *** SynchronisationAdjustmentFailure (TDD only) ***

synchronisationAdjustmentFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


SynchronisationAdjustmentFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType synchronisationAdjustmentFailure,
                              ddMode tdd} 

-- *** NodeBOutOfSyncIndication (TDD only) ***

nodeBOutOfSyncIndicationMessageNBAP-PDU-DESCR ::= {


PDU TYPE


NodeBOutOfSyncIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType nodeBOutOfSyncIndication,
                              ddMode tdd} 

-- *** SynchronisationRestartRequest (TDD only) ***

synchronisationRestartRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


SynchronisationRestartRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
common


MESSAGE ID 


{messageType synchronisationRestartRequest,
                              ddMode tdd} 

-- ************************************************************************

-- *** RadioLinkAdditionRequest (FDD) ***

fddRadioLinkAdditionRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkAdditionRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkAdditionRequest,
                              ddMode fdd} 

-- *** RadioLinkAdditionRequest (TDD) ***

tddRadioLinkAdditionRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkAdditionRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated

MESSAGE ID 


{messageType radioLinkAdditionRequest,
                              ddMode tdd} 

-- *** RadioLinkAdditionResponse (FDD) ***

fddRadioLinkAdditionResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkAdditionResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated

MESSAGE ID 


{messageType radioLinkAdditionResponse,
                              ddMode fdd} 

-- *** RadioLinkAdditionResponse (TDD) ***

tddRadioLinkAdditionResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkAdditionResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated

MESSAGE ID 


{messageType radioLinkAdditionResponse,
                              ddMode tdd} 

-- *** RadioLinkAdditionFailure (FDD) ***

fddRadioLinkAdditionFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkAdditionFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated

MESSAGE ID 


{messageType radioLinkAdditionFailure,
                              ddMode fdd} 

-- *** RadioLinkAdditionFailure (TDD) ***

tddRadioLinkAdditionFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkAdditionFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated

MESSAGE ID 


{messageType radioLinkAdditionFailure,
                              ddMode tdd} 

-- *** RadioReconfirurationPrepare (FDD) ***

fddRadioReconfirurationPrepareMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioReconfirurationPreparePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated

MESSAGE ID 


{messageType radioReconfirurationPrepare,
                              ddMode fdd} 

-- *** RadioLinkReconfirurationPrepare (TDD) ***

tddRadioReconfirurationPrepareMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkReconfirurationPreparePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationPrepare,
                              ddMode fdd} 

-- *** RadioLinkReconfirurationReady  ***

RadioReconfirurationReadyMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkReconfirurationReadyPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioReconfirurationReady,
                              ddMode tddfdd} 

-- *** RadioLinkReconfirurationCommit (FDD)  ***

fddRadioLinkReconfirurationCommitMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkReconfirurationCommitPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationCommit,
                              ddMode fdd} 

-- *** RadioLinkReconfirurationCommit (TDD)  ***

tddRadioReconfirurationCommitMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkReconfirurationCommitPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationCommit,
                              ddMode tdd}

-- *** RadioLinkReconfirurationFailure  ***

radioLinkReconfirurationFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkReconfirurationFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationFailure,
                              ddMode tddfdd} 

-- *** RadioReconfirurationCancel  ***

radioLinkReconfirurationCancelMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkReconfirurationCancelPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationCancel,
                              ddMode tddfdd} 

-- *** RadioReconfirurationRequest (FDD)  ***

fddRadioLinkReconfirurationRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


FDDRadioLinkReconfirurationRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationRequest,
                              ddMode fdd} 

-- *** RadioLinkReconfirurationRequest (TDD)  ***

tddRadioReconfirurationRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


TDDRadioLinkReconfirurationRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationRequest,
                              ddMode tdd} 

-- *** RadioLinkReconfirurationResponse  ***

radioLinkReconfirurationResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkReconfirurationResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkReconfirurationResponse,
                              ddMode tddfdd} 

-- *** RadioLinkDeletionRequest  ***

radiDeletionRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkDeletionRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkDeletionRequest,
                              ddMode tddfdd}

-- *** RadioLinkDeletionResponse  ***

radiDeletionResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkDeletionResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkDeletionResponse,
                              ddMode tddfdd}

-- ************************************************************************

-- *** DLPowerControlRequest (FDD only)  ***

dlPowerControlRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


DLPowerControlRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType dlPowerControlRequest,
                              ddMode fdd}
-- ************************************************************************

-- *** DedicatedMeasurementInitiationRequest ***

dedicatedMeasurementInitiationRequestMessageNBAP-PDU-DESCR ::= {

PDU TYPE


DedicatedMeasurementInitiationRequestPDUType

CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 

{messageType dedicatedMeasurementInitiationRequest,
                              ddMode tddfdd}

-- *** DedicatedMeasurementInitiationResponse ***

dedicatedMeasurementInitiationResponseMessageNBAP-PDU-DESCR ::= {


PDU TYPE


DedicatedMeasurementInitiationResponsePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 

{messageType dedicatedMeasurementInitiationResponse,
                              ddMode tddfdd}

-- *** DedicatedMeasurementInitiationFailure ***

dedicatedMeasurementInitiationFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


DedicatedMeasurementInitiationFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 

{messageType dedicatedMeasurementInitiationFailure,
                              ddMode tddfdd}

-- *** DedicatedMeasurementTerminationRequest ***

dedicatedMeasurementTerminationRequestMessageNBAP-PDU-DESCR ::= {


PDU TYPE


DedicatedMeasurementMeasurementRequestPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 

{messageType dedicatedMeasurementMeasurementRequest,
                              ddMode tddfdd}

-- *** DedicatedMeasurementFailureIndication ***

dedicatedMeasurementFailureIndicationMessageNBAP-PDU-DESCR ::= {


PDU TYPE


DedicatedMeasurementFailureIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 

{messageType dedicatedMeasurementFailureIndication,
                              ddMode tddfdd}

-- *** DedicatedMeasurementReport ***

dedicatedMeasurementReportMessageNBAP-PDU-DESCR ::= {


PDU TYPE


DedicatedMeasurementReportPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType dedicatedMeasurementReport,
                              ddMode tddfdd}

-- ************************************************************************

-- *** RadioLinkFailureIndication ***

radioLinkFailureIndicationMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkFailureIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkFailureIndication,
                              ddMode tddfdd}

-- *** RadioLinkRestoreIndication ***

radioLinkRestoreIndicationMessageNBAP-PDU-DESCR ::= {


PDU TYPE


RadioLinkRestoreIndicationPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType radioLinkRestoreIndication,
                              ddMode tddfdd}

-- ************************************************************************

-- *** CompressedModePrepare (FDD only)  ***

compressedModePrepareMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CompressedModePreparePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType compressedModePrepare,
                              ddMode fdd}

-- *** CompressedModeReady (FDD only)  ***

compressedModeReadyMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CompressedModeReadyPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType compressedModeReady,
                              ddMode fdd}

-- *** CompressedModeCommit (FDD only)  ***

compressedModeCommitMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CompressedModeCommitPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType compressedModeCommit,
                              ddMode fdd}

-- *** CompressedModeFailure (FDD only)  ***

compressedModeFailureMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CompressedModeFailurePDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType compressedModeFailure,
                              ddMode fdd}

-- *** CompressedModeCancel (FDD only)  ***

compressedModeCancelMessageNBAP-PDU-DESCR ::= {


PDU TYPE


CompressedModeCancelPDUType


CRITICALITY 


ignore


MESSAGE DISCRIMINATOR
dedicated


MESSAGE ID 


{messageType compressedModeCancel,
                              ddMode fdd}

}

-- **************************************************************

--

-- Generic PDU structure. The NBAP-PDUs table above describes 

-- valid contents for the message identification and value fields.

--

-- **************************************************************

NBAP-PDU ::= SEQUENCE {

   messageDiscriminator   NBAP-PDU-DESCR.&messageId   ({NBAP-PDUs}),

   messageId    NBAP-PDU-DESCR.&messageId   ({NBAP-PDUs}),

   criticality  NBAP-PDU-DESCR.&criticality   ({NBAP-PDUs}),

   value        NBAP-PDU-DESCR.&PDUType   ({NBAP-PDUs}{@messageId})

}
.#END

-- **************************************************************

--

-- NBAP PDU content definitions

--

-- **************************************************************

.$NBAP-PDU-Contents DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

CRNCCommunicationContextID,

TransactionID,

ULDPCHInformation,


DLDPCHInformation,


DCHInformation,


DSCHInformation,


RLInformation,


ULEb/NoTarget,

　　　-- etc.

FROM NBAP-IEs


EXTENSION 

FROM NBAP-Extensions


numOfExtensions 

FROM NBAP-Constants;

-- Definitions of NBAP PDU content types one by one

-- 

-- *** CommonTransportChannelSetupRequest (FDD) ***
FDDCommonTransportChannelSetupRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,

ucId





UCID,


configurationgeneratonId 

ConfigurationGeneratonID,


physicalchannel
CHOICE{


secondaryccpch



SecondaryCCPCH,


prach





PRACH,


fddCTCHSetupRequExtensions SEQUENCE SIZE (1 .. numOfExtensions) OF　









   FDDCTCHSetupRequExtensionField,


...


}
FDDCTCHSetupRequExtensionField ::= SEQUENCE {

   extId
    EXTENSION.&id  ({FDDCTCHSetupRequExtSet}),

   criticality  EXTENSION.&criticality  ({FDDCTCHSetupRequExtSet}) DEFAULT 












   ignore,

   extType
    EXTENSION.&ExtensionType ({FDDCTCHSetupRequExtSet}{@extId})











 OPTIONAL}
FDDDLPCRequExtSet EXTENSION ::= {

   ...}
-- *** CommonTransportChannelSetupRequest (TDD) ***
TDDCommonTransportChannelSetupRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,

ucId





UCID,


fachparameters



FACHparameters,


pchparameters



PCHparameters,


uschparameters



USCHparameters,


pfachparameters



PFACHparameters,


primaryccpchparameters


PrimaryCCPCHparameters,


psecondaryccpchparameters

SecondaryCCPCHparameters,


prachparameters



PRACHparameters,


puschparameters



PUSCHparameters


}

-- *** CommonTransportChannelSetupResponse ***
CommonTransportChannelSetupResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,

fachparameters



FACHparameters,


pchparameters



PCHparameters,


rachparameters



RACHparameters,


uschparameterstdd



USCHparametersTDD,


}

-- *** CommonTransportChannelSetupFailure ***
CommonTransportChannelSetupFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID

}

-- *** CommonTransportChannelReconfigurationRequest (FDD) ***
FDDCommonTransportChannelReconfigurationRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,

ucId





UCID,


configurationgeneratonId 

ConfigurationGeneratonID,


fachparameters



FACHparameters,


pchparameters



PCHparameters,


pichparameters



PICHparameters,


rachparameters



RACHparameters,


aichparameters



AICHparameters


}

-- *** CommonTransportChannelReconfigurationRequest (TDD) ***

TDDCommonTransportChannelReconfigurationRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,

ucId





UCID,


configurationgeneratonId 

ConfigurationGeneratonID,


fachparameters



FACHparameters,


pchparameters



PCHparameters


}

-- *** CommonTransportChannelReconfigurationResponse ***
CommonTransportChannelReconfigurationResponse ::= SEQUENCE {

transactionId 



TransactionID

}

-- *** CommonTransportChannelReconfigurationFailure ***
CommonTransportChannelReconfigurationFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


cause





Cause

}

-- *** CommonTransportChannelDeletionRequest ***
CommonTransportChannelDeletionRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,

commonphysicalchannelId


CommonPhysicalChannelID,


configurationgeneratonId 

ConfigurationGeneratonID

}

-- *** CommonTransportChannelDeletionResponse ***
CommonTransportChannelDeletionResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID

}

-- *******************************************************************
-- *** BlockResourceRequest ***
BlockResourceResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucId





UCID,


priorityindicator



PriorityIndicator,


shutdowntimer



ShutdownTimer


}

-- *** BlockResourceResponse ***
BlockResourceResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID

}

-- *** BlockResourceFailure ***
BlockResourceFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


cause





Cause

}

-- *** UnBlockResourceIndication ***
UnBlockResourceIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucId





UCID

}

-- *** AuditRequiredIndication ***
AuditRequiredIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


localcellIdparameters


LocalCellIDparameters


}

-- *** AuditRequest ***
AuditRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucIdprameters



UCIDprameters

OPTIONAL

}

-- *** AuditResponse ***
AuditResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,


resourceimpact



ResourceImpact


}

-- ************************************************************************
-- *** CommonMeasurementInitiationRequset ***
CommonMeasurementInitiationRequsetPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId 



MeasurementID,


measurementobject 



MeasurementObject,


measurementtype 



MeasurementType,


measurementcharacteristics 

MeasurementCharacteristics,


}

-- *** CommonMeasurementInitiationResponse ***
CommonMeasurementInitiationResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId 



MeasurementID

}

-- *** CommonMeasurementInitiationFailure ***
CommonMeasurementInitiationFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId 



MeasurementID,


cause





Cause


}

-- *** CommonMeasurementTerminationRequest ***
CommonMeasurementTerminationRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId 



MeasurementID

}

-- *** CommonMeasurementFailureIndication ***
CommonMeasurementFailureIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId 



MeasurementID,


cause





Cause


}

-- *** CommonMeasurementReport ***
CommonMeasurementReportPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId 



MeasurementID,


timereference



TimeReference
OPTIONAL,


value





Value


}

-- ***********************************************************************
-- *** CellSetupRequest (FDD) ***
FDDCellSetupRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


localcelId




LocalCelID,


ucId





UCID,


configurationgenerationId

ConfigurationGenerationID,


tcell





Tcell,


ulfrequencynumber



ULfrequencyNumber,


dlfrequencynumber



DLfrequencyNumber,


maxtransmissionpower


MaxTransmissionPower,


primaryschinformation


PrimarySCHinformation,


secondaryschinformation


SecondarySCHinformation,


primarycpichinformation


PrimaryCPICHinformation,


secondarycpichinformation

SecondaryCPICHinformation,


primaryccpchinformation


PrimaryCCPCHinformation


}

-- *** CellSetupRequest (TDD) ***
TDDCellSetupRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


localcelId




LocalCelID,


ucId





UCID,


configurationgenerationId

ConfigurationGenerationID,


frequencynumber



FrequencyNumber,


cellparameter



CellParameter,


pschandpccpchallocation


PSCHandPCCPCHallocation,


pschandpccpchtimeslot


PSCHandPCCPCHtimeSlot,


pccpchtimeslot



PCCPCHtimeSlot,


pschpower




PSCHpower,


maxtransmissionpower


MaxTransmissionPower,


timeslotconfiguration


TimeSlotConfiguration


}


-- *** CellSetupResponse ***
CellSetupResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,


}

-- *** CellSetupFailure ***
CellSetupFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


cause 





Cause


}

-- *** CellReconfigurationRequest(FDD) ***
FDDCellReconfigurationRequestPDUType ::= SEQUENCE {

transactionId 


TransactionID,


ucId




UCID,


configurationgenerationId
ConfigurationGenerationID,


maxtransmissionpower

MaxTransmissionPower,


primaryschinformation

PrimarySCHinformation

OPTIONAL,


secondaryschinformation

SecondarySCHinformation

OPTIONAL,


primarycpichinformation

PrimaryCPICHinformation

OPTIONAL,


secondarycpichinformation
SecondaryCPICHinformation
OPTIONAL,


primaryccpchinformation

PrimaryCCPCHinformation

OPTIONAL


}

-- *** CellReconfigurationRequest(TDD) ***
CellReconfigurationRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucId





UCID,


pschpower




PSCHpower


OPTIONAL,


maxtransmissionpower


MaxTransmissionPower
OPTIONAL,


timeslotconfiguration


TimeSlotConfiguration
OPTIONAL


}

-- *** CellReconfigurationResponse ***
CellReconfigurationResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID


}

-- *** CellReconfigurationFailure ***
CellReconfigurationFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


cause





Cause


}

-- *** CellDeletionRequest ***
CellDeletionRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucId





UCID


}

-- *** CellDeletionResponse ***
CellDeletionResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID


}

-- ************************************************************************
-- *** ResoureStatusIndication ***
ResoureStatusIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


indicationId




IndicationID,


indicationtype



IndicationType
OPTION --FFS,


cause





Cause


}

-- ************************************************************************
-- *** SystemInformationUpdateRequest ***
SystemInformationUpdateRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucId





UCID,


ibinformation




IBinformation
}

-- *** SystemInformationUpdateResponse ***
SystemInformationUpdateResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID


}

-- *** SystemInformationUpdateFailure ***
SystemInformationUpdateFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


cause





Cause


}

-- ************************************************************************
-- *** RadioLinkSetupRequest (FDD) ***
FDDRadioLinkSetupRequestPDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCCommunicationContextID,

transactionId 



TransactionID,

uldpchInformation 



ULDPCHInformation,

dldpchInformation 



DLDPCHInformation,


dchInformation 



DCHInformation,


dschInformation 



DSCHInformation

OPTIONAL,


rlInformation 



RLInformation,


ulEb/Notarget 



ULEb/NoTarget




}

-- *** RadioLinkSetupRequest (TDD) ***
TDDRadioLinkSetupRequestPDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCCommunicationContextID,

transactionId 



TransactionID,

rlId





RLID,


ucId





UCID,


frameoffset




FrameOffset,


ulcctrchInformation 


ULCCTrCHInformation,


dlcctrchInformation 


DLCCTrCHInformation,


dchInformation 



DCHInformation,


initialdltransmissionpower

InitialDLtransmissionPower,


maximumdlpower



MaximumDLpower,


minimumdlpower



MinimumDLpower


}

-- *** RadioLinkSetupResponse (FDD) ***
FDDRadioLinkSetupResponsePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

nodebcommunicationcontextId

NodeBcommunicationContextID,

communicationcontrolportId

CommunicationControlPortID,


transactionId 



TransactionID,

rlinformationresponse


RLinformationResponse,


}

-- *** RadioLinkSetupResponse (TDD) ***
TDDRadioLinkSetupResponsePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

nodebcommunicationcontextId

NodeBcommunicationContextID,

communicationcontrolportId

CommunicationControlPortID,


transactionId 



TransactionID,

ulinterferencelevel


UlinterferenceLevel,


dchinformationresponse


DCHinformationResponse


}

-- *** RadioLinkSetupFailure(FDD) ***
FDDRadioLinkSetupFailurePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

nodebcommunicationcontextId

NodeBcommunicationContextID,

communicationcontrolportId

CommunicationControlPortID,


transactionId 



TransactionID,

successfulrlinformationresponse
SuccessfulRLinformationResponse













OPTIONAL,


unsuccessfulrlinformationresponse
UnsuccessfulRLinformationResponse
}

-- *** RadioLinkSetupFailure(TDD) ***
TDDRadioLinkSetupFailurePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID


}

-- ************************************************************************
-- *** NeighbourCellMeasurementRequest(TDD only) ***
NeighbourCellMeasurementRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measuringucId



MeasuringUCID,


measuredcellinformation


MeasuredCellInformation
 OPTIONAL


}

-- *** NeighbourCellMeasurementResponse(TDD only) ***
NeighbourCellMeasurementResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,




measureducId




MeasuredUCID

OPTIONAL,


measuredchipoffset



MeasuredChipOffset


}

-- *** NeighbourCellMeasurementFailure (TDD only) ***
NeighbourCellMeasurementFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,




measureducId




MeasuredUCID

OPTIONAL,


cause





Cause


}

-- **********************************************************************
-- *** SynchronisationAdjustmentRequest (TDD only) ***
SynchronisationAdjustmentRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


synchronisationmethod


SynchronisationMethod,


masterucId




MasterUCID,


chipoffsetadjustment


ChipOffsetAdjustment


}

-- *** SynchronisationAdjustmentResponse (TDD only) ***
SynchronisationAdjustmentResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucId





UCID


}

-- *** SynchronisationAdjustmentFailure (TDD only) ***
SynchronisationAdjustmentFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


ucId





UCID


}

-- *** NodeBOutOfSyncIndication (TDD only) ***
NodeBOutOfSyncIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


cause





Cause


}

-- *** SynchronisationRestartRequest (TDD only) ***
SynchronisationRestartRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID


}

-- ************************************************************************
-- *** RadioLinkAdditionRequest (FDD) ***
FDDRadioLinkAdditionRequestPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


rlinformation



Rlinformation,


}

-- *** RadioLinkAdditionRequest (TDD) ***
TDDRadioLinkAdditionRequestPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


rlId





RLID,


ucId





UCID,


frameoffset




FrameOffset,


uldpchinformation



ULDPCHinformation,


dldpchinformation



DLDPCHinformation,


maximumdlpower



MaximumDLpower

OPTIONAL,


minimumdlpower



MinimumDLpower

OPTIONAL


}

-- *** RadioLinkAdditionResponse (FDD) ***
FDDRadioLinkAdditionResponsePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID,


rlinformation



Rlinformation


}

-- *** RadioLinkAdditionResponse (TDD) ***
TDDRadioLinkAdditionResponsePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID,


ulinterferencelevel


UlinterferenceLevel


}

-- *** RadioLinkAdditionFailure (FDD) ***
FDDRadioLinkAdditionFailurePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID,


successfulrlinformationresponse
SuccessfulRLinformationResponse













OPTIONAL,


unsuccessfulrlinformationresponse
UnsuccessfulRLinformationResponse


}

-- *** RadioLinkAdditionFailure(TDD) ***
TDDRadioLinkAdditionFailurePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID


}

-- *** RadioReconfirurationPrepare (FDD) ***
FDDRadioReconfirurationPreparePDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


uldpchinformation



ULDPCHinformation,


dldpchinformation



DLDPCHinformation,


dchstomodify




DCHsToModify

OPTIONAL,


dchstoadd




DCHsToAdd


OPTIONAL,


dchstodelete




DCHsToDelete

OPTIONAL,


dschinformationtomodify


DSCHinformationToModify
OPTIONAL,


dschinformationtoadd


DSCHinformationToAdd
OPTIONAL,


dschinformationtodelete


DSCHinformationToDelete
OPTIONAL,


rlinformation



RLinformation

OPTIONAL


}

-- *** RadioReconfirurationPrepare (TDD) ***
RadioReconfirurationReadyPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


rlId





RLID,


maximumdlpower



MaximumDLpower

OPTIONAL,


minimumdlpower



MinimumDLpower

OPTIONAL,


ulcctrchinformation


ULCCTrCHinformation
OPTIONAL,


dlcctrchinformation


DLCCTrCHinformation
OPTIONAL,


dldpchinformation



DLDPCHinformation

OPTIONAL,


dchstomodify




DCHsToModify

OPTIONAL,


dchstoadd




DCHsToAdd


OPTIONAL,


dchstodelete




DCHsToDelete

OPTIONAL


}

-- *** RadioReconfirurationReady  ***
RadioReconfirurationReadyPDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID,


rlstobereconfiguredsynch

RlsToBeReconfiguredSynch　OPTIONAL


｝

-- *** RadioReconfirurationCommit (FDD)  ***
FDDRadioReconfirurationCommitPDUType　::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,
transactionId 



TransactionID,


cfn





CFN


}

-- *** RadioReconfirurationCommit (TDD)  ***
TDDRadioReconfirurationCommitPDUType　::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,
transactionId 



TransactionID,


ulcctrchinformation


ULCCTrCHinformation,


dlcctrchinformation


DLCCTrCHinformation


}

-- *** RadioReconfirurationFailure  ***
RadioReconfirurationFailurePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID,


cause





Cause,


rlscausingreconfigurationfailure
RLsCausingReconfigurationFailure    








  OPTIONAL


}

-- *** RadioReconfirurationCancel  ***
RadioReconfirurationCancelPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,
transactionId 



TransactionID


}

-- *** RadioReconfirurationRequest (FDD)  ***
FDDRadioReconfirurationRequestPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,
transactionId 



TransactionID,


uldpchinformation



ULDPCHinformation

OPTIONAL,


dldpchinformation



DLDPCHinformation

OPTIONAL,


dchstomodify




DCHsToModify

OPTIONAL,


dchstoadd




DCHsToAdd


OPTIONAL,


dchstodelete




DCHsToDelete

OPTIONAL,


dschinformationtomodify


DSCHinformationToModify
OPTIONAL,


dschinformationtoadd


DSCHinformationToAdd
OPTIONAL,


dschinformationtodelete


DSCHinformationToDelete
OPTIONAL,


rlinformation



Rlinformation

OPTIONAL


}

-- *** RadioReconfirurationRequest (TDD)  ***
TDDRadioReconfirurationRequestPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,
transactionId 



TransactionID,


rlId





RLID,


maximumdlpower



MaximumDLpower

OPTIONAL,


minimumdlpower



MinimumDLpower

OPTIONAL,


ulcctrchinformation


ULCCTrCHinformation
OPTIONAL,


dlcctrchinformation


DLCCTrCHinformation
OPTIONAL,


dchstomodify




DCHsToModify

OPTIONAL,


dchstoadd




DCHsToAdd


OPTIONAL,


dchstodelete




DCHsToDelete

OPTIONAL


}

-- *** RadioReconfirurationResponse  ***
RadiDeletionRequestPDUType ::= SEQUENCE {

crnccommunicationcontextId
CRNCcommunicationContextID,

transactionId 


TransactionID,


rlstobereconfiguredunsynch     RlsToBeReconfiguredUnsynch 
OPTIONAL


}

-- *** RadiDeletionRequest  ***
RadiDeletionRequestPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


rlinformation

Rlinformation


}

-- *** RadiDeletionResponse  ***
RadiDeletionResponsePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID


}

-- *** DLPowerControlRequest (FDD only)  ***
DLPowerControlRequestPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


powercontrolinformation


PowerControlInformation


}

-- ************************************************************************
-- *** DedicatedMeasurementInitiationRequest ***
DedicatedMeasurementInitiationRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId



MeasurementID,


measurementobject



MeasurementObject,


measurementtype



MeasurementType,


measurementcharacteristic

MeasurementCharacteristic,


Reportcharacteristic


ReportCharacteristic


}

-- *** DedicatedMeasurementInitiationResponse ***
DedicatedMeasurementInitiationResponsePDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId



MeasurementID


}

-- *** DedicatedMeasurementInitiationFailure ***
DedicatedMeasurementInitiationFailurePDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId



MeasurementID,


cause





Cause



OPTIONAL


}

-- *** DedicatedMeasurementTerminationRequest ***
DedicatedMeasurementMeasurementRequestPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId



MeasurementID


}

-- *** DedicatedMeasurementFailureIndication ***
DedicatedMeasurementFailureIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId



MeasurementID,


cause





Cause


}

-- *** DedicatedMeasurementReport ***
DedicatedMeasurementReportPDUType ::= SEQUENCE {

transactionId 



TransactionID,


measurementId



MeasurementID,


timereference



TimeReference
OPTIONAL,


value





Value


}

-- ************************************************************************
-- *** RadioLinkFailureIndication ***
RadioLinkFailureIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


crnccommunicationcontextId

CRNCcommunicationContextID,

rlinformation



RLinformation
--FFS


}

-- *** RadioLinkRestoreIndication ***
RadioLinkRestoreIndicationPDUType ::= SEQUENCE {

transactionId 



TransactionID,


crnccommunicationcontextId

CRNCcommunicationContextID,

rlinformation



Rlinformation
--FFS


}

-- ************************************************************************
-- *** CompressedModePrepare (FDD only)  ***
CompressedModePreparePDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


compressedmodemethod


CompressedModeMethod,


transmitgaplength 



TransmitGapLength,


transmitgappositionmode 


TransmitGapPositionMode,


gapstartingslotnumber


GapStartingSlotNumber,


transmissiongapdistance


TransmissionGapDistance,


transmissiongapperiod


TransmissionGapPeriod,


patternduration



PatternDuration,


downlinkframetype



DownLinkFrameType,


powercontrolmode



PowerControlMode,


powerresumemode



PowerResumeMode,


scramblinngcodechange


ScramblinngCodeChange


}

-- *** CompressedModeReady (FDD only)  ***
CompressedModeReadyPDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID


}

-- *** CompressedModeCommit (FDD only)  ***
CompressedModeFailurePDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID,


cfn





CFN


}

-- *** CompressedModeFailure (FDD only)  ***
CompressedModeFailurePDUType ::= SEQUENCE {

crnccommunicationcontextId

CRNCcommunicationContextID,

transactionId 



TransactionID,


cause





Cause


}

-- *** CompressedModeCancel (FDD only)  ***
CompressedModeCancelPDUType ::= SEQUENCE {

nodebcommunicationcontextId

NodeBcommunicationContextID,

transactionId 



TransactionID


}

.#END






