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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [2].

eLTE eNB: The eLTE eNB is the evolution of eNB that supports connectivity to EPC and NGC.

gNB: A New RAN node which supports the NR RAT as well as connectivity to NGC.

Note:
The definitions of gNB and eLTE eNB may require revision in the normative phase.
New RAN: A Radio Access Network which supports either NR or E-UTRA or both, interfacing with the NGC (see TR 23.799 [6]). 

New Radio: A new radio access technology which is studied under [1].
Network Slice: A Network Slice is a network created by the operator customized to provide an optimized solution for a specific market scenario which demands specific requirements with end to end scope as described in TR 23.799 [6]. 

Network Function (NF): A Network Function is a logical node within a network infrastructure that has well-defined external interfaces and well-defined functional behaviour.

Non-standalone NR: A deployment configuration where the gNB requires an LTE eNB as anchor for control plane connectivity to EPC, or an eLTE eNB as anchor for control plane connectivity to NGC.

Non-standalone E-UTRA: A deployment configuration where the eLTE eNB requires a gNB as anchor for control plane connectivity to NGC.

User Plane Gateway: Termination point of the NG-U interface.

