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Introduction
In R3-170188 it was explained that the Initial Context Setup procedure has not only the role of setting up a UE context at the serving RAN node but also to establish PDU Sessions between a gNB and the CN. This TP proposes changes to TR38.801 in order to confirm the support of such aspects
Text Proposal to TR38.801

------------------------------------------First Change------------------------------------------
[bookmark: _Toc467872015][bookmark: _Toc467872159][bookmark: _Toc467872390]7.2.4	NG Interface Procedures
------------------------------------------Unchanged Text Skipped------------------------------------------

[bookmark: _GoBack]7.2.4.1	NG Interface Procedures Descriptions
This section describes NG procedures. The NG interface can terminate in an eLTE eNB or in a gNB. Therefore, NG procedures apply to both an eLTE eNB and a gNB.
7.2.4.1.1	Interface Management Procedures
NG Setup Procedure


Figure 7.2.4.1.1-1: Example of NG Setup procedure
This procedure is used to setup the NG interface. The procedure enables exchange of configuration parameters between the RAN and the NGC. 
[bookmark: _Toc467872018][bookmark: _Toc467872162][bookmark: _Toc467872393]7.2.4.1.2	UE Context Management Procedures
Initial Context Setup


Figure 7.2.4.1.2-1: Example of Initial Context Setup procedure
This procedure is used to establish a context at the New RAN for a given UEand to establish PDU Sessions between the gNB and the NGC for a given UE. In this procedure, UE context related information held in the NGC are signalled to the New RAN. The NGC signals to the RAN information concerning the PDU Sessions for which resources ned to be allocated by the serving gNB.
UE Context Release


Figure 7.2.4.1.2-2: Example of UE Context Release Request procedure


Figure 7.2.4.1.2-3: Example of UE Context Release procedure
This procedure consists of two sequences of messages: one initiated by the New RAN and requesting the NGC to initiate a UE context release; the other initiated directly by the NGC.
This procedure is used to remove an already established UE context at any time.
------------------------------------------End of Changes------------------------------------------
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