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/////////////////////////////////////////////////////////////////////  TP Start for 38.300  /////////////////////////////////////////////////////////////////////////

· X.X
Roaming and Access Restrictions

Editor’s note: the description detail needs further check, e.g., whether more restriction information is needed.
The roaming and access restriction information for a UE includes information on restrictions to be applied for subsequent mobility action during CM-CONNECTED state. It may be provided by the AMF and also may be updated by the AMF later. 
It includes the forbidden RAT, the forbidden area and the service area restrictions as specified in 3GPP TS 23.501 [3]. It also includes serving PLMN and may include a list of equivalent PLMNs.
Upon receiving the roaming and access restriction information for a UE, if applicable, the gNB should use it to determine whether to apply restriction handling for subsequent mobility action, e.g., handover, redirection.

If the roaming and access restriction information is not available for a UE at the gNB, the gNB shall consider that there is no restriction for subsequent mobility actions.
Only if received over NG or Xn signalling, the roaming and access restriction information shall be propagated over Xn by the source gNB during Xn handover. If the Xn handover results in a change of serving PLMN (to an equivalent PLMN), the source gNB shall replace the serving PLMN with the identity of the target PLMN and move the serving PLMN to the equivalent PLMN list, before propagating the roaming and access restriction information.
SCG selection for DC at the MgNB is based on roaming and access restriction information in MgNB. If roaming and access restriction information is not available at the MgNB, the MgNB shall consider that there is no restriction for SCG selection.
SCG (re)selection for 5GC based MR-DC at the SN is based on roaming and access restriction information in SN. If roaming and access restriction information is not available at the SN, the SN shall consider that there is no restriction for SCG (re)selection. Therefore, MN needs to convey the up-to-date roaming and access restriction information to SN via XnAP messages.
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