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1
Introduction
At RAN3#96 meeting, it was discussed how to split the function over F1 and summary material was produced in [1].

This paper discusses how to support System Information management function over F1.  The Text Proposals are also provided in [2] and [3].

2
Discussion
It is FFS on how to support System Information management function in TS 38.401.
====
10.3.2.2.4
System Information management function

Scheduling of system broadcast information is carried out in the gNB-DU. The gNB-DU is responsible for transmitting the system information according to the scheduling parameters available.

Editor’s note: How to support this function is FFS.
====

At RAN3#96 meeting, System Information was discussed and captured in [1] as below.

====
Non-UE associated functions:

Controlled by CU:

· SI management (FFS)

Controlled by DU:

· Basic set of SI management (FFS)

· Sent directly to UE or via CU (FFS)
====
Since RRC function is located in gNB-CU, it is better for gNB-CU to have capability to centrally control gNB-DU’s scheduling and transmission of System Information on the radio interface. The gNB-DU is responsible for transmitting the received System Information according to the scheduling parameters provided. 

Some parts of the System Information (including SFN) is generated by the gNB-DU. If requested by the gNB-CU, the gNB-DU is responsible for creating and updating this gNB-DU related parts of the System Information according to the scheduling parameters provided.

Proposal 1: gNB-CU should provide information used for scheduling and transmission of System Information on the radio interface at the gNB-DU.

Proposal 2: It is proposed to agree on the TP for TS 38.401 and TS 38.473 provided in [2] and [3], respectively.

3
Conclusions
Proposal 1: gNB-CU should provide information used for scheduling and transmission of System Information on the radio interface at the gNB-DU.

Proposal 2: It is proposed to agree on the TP for TS 38.401 and TS 38.473 provided in [2] and [3], respectively.
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