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8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	
	
	
	


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	gNB-DU measurement report
	DU MEASUREMENT REPORT


--------------------------------------------------------------------8<------------------------------------------------------------------

8.2.X gNB-DU measurement report
8.2.X.1
General
The purpose of the gNB-DU measurement report is to carry radio measurements of gNB-DU and UE associated measurements to the gNB-CU over the F1 interface.
8.2.X.2
Successful Operations
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Figure 8.2.X.2-1: DU MEASUREMENT REPORT Procedure

The gNB-DU shall send a DU MEASUREMENT REPORT message to the gNB-CU including the Highest received PDCP PDU SN by UE IE in order to request gNB-CU to perform PDCP PDU retransmission..
--------------------------------------------------------------8<----------------------------------------------------------------------

9.2.Y
gNB-DU measurement reporting Messages
This message is sent by the gNB-DU and is used for carrying gNB-DU measurement report over the F1 interface.
Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	ignore

	CU UE F1AP ID
	M
	
	
	
	YES
	reject

	DU UE F1AP ID
	M
	
	
	
	YES
	reject

	Highest received PDCP PDU SN by UE
	M
	
	
	This IE indicates the highest PDCP PDU SN successfully delivered in sequence to the UE
	YES
	reject
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