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1. Introduction
This paper provides the corresponding Text Proposal to TS 38.413 [1] based on the proposals of R3-172264 [2].
2. Discussion

Text Proposal

----------------Start of the First Change---------------
8.X
RRC State Reporting Procedures

8.X.1
RRC State Reporting Control

8.X.1.1
General

The purpose of RRC State Reporting Control procedure is to allow the AMF to request the gNB to report when the UE is sent to the RRC-INACTIVE state. The procedure uses UE-associated signalling.
Editor’s Note:
Further details are FFS.
8.X.1.2
Successful Operation
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Figure 8.11.1.2-1: RRC State Reporting Control procedure. Successful operation.
The AMF initiates the procedure by sending a RRC STATE REPORTING CONTROL message. On receipt of a RRC STATE REPORTING CONTROL message the gNB shall perform the requested RRC state reporting control action for the UE.
Editor’s Note:
Further details are FFS.
8.X.1.3
Abnormal Conditions
Not applicable.
8.X.2
RRC State Report

8.X.2.1
General

The purpose of RRC State Report procedure is to provide the UE’s RRC state change to the AMF. The procedure uses UE-associated signalling.
Editor’s Note:
Further details are FFS.
8.X.2.2
Successful Operation
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Figure 8.11.3.2-1: RRC State Report procedure. Successful operation.
The gNB initiates the procedure by generating a RRC STATE REPORT message. The RRC STATE REPORT message may be used as a response to a RRC STATE REPORTING CONTROL message.

Editor’s Note:
Further details are FFS.
8.X.2.3
Abnormal Conditions
Not applicable.
----------------End of the First Change---------------
----------------Start of the Second Change---------------
9.2.Y
RRC State Reporting Messages

9.2.Y.1
RRC STATE REPORTING CONTROL

This message is sent by the AMF and is used to request the gNB to report when the UE is sent to the RRC-INACTIVE state.
Direction: AMF ( gNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	<ref>
	
	YES
	reject


9.2.Y.2
RRC STATE REPORT 

This message is sent by the gNB and is used to provide the UE’s RRC state change to the AMF.
Direction: gNB ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	<ref>
	
	YES
	reject


----------------End of the Second Change---------------
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