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1
Background

In a companion input to the present meeting, see Tdoc R4-000028, a CR to TS 25.105 is proposed entitled "BS TDD blocking requirements for ITU Region 2 and editorial corrections". On the assumption that WG4 will agree to this CR, the present contribution proposes a corresponding CR to TS 25.142 "Base station conformance testing (TDD)", which aims at the aligning of the conformance test descriptions for blocking characteristics with the CR to TS 25.105 mentioned above.

2
Proposal
It is proposed that the attached CR to TS 25.142 on blocking characteristics is adopted and incorporated into TS 25.142.
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7.5

Blocking characteristics

7.5.1
Definition and applicability

The blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the adjacent channels. The blocking performance shall apply at all frequencies as specified in tables 7.5.2.1 or 7.5.2.2, respectively, using a 1 MHz step size.

The requirements in this subclause shall apply to base stations intended for general-purpose applications. 

7.5.2
Conformance requirements

The static reference performance as specified in clause 7.2 should be met with a wanted and an interfering signal coupled to the BS antenna input using the parameters specified in tables 7.5.2.1 or 7.5.2.2, respectively.

Table 7.5.2.1: Blocking requirements for operating bands defined in subclause 4.2 a)
Center frequency of interfering signal
Interfering signal level
Wanted signal level
Minimum offset of interfering signal
Type of interfering signal

1900 – 1920 MHz,

2010 – 2025 MHz
-40 dBm
<REFSENS> + 6 dB
10 MHz
WCDMA signal with one code

1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
-40 dBm
<REFSENS> + 6 dB
10 MHz
WCDMA signal with one code

1920 – 1980 MHz
-40 dBm
<REFSENS> + 6 dB
10 MHz
WCDMA signal with one code

1 - 1880 MHz,

1980 – 1990 MHz,

2045 – 12750 MHz 
-15 dBm
<REFSENS> + 6 dB
(
CW carrier

Table 7.5.2.2: Blocking requirements for operating bands defined in subclause 4.2 b), c)

Center frequency of interfering signal
Interfering signal level
Wanted signal level
Minimum offset of interfering signal
Type of interfering signal

1850 – 1990 MHz
-40 dBm
<REFSENS> + 6 dB
10 MHz
WCDMA signal with one code

1830 – 1850 MHz,

1990 – 2010 MHz
-40 dBm
<REFSENS> + 6 dB
10 MHz
WCDMA signal with one code

1 – 1830 MHz,

2045 – 12750 MHz
-15 dBm
<REFSENS> + 6 dB
(
CW carrier

The reference for this requirement is TS 25.105 subclause 7.5.

7.5.3
Test purpose

The test stresses the ability of the BS receiver to withstand high-level interference from unwanted signals at frequency offsets of 10 MHz or more, without undue degradation of its sensitivity.
7.5.4
Method of test

7.5.4.1
Initial conditions

(1) Connect an UE simulator operating at the assigned channel frequency of the wanted signal and a signal generator to the antenna connector of one Rx port.

(2) Terminate any other Rx port not under test.

(3) Set up a call between the UE simulator and the BS tester. The characteristics of the call shall be set according to the UL reference measurement channel (12,2 kbit/s) specified in Annex A.2.1. The level of the UE simulator signal measured at the BS antenna connector shall be set to 6 dB above the reference sensitivity level specified in subclause 7.2.2.

7.5.4.2
Procedure

(1) Set the signal generator to produce an interfering signal at a frequency offset Fuw from the assigned channel frequency of the wanted signal which is given by


Fuw = ( (n x 1 MHz),

where n shall be increased in integer steps from n = 10 up to such a value that the center frequency of the interfering signal covers the range from 1 MHz to 12,75 GHz. The interfering signal level measured at the antenna connector shall be set in dependency of its center frequency, as specified in tables 7.5.2.1 or 7.5.2.2, respectively. The type of the interfering signal is either equivalent to a continuous wideband CDMA signal with one code of chip frequency 3,84 Mchip/s, filtered by an RRC transmit pulse-shaping filter with roll-off ( = 0,22, or a CW signal; see tables 7.5.2.1 or 7.5.2.2, respectively.

(2) Measure the BER of the wanted signal at the BS receiver.

(3) Interchange the connections of the BS Rx ports and repeat the measurements according to steps (1) and (2).

NOTE:
The test procedure as defined in steps (1) and (2) requests to carry out more than 10000 BER measurements. To reduce the time needed for these measurements, it may be appropriate to conduct the test in two phases: During phase 1, BER measurements are made on all center frequencies of the interfering signal as requested but with a reduced confidence level, with the aim to identify those frequencies which require more detailed investigation. In phase 2, detailed measurements are made only at those critical frequencies identified before, applying the required confidence level.

 7.5.5
Test requirements
In all measurements made according to subclause 7.5.4.2, the BER shall not exceed 0,001.
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1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
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This annex provides further information on how to fill out the cover sheet of a CR.


The header:
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The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.
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The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"
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"correction"
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"various improvements"
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